
Retrofit INSTRUCTIONS
4-OC1-RTK-LED

                SAFETY INSTRUCTIONS
                 1. Do not use outdoors.  2. Equipment should be mounted securely in locations and at heights where it will not be readily subjected 
                  to tampering by unauthorized personnel. 3. Do not mount near gas or electric heaters. 4. Cap unused wires with enclosed wire nuts 
                  or other approved method. 5. Do not use this equipment for anything other than its intended use. 6. The use of accessory 
equipment not recommended by the manufacturer will void product listing and warranty and may cause an unsafe condition.  7. Use caution 
when servicing batteries.  8. Any service on this equipment should be performed by qualified personnel only.  9. Make sure wire terminations 
are secure and leads are properly tucked in appropriate wire channels. CONSULT A QUALIFIED ELECTRICIAN BEFORE INSTALLING

3.
Optional: Adjust wattage and CCT (for more details follow "Field-
Adjustable Wattage & CCT).

The end users may adjust the color temperature and lumen output 
respectively by the two DIP switch buttons integrated into the driver. 
Each DIP switch is accommodated with 3 options (left, middle and 
right ), corresponding to 3 color temperatures and 3 powers 
respectively, which can perform the desired color temperature and 
lumen output combination.
Factory Settings: 25W,5000K
1.DIP switches are located onto the LED Module holder plate. 
  (see Fig.A)
2.Select a wattage and color temperature by sliding switch left or 
right respectively to the desired value.(see Fig.A)

4.
Install LED Retrofit Assembly, and optional lens.
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Caution: 
Disconnect AC power before servicing and installation.
All electrical connections must be in accordance with
NEC/CEC or your local code.

INSTALLATION STEPS
1.

2.
Install brackets as shown in Fig A. Make electrical conntection as shown in
Fig B and according to wiring diagram.

Remove and discard the host fixture lamp(s) and remove ballast cover,
ballast,socket-bars and wiring..

Fig A

Fig. B

FIELD-ADJUSTABLE WATTAGE & CCT


