
RQL SERIES LED

4",6" LED SLIM DISK DOWNLIGHT

1&2. Open the junction box cover and remove the 
appropriate knockout(s)on the side panel. Using 
quick-connect push-in terminals, connect the green 
ground wire to the green wire terminal; black wire to 
black wire terminal; white wire to white wire terminal.

3. Determine the location for installation and cut ceiling 
holein accordance with cut-hole dimensions.Refer to 
Hole Diameter table for appropriate sizes.
4. Route the low voltage cable to additional downlight 
locations.Pull enough slack through each hole to make 
connecting the fixtures easier.

5. Separate the connector by rotating the bottom piece 
counterclockwise.Slide either edge of the cable into 
theslotof the connector's top.
6. Allowing the fixture to hang fre-ely, align the metal 
pin on the bott-one meca laterhndhe thp.lipbs hohgether
and rotate the bottom piececlockwise onto the top,
until secure.

7. Push spring-loaded clips on thefixture upwards and i
nsert fixturebase in to the mounting hole.Release the 
clips and fixture willbe pulled flush to the ceiling.
8. For airtight requirements ensurefoam gasket remains 
between fixtureand ceiling (do not remove).
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THIS DEVICE IS NOT INTENDED FOR USE WITH EMERGENCY EXITS
WARNING - RISK OF FIRE OR ELECTRIC SHOCK. INSTALLATION OF THIS RETROFIT KIT REQUIRES A PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF 

THE LUMINAIRE’S ELECTRICAL SYSTEM AND THE HAZARD INVOLVED. IF NOT QUALIFIED, DO NOT ATTEMPT INSTALLATION. CONTACT A QUALIFIED ELECTRICIAN.

WARNING - RISK OF FIRE OR ELECTRIC SHOCK. INSTALL THIS KIT ONLY IN THE LUMINAIRE THAT HAS THE CONSTRUCTION FEATURES AND DIMENSIONS SHOWN IN 

THE PHOTOGRAPHS AND/OR DRAWINGS AND WHERE THE INPUT RATING OF THE RETROFIT KIT DOES NOT EXCEED THE INPUT RATING OF THE LUMINAIRE.

THE RETROFIT KIT IS ACCEPTED AS A COMPONENT OF A LUMINAIRE WHERE THE SUITABILITY OF THE COMBINATION SHALL BE DETERMINED BY AUTHORITIES HAVING 

JURISDICTION. PRODUCT MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN IN ACCORDANCE WITH THE APPLICABLE AND APPROPRIATE ELECTRICAL CODES. THE 

INSTALLATION GUIDE DOES NOT SUPERSEDE LOCAL OR NATIONAL REGULATIONS FOR ELECTRICAL INSTALLATIONS.

NE CONVIENT PAS AUX SORTIES DE SECOURS
AVERTISSEMENT - RISQUE D’INCENDIE OU DE CHOC éLECTRIQUE. L’INSTALLATION DE CE Né CESSAIRE DE MODERNISATION EXIGE UNE PERSONNE FAMILIèRE AVEC

LA CONSTRUCTION ET LE FONCTIONNEMENT DU SYSTèME éLECTRIQUE DU LUMINAIRE ET DES RISQUES ASSOCIéS. TOUTE PERSONNE QUI N’EST PAS QUALIFIéE NE 

DOIT FAIRE AUCUNE TENTATIVE D’INSTALLATION ET DOIT CONTACTER UN éLECTRICIEN QUALIFIé.

AVERTISSEMENT - RISQUE D’INCENDIE OU DE CHOC éLECTRIQUE. N’INSTALLER CE NéCESSAIRE QUE DANS LE LUMINAIRE DONT LES CARACTéRISTIQUES DE 

CONSTRUCTION ET LES DIMENSIONS SONT CONFORME à CELLES ILLUSTRéES DANS LES PHOTOS ET/OU LES DESSINS ET DONT LA PUISSANCE D’ENTRéE 

NOMINALE DU NéCESSAIRE DE MODERNISATION NE DéPASSE PAS CELLE DU LUMINAIRE. LE NéCESSAIRE DE MODERNISATION EST ACCEPTé à TITRE DE COMPOSANT 

D’UN LUMINAIRE LORSQUE LA PERTINENCE DE LA COMBINAISON DOIT êTRE DéTERMINéE PAR LES AUTORITéS COMP éTENTES. CE PRODUIT DOIT êTRE MIS EN PLACE 

PAR UN éLECTRICIEN QUALIFIé CONFORMéMENT AUX CODES éLECTRIQUES APPROPRIéS APPLICABLES. LE GUIDE D’INSTALLATION 


