






Due to the constant improvement in LED technology, all details are subject to
change without notice. Consult factory for up-to-date information.
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Surface Mount

Secure the �xture directly to the ceiling/wall using the pre-drilled holes in both the LED board and the outer shell.

Option A: Direct Mounting

If needed, detach the removable panel from the outer shell to facilitate installation, then reattach it once mounting is complete.

Option B: Removable Holder Plate



Due to the constant improvement in LED technology, all details are subject to
change without notice. Consult factory for up-to-date information.
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Surface Mount

1
install snap toggle bolts(dry wall)/

self-tapping screw(wood  stud) 

2

Reinstall the lens

Remove the lens and screw the profile directly to the surface (ceiling or wall) through the mounting holes located inside the profile

Example�

snap toggle bolts
(dry wall) 

self-tapping screw
(wood  stud)



Due to the constant improvement in LED technology, all details are subject to
change without notice. Consult factory for up-to-date information.
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Recessed Mount

CLIP-LEG ABOVE CEILING PANEL
Recommend for renovated ceiling/ceiling to-be-built, easy to apply �nsh

Recommend for prebuilt ceiling, higher requirements to apply �nish

CLIP-LEG UNDER CEILING PANEL

SCREW OPTIONS

anchor bolt cliphex boltdry-wall screw

Clip

Hex Nut(Optional)

Hex Bolt

Screw

Ceiling Panel

Clip

Hex Nut(Optional)

Hex Bolt

Screw

Ceiling Panel



Recessed Mount

Due to the constant improvement in LED technology, all details are subject to
change without notice. Consult factory for up-to-date information.
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Wall Mount

RECESSED

Beam

Thread Rod

Reinforce
Wood 
Panel

If needed, detach the removable panel from the outer shell to facilitate installation, then reaatch it once mounting is complete.
REINFORCED WOOD PANEL

Notice: Due to its �ange-less body design, after installation, the SOUL �xture sides should be mudded or �nished with joint compound that 
matches the surrounding surface to �ll any small gaps and ensure a seamless appearance.

Hex Bolt

Hex Nut(Optional)

Clip

Screw

Seal

Ceiling
Panel

Finish

CLIP-LEG ABOVE CEILING PANEL
Recommend for renovated ceiling/ceiling to-be-built, easy to apply �nsh Recommend for prebuilt ceiling, higher requirements to apply �nish

CLIP-LEG UNDER CEILING PANEL



Suspended Mount

Due to the constant improvement in LED technology, all details are subject to
change without notice. Consult factory for up-to-date information.
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Suspended Mount

Wall Mount

For the suspended mount version of SOUL, aircraft cable mounting points are available at intervals of 2, 4, 6, 8, and 11 feet, centered along the length of the �xture. Adjustable cable 
mounts can be aligned with these prede�ned points, as speci�ed in the custom installation instructions, and allow for lateral adjustment across the �xture’s width to ensure proper 
balance.



Due to the constant improvement in LED technology, all details are subject to
change without notice. Consult factory for up-to-date information.
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Suspended Mount

Wall Mount


