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SS4-LED FUSION SQUARE SHALLOW DOWNLIGHT
Warm Dim with Smart Dim Technology

WARM DIM (SMART DIM) SHALLOW ARCHITECTURAL DOWNLIGHT
SMART DIM - Warm Dim with Smart Dim technology mimics traditional 
incandescent halogen lighting through dimming. Using Warm Dim, 
luminaires dim smoothly from 3000K to 1800K. Warm Dim shifts smoothly 
over the black body radiator curve as the light dims you move into the 
rich amber tones that encourages relaxation. It is ideal for hospitality, 
architectural as well as residential applications, all while maintaining 
high lumen output for the most stringent energy codes today’s legislation 
requires. Warm Dim comes pared with high CRI of 90+ and superior lumen 
output.

DESCRIPTION: Achieve all of your lighting application objectives with 
only one universal high-performance architectural housing.  The Fusion 
SS4-LED Shallow is a 4” LED Downlight that can accept  round trim and 
trim-less applications. The Fusion SS-LED shallow series is ideal for retail, 
hospitality, commercial, and high-end residential applications. Plus, the 
Eco-friendly Elite LED system features 70% lumen maintenance at 50,000 
hours life, with California Title-24.
PERFORMANCE: High color rendering of 90+ CRI across the dimming 
range of 3000K to 1800K and guaranteed color consistency with a binning 
of a 2 step MacAdam Ellipse Scale. 
OPTICS: SR4-LED offers a choice of Wide distribution options to achieve 
any prescribed design. SR-LED offers field changeable optics for downlight 
and wall-wash. 
HOUSING: Thermally protected, specification grade adjustable recessed 
housing. For new construction insulated ceilings where housing will be in 
direct contact with insulation. Die-formed all aluminum construction matte 
black painted for maximum heat dissipation, rust protection and glare free 
illumination.
ELECTRICAL/ TRANSFORMER: Junction box and Driver can be accessed 
from below the ceiling and above the ceiling. Junction Box is Listed for 
through branch circuit wiring,12 AWG 90º C supply Conductors, and has 
four 1/2” KOs. 
MOUNTING: Preinstalled bar hangers allow housing to be positioned and 
locked at any point within a 24” joist span. They can be positioned on 

either the long or short axis of the housing and can be shortened for 12” 
joists. They contain a double-headed real nail for secure attachment into 
the joist. Bar hanger nails are installed on a 20º downward angle for better 
contact, and the 90º pivoting mounting plate makes installation fast and 
accurate. Bar hangers can fit onto T-Bar spline with additional slots and 
holes for special mounting methods if necessary. Butterfly brackets are 
also provided and are constructed from 18-gauge steel and can be adjusted 
vertically. Butterfly brackets  may be installed with 3/4” or 1-1/2” lathing 
channel, 1/2” EMT, or optional C-Channel mounting bars are available.
OPTIONS - Fixtures may be shipped pre-installed with daylight harvesting 
controls, occupancy sensors, and/or power pack. Available manufacturer 
options include Lutron, Leviton, Wattstopper, EnOcean, Enlighted, Philips 
and others. Consult factory for details
All LED luminaires are rated and tested to LM-79 and LM-80 standards by 
an independent laboratory. 
OUR WORD - Fusion SS-LED Shallow Recessed  luminaries  are 
covered by Fusion’s 5 year limited warranty.  As a system, we stand 
behind our entire  products from housing to bar hangers. 
LISTING:
c-UL-us listed for damp location.
c-UL-us listed for feed Through Wiring.
c-UL-us listed for direct contact with insulation.
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Black Body Dimming Color 
temperature warms from 3000K - 
1800K while staying on the Black 
Body Locus when dimming

Elite Lighting’s Architectural Lighting Luminaries with Black Body Technology 
mimic traditional Halogen dimming to help create a warm ambiance.
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SS4-LED

TYPE LUMENS DIMMING VOLTAGE EMERGENCY DISC

SS4-LED-WDM-30K-18K 900L
1200L

DIMTR
DIM10
LUTECO
LUT2W
DMX-512
DMX-RDM
DALI

120
MVOLT

(For 347V Consult Factory)

EMG-LED) Blank - Standard bar hangers (included)
BP31 - 27” C-channel bar hangers.
RIF - RIF filter

SS4-LED-IC-WDM-30K-18K 900L

TYPE CCT LUMENS VOLTAGE OPTICS TRIM COLOR

SS4-F-1328 ( Flanged trim) WDM-30K-18K 900L
1200L

120
MVOLT

(For 347V Consult Factory)

WD W-WH

SS4-TL-1328 ( Trim-less) 900L
1200L

WH

WARM DIM (SMART DIM) ARCHITECTURAL LIGHTING
SMART DIM - Warm Dim with Smart Dim technology mimics 
traditional incandescent halogen lighting through dimming. 
Using Warm Dim, luminaires dim smoothly from 3000K to 
1800K. Warm Dim shifts smoothly over the black body radiator 
curve as the light dims you move into the rich amber tones that 
encourages relaxation. It is ideal for hospitality, architectural as 
well as residential applications, all while maintaining high lumen 
output for the most stringent energy codes today’s legislation 
requires. Warm Dim comes pared with high CRI of 90+ and 
superior lumen output.
WARM DIM WITH SMART DIM TECHNOLOGY CAN BE SUPPLIED 
WITH A VARIETY OF DIMMING AND CONTROL PROTOCOLS 
0-10V. DMX, DALI, OR LUTRON ECOSYSTEM AND CAN BE
DIMMED DOWN TO 1% OF INITIAL LIGHT OUTPUT:
DIMTR (Triac & Electronic Low Voltage Dimming in 120V 
only) Triac & Electronic Low Voltage dimming driver available 
when ordered with the following options (DIMTR-120) and only 
available in 120V.

DIM10 (0-10V 1% Dimming Standard) 0-10V driver which can be 
dimmed down to 1% of initial light output with a 0-10V dimmer 
when ordered with the following options (DIM10-120, DIM10-
277).
LUTECO - Provided with Lutron EcoSystem driver. Compatible 
with Lutron GRAFIK Eye EcoSystem, Lutron Energi Saver node 
EcoSystem, or Lutron Quantum systems and Lutron Vive.  When 
ordered with the following options (LUTECO).
LUT2W- (Lutron® Hi-Lume A-Series 2-Wire Forward Phase 
Control 1% Dimming in 120V).  When ordered with the following 
options (LUT2W).
DMX - Compatible with Digital Multiplex Controller, Available 
with two options: DMX-512: Standard DMX Controller and DMX-
RDM: DMX Controller with Remote Device Management.
DALI - Compatible with Digital Addressable Lighting Interface, 
available with two options: TD6 and TD8.

SS4-F-1328 SS4-TL-1328

Ordering Information: SS4-LED-WDM-30K-18K-1200L-DIM10-120-MD-35-SS4-TL-1328
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CONTROL OPTIONS

Controls Provided by EnOcean

EOSCU
Occupancy Sensor

Ceiling Mount

EOSWU
Occupancy Sensor

Wall Mount

ELLSU
Daylight Sensor
Ceiling Mount

ESRPU/ EDRPU
Wall Switches

LEVITON
Wall Switches

902 MHz category

WSS0S-S9W
WSS0S-D9W

NWC 300U
Navigan Wireless

Commissioner

LEDDU
LED Zone 

Controller 0-10V 

LEDRU
LED Relay Zone 
Controller 0-10V 

Self-powered sensors and switches, combined with LED fixture 
controllers and a commissioning tool, permit easy configuration, 
intelligent local control, and seamless integration into building 
automation systems.

Controls Options to be 
Installed on the Fixture

Philips EasySense sensors provide luminaire-level control with 
Occupancy sensing, Daylight harvesting, and Field task tuning.

Controls Provided by Philips

Philips Field App

Controls Installed 
on the Fixture

SRB + SNS200-CMP
Fixture Will be Shipped Sensor Ready 
with PHILIPS SRB Bridge and EasySense 
SNS200-CMP Sensor which is Included 
to be Remote Mounted.  Fixture May 
Only be Controlled with Philips Field App 
or Wireless Switches or any 0-10V. Wall 
Box Dimmer.

SRB
Fixture will be Shipped Sensor Ready with 
SRB Bridge. Fixture will be Compatible with 
EasySense Sensor SNS200-CMP which 
can be Added in the Field for Remote 
Mounting. Fixture May Only be Controlled 
with Philips Field App or Wireless Switches 
or any 0-10V. Wall Box Dimmer. Illumra Wireless Switches

ZBT-S1AWH ZBT-S2AWH

Enlighted Smart Sensors features digital motion, 
ambient light, and temperature sensing, the device 
provides autonomous fixture-level control

Controls Installed on the Fixture

Controls Provided
by Enlighted

Energy Manager

PoE Network Switch

Programmable with Laptop

Gateway

Switch

WS-2-00
Enlighted Room

Controller

CU-E3-1R
Fixture Will be Shipped Sensor Ready with 
Enlighted CU-E3-1R Control Unit Power Pack.  
Fixture will be be compatible with Enlighted SU-
4E-00 Sensor which can be Added in the Field 
Remote Mounting.  Fixture May be Controlled 
with Enlighted Gateway, Energy Manager or 
Enlighted Room Controller WS-2-00

CU-E3-1R + SU-4E-00
Fixture Will be Shipped with Enlighted 
Enlighted CU-E3-1R Control Unit Power 
Pack installed and SU-4E-00 Sensor 
provided (to be installed remotely).  
Fixture May be Controlled with Enlighted 
Gateway, Energy Manager or Enlighted 
Room Controller WS-2-00
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CONTROL OPTIONS

ZL027-N0W
Power control module

ZLDNK-4W ZLDNK-8W
Intellect™ Keypad Room

Controller (Required)

ZLDNK-1W ZLDNK-2W

Leviton Keypad

Leviton App

Neuron App

Fixture will be shipped with Leviton ZL027-N0W power control module 
installed on the fixture. Fixtures will be compatible with Leviton ZL00J-D0W 
sensor control module which can be added in the field for remote mounting. 
Fixture must be controlled with Leviton Intellect Keypad Room Controller, or 
Leviton Neuron App.

ZL00J-D0W
Sensor control module

Controls Provided by Lutron

Ceiling Mount 
Occupancy Sensor

Ceiling Mount 
Occupancy/Daylight 

Sensor

Wall Mount 
Occupancy Sensor

Wall Mount 
Switch

Pico 
Remote

DayLight 
Sensor

Vive Wireless Hub

Controls Installed on the Fixture

Fixture Will be Shipped LUTRON VIVE 
Enabled with LUTRON FCJS-010 
0-10V Control Module Installed on the
Fixture.  Fixtures will be compatible 
with Lutron FC-SENSOR Occupancy/
Daylight Sensor or FC-VSENSOR
Vacancy/Daylight Sensor which can
be Added in the Field for Remote
Mounting.  Fixture May be Controlled 
with any Vive control systems.  Fixtures 
must be ordered with a 0-10V. Driver.

Fixture Will be Shipped LUTRON VIVE 
Enabled with LUTRON FCJS-ECO 
EcoSystem Control Module Control 
Module Installed on the Fixture.  Fixtures 
will be compatible with Lutron FC-

 SENSOR Occupancy/Daylight Sensor or 
FC-VSENSOR Vacancy/Daylight Sensor 
which can be Added in the Field for Remote 
Mounting. Fixture May be Controlled 
with any Vive control systems.  Fixtures 
must be ordered with a Lutron Driver.

FCJS-010
Individual

Fixture Control

FCJS-ECO
Individual

Fixture Control

Lutron
App

Controls Installed
on the Fixture

LMFC-011
Fixture Will be Shipped Legrand Wattstopper DLM Enabled 
with LMFC-011 Module Controller Installed on the Fixture.  
Fixtures will be compatible with Legrand Wattstopper 
DLM Load Controllers, DLM Sensors, DLM Switches, DLM 
Remote Control, and DLM Configuration tool.

WATTSTOPPER®

Switches

LMSW-105 LMDM-101

Remote

LMRH-105

Configuration tool

LMCT-100-2

Plug Load Controllers

LMPL-101 LMPL-201

Sensors

LMDC-100 LMLS-400 LMLS-500
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6”HH6-LED
Warm Dim

WDM-30K-18K

Neutral 
White 

Black Black 

Violet(+) 

Gray(-) 

White 

Black 
Control 

Black 
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Gray(-) 

To Additional Drivers 




