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LED Architectural Volumetric Troffer with Multi-lumen & Multi-CCT1'x4'

LUMENS

CCT 

UGR

COLOR QUALITY

FINISH

CRI

SIZE:

MOUNTING

DIMMING

FEATURES
This modern volumetric troffer features an elegant design that is 
sleek enough for shallow recessed applications. Combined regressed 
radial and flat lenses create a broad, dimensional illumination, while 
selectable lumen and CCT options make this troffer versatile across 
commercial settings. Ideal for conference and office spaces, retail, 
grocery, and public spaces like metro stations and libraries.

IC rated and ready for contact with insulation. Damp location rated. 

Available in 1'x4' ft, 2'x2' ft, and 2'x4' ft sizes.

 2000L/3000L/4000L

35K/40K/50K

<22

3 Step MacAdam Ellipse

White

85+ Standard

1' x 4'

Recessed

0-10V Flicker Free 10% Dimming Standard (DIM10)

Based on 4000K, 85+ CRI. Actual wattage may vary +/- 5%

DIMENSIONS

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

4000 4100 40W

3000 3005 30W

2000 1998 25W

3500K • 4000K • 5000K

EASY 3  COLORS
MULTILUMEN

S E L E C T O R

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information.
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By Elite Lighting

LUMENS

DIMMING & 
CONTROL

CCT & DYNAMIC
PLATFORMS

COLOR QUALITY

SIZE

MOUNTING

CRI

LIFETIME

PHOTOMETRIC TESTS

2000/3000/4000/5000

0-10V Flicker Free 1% Dimming Standard (DIM10), 

30K/35K/40K/50K

3 Step MacAdam Ellipse

1’x4’

Recessed

85+(standard), 

L70 at 60,000 Hours

In Accordance with IES LM79-08, LM80 and TM-30, 
TM-21

FEATURES
The OAT2-LED is the Slim fully luminance grille light with 
new louver anti-glare design, the compact and seamless splicing 
make it a great looking. It adopts anti-glare prism plate to reach 
UGR<19, direct lighting design makes a high lumen efficiency 
and uniform light output, it is an ideal combination of stylish and 
high performance The glare-free illumination, high efficiency and 
sustainability of the luminaire makes it the ideal source for 
corporate offices, educational, healthcare, commercial, and retail 
applications. 

1’ x 4’ Architectural Volumetric Shallow Recessed LED Troffer
14-OAT2-LED 1’x4’

EMERGENCY
10W - Up to 1000L output 
20W - Up to 2000L output 
EMG-LED-G2-10W-SDT - Self Diagnostic (Consult Factory)
EMG-LED-G2-20W-SDT - Self Diagnostic (Consult Factory)

MULTILUMEN
S E L E C T O R

EASY 4 COLORS

3000K • 3500K • 4000K • 5000K

11.7"

2.8"

47.4"

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

4000 3750 35 W

3000 3300 30 W

2000 2750 25 W

Based on 3000K, 85+ CRI. Actual wattage may vary +/- 5%

5000 5150 43 W

11.7"

PHOTOMETRIC TESTS

LIFETIME

WORKING
TEMPERATURE

EMERGENCY

In accordance with IES LM79-08, LM80 and TM-30, 
TM-21

L80 at 60,000 Hours

-20 °C (-4°F) to 40 °C (104°F)

EMG-LED-G4-120-347V-CP-16W-HV-FLEX
EMG-LED-G4-120-347V-CP-25W-HV-FLEX
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LED Architectural Volumetric Troffer with Multi-lumen & Multi-CCT1'x4'

OPTICS
A combination of two radial and one flat lens helps fill a room with even, broad 
illumination perfect for commercial spaces.

Lens diffusers made from a frosted acrylic create an optimal glare-free 
diffusion. Built with ultra efficient, ultra bright 2835 LED chips for optimal 
energy and cost efficency.

Luminaire available in selectable lumens of 2000L/3000L/4000L for 
customizable intensity with a variety of uses. Three selectable color 
temperatures of 3500K/4000K/5000K enable different warm to cool moods 
and atmospheres.

CCT factory set to 35K; lumen factory set to 2000L.

CONSTRUCTION  
Housing built from aluminum.

A thin, clean, and minimal frame design ensures fit in shallow recessed 
applications. Four corner tie points attached. Integrated driver attached to 
frame; features 4 wiring knockouts. Multi-lumen and multi-CCT switches 
located on driver side.

Available in a white finish.

MOUNTING
Suitable for Recessed Mounting in especially shallow recessed applications. 
Can be mounted in hard ceilings (with flange kit) and Slot-T grids and T-bar 
suspension systems for 5/8" and 3/8" ceiling widths and Integral grid clips 
secure fixture to the T-Grid. Luminaires may be available with flange kits, 
surface mounted kits, and other options. 

MAINTENANCE
Fixture may be wiped down with a dry or damp cloth. LED board and driver can 
be accessed from below, through lens, for ease of maintenance. 

OPTIONS & ACCESSORIES
A 2'X2' Flange Kit and Surface Mounting Kit, as well as 16W and 25W Emergency 
battery back-up options are available to order seperately. Also available with 
various control units, wireless, occupancy, and daylight harvesting sensor 
options. See order sheet for more details.

DIMMING
DIM10 - Flicker Free 10% Dimming Standard (DIM10) 0-10V dimming on either 
MVOLT 120-277.

DRIVER & ELECTRICAL INFORMATION
Powered by high-quality constant-current LED drivers which are rated for 50 to 
60Hz at 120/277v input, produce less than 20% THD, and have a power factor 
of .90 to 1.00. 

WARRANTY
5-year warranty for parts and components (labor not included).

LISTINGS
UL listed for feed through wiring.
IP20 rated for ingress protection against dust and pollution.
Damp location rated.

SERIES
14-OAT4-LED
LED TROFFER

EMERGENCY
EMG-LED-G4-120-347V-CP-

16W-HV-FLEX

EMG-LED-G4-120-347V-CP-
25W-HV-FLEX

Example: 14-OAT4-LED-2000L/3000L/4000L-DIM10-MVOLT-35K/40K/50K-85

14-OAT4-LED

LUMENS
2000L/3000L/4000L

CRI
85

CCTVOLTAGE
MVOLT
120-277

35K/40K/50K

DIMMING
DIM10 - 0-10V Dimming

SENSOR
14FK - 2’x4’ flange kit
FBF - Internal Fast Blow Fuse
SBF - Internal Slow Blow Fuse
RIS - Radio Interference Suppressor
USA - Buy American Act Compliant
LMFC-011 - Digital Lighting Manager
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1'x4'
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By Elite Lighting 2’ x 2’ Architectural Shallow Plenum Recessed LED Troffer
22-OVHP-LED 2’x2’

WATTST OPPER
EasySense

1- Luminaire will be shipped with Powerpacks pre-installed, ready to be integrated to designated contol systems
2- Luminaire will be shipped with Sensors installed on the luminaire, allowing for individual luminaire control. Luminaires will be ready to be integrated with 
designated control systems
3- Luminaire will be shipped with Sensors to be remotely installed on the ceiling. Luminaires will be ready to be integrated with designated control systems

BRAND

CONTROL UNIT

o  LEDRU                                                          
LED Relay Zone 
Controller 0-10V 1

o FCJS-0-10                                             
Lutron Vive 0-10V Individual 
Control Models 1 4

o CU-4E-FMH                                                
Fixture Mount Control 
Unit 1 5

o ZL027 –N0W                                                   
Intellect Power Control 
Module 1 6

o EN-WCM2-ZB-DR                                                  
Wireless Control 
Module 1 7 o  XITANIUM 

SR LED DRIVER                          
The Philips 
Advance Xitanium 
SR LED driver 1 8

o LMFC-011                                                  
ON/OFF/0-10V 
dimming fixture 
controller 1 9

o  LEDDU                                                          
LED Zone Controller 
0-10V 1

o FCJS-ECO                                              
Lutron Vive Eco-system 
Individual Control Models 1 4

o ZL027 –DLE                                                   
Intellect Power Control 
Module 1 6

o EN- ALC-ZB-BK-DR                                                     
Wireless Area Lighting 
Control Module 1 7

o FS-PP-V2                                                           
FS-PP Fixture 
Integrated Sensor 
Power Pack 1 9

INTEGRAT 
OCCOPANCY& 

DAYLIGHT 
SENSOR

N/A

o DFCSJ-OEM-OCC                                              
Clear Connect (RF) and 
Occupancy/
Daylight Sensing 2

o SU-5E-IoT                                                       
IoT Node Micro Sensor                                                            
o SU-5E-CL                                                        
Connected Micro Sensor
o SU-5E-IL                                                         
Indipendent Micro Sensor                
o SU-5S-H(IoT/CL/IL)                                                     
Serface Mount Sensor     
(Must be Specified with CU-
4E-FMH Control Unit) 2

o ZL00J -T0W                                                   
Intellect Intelligent 
Fixture Control 
System 2

o EN-CLM-PIR-DD-ZB                                                  
SensiLUM™ Wireless 
Integrated Sensor

o SNS200                                                        
SNS200 for 
grouping 2

o FD-301                                                       
Fixture integrated 
Daylight Dimming 
Sensor 2

o ZL00J-D0W                                                       
Intellect Intelligent 
Fixture Control 
System 2

o ZBHA-
CLM-DIM-ENC                                                
Connected Lighting 
Module DIM 2

o SNS300                                                       
SNS300 for 
networks 2

o FS-205                                                       
Fixture integrated 
passive infrared 
occupancy sensor 2

 *WIRELESS 
OCCUPANCY 

SENSOR

o EOSCU-W-EO                                          
Occupancy Sensor 
- Ceiling Mounted 3

o LRF2-OCR2B-P-WH                                          
Ceiling mount360° 
,occupancy/vacancy sensor 3

N/A N/A

o EN-SCPPH-
1500-ZB                                      
Wireless Passive 
Infrared Occupancy
and Photo Sensors 3

N/A

o LMDC-100                                                       
Dual technology 
PIR Ceiling Mount 
Occupancy Sensor 3

 *WIRELESS 
DAYLIGHT 
SENSOR

o ELLSU-W-EO                                             
Light Level Sensor - 
Ceiling Mounted 3

o  LRF2-DCRB-WH                                            
Ceiling-mount daylight 
sensor 3

N/A N/A

o EN-SCPPH-
1500-ZB                                      
Wireless Passive 
Infrared Occupancy
and Photo Sensors 3

N/A

o LMLS-400                                                      
Single zone switching 
and dimming digital 
photosensor 3

*WIRELESS 
OCCUPANCY 
& DAYLIGHT 

SENSOR

N/A N/A

o SU-5E-IoT                                                       
IoT Node Micro Sensor                                                            
o SU-5E-CL                                                        
Connected Micro Sensor
o SU-5E-IL                                                         
Indipendent Micro Sensor                
o SU-5S-H(IoT/CL/IL)                                                     
Serface Mount Sensor

(Must be specified with CU-
4E-FMH Control Unit) 3

o ZL00J -T0W                                                   
Intellect Intelligent 
Fixture Control System

o ZL00J-D0W                                                       
Intellect Intelligent 
Fixture Control System

(Must be specified with 
ZL027-NOW and ZL00J-
D0W Control unit) 3

o  EN-CLM-
PIR-DD-ZB                                                  
SensiLUM™ Wireless 
Integrated Sensor          
                                      
o  ZBHA-
CLM-DIM-ENC                                                
Connected Lighting 
Module DIM

(Must be specified 
with EN-WCM2-ZB-DR 
or EN- ALC-ZB-BK-DR  
Control Unit) 3

o SNS200-CMP                                                   
SNS-200 for 
Grouping 3

N/A

ACCESORIES N/A N/A

o TMC-SU-5E                                                      
Tile Mount Carrier                                                            
o CBL-5E-CU4-30N                                                       
30 Iinch Sensor cable for 
CU-4 and IoT Ready
o CBL-5E-CU4-7F                                                      
7 Foot sensor cable for 
CU-4 and IoT Ready Driver    

N/A N/A N/A N/A

NOTES N/A

4- Luminaire will be 
compatible with LUTRON 
LRF2-0CR2B-PWH Ceiling 
mount 360deg occupancy/
vacancy sensor & LRF2-
DCRB-WH ceiling mount 
daylight sensor. Sensors must 
be orderd through Lutron

5- Luminaire will be 
compatible with ENLIGHTED 
SU-5E-IoT, SU-5E-CL, SU-
5E-IL, SU-5SH, Sensors  

6- Luminaire will 
be compatible with 
LEVITON I ntellect 
APP & Keypad room 
controller

7- Luminaire will 
be compatible with 
EN-SCPPH-1500-ZB 
Wireless passive 
infrared occupancy 
and photo sensor

8- Luminaire will 
be compatiable 
with philips field 
and wireless 
switch

9- Luminaire will be 
compatiable with DLM 
Room  control system 
LMPB-100. . Sensors 
must be orderd 
through Legrand.


