
24-LUX4-LED
Regressed Lens LED Sky Frame Panel with Multi-lumen and CCT (IC Rated)

NOMINAL LUMEN DELIVERED LUMEN WATTAGE
3000L 29890 25W
4000L 39780 30W
5000L 49970 40W

Based on 4000K, 85+ CRI. Actual wattage may vary 5%

FEATURES
The flared frame and regressed lens of the Lux4-LED provides a stylish,
glare-free alternative to traditional fluorescent troffers. A backlit design delivers
unmatchable uniform light distribution, while field adjustable multi-lumen and
multi-CCT allow for versatile use with different brightness and atmospheres.
Suitable for dry and damp location use in commercial office and conference
spaces, retail, grocery, and public facilities such as metro stations, libraries, and
courthouses. IC rated, airtight and ready for contact with insulation.

Available in 1'x4', 2'x2', and 2'x4' sizes. 

3000L/4000L/5000L/5500L/6000LLumen

27K/30K/35K/40K/50KCCT

85CRI

3-Step MacAdam EllipseColor Quality

0-10V Flicker Free 10% Dimming Standard (DIM10)Dimming

-25 ºC (-13 ºF) to 40 ºC (104 ºF)Working Temp.

RecessedMounting

23.7" x 47.6" x 3.1"Size

White (WH)Finish

IP20Rating

L70 at 54000 HoursLifetime

In accordance with IES LM79-08, LM80 and TM-30,

TM-21
Photometric Test
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Regressed Lens LED Sky Frame Panel with Multi-lumen and CCT (IC Rated)
OPTICS
Features a regressed polystyrene diffuser and backlit design for a glare-free, 
even, and and soft illumination.

Built with ultra efficient, ultra bright 2835 LED chips for optimal energy and 
cost efficency.

Five selectable color temperatures of 27K/30K/35K/40K/50K enable 
different warm to cool moods and atmospheres. A selectable lumen 
package of 3000L/4000L/5000L/5500L/6000L  allows for customizable 
intensity, for a variety of uses.

CCT factory set to 50K; lumen factory set to 6000L.

CONSTRUCTION
Features an aluminum frame and SPCC cold rolled steel backplate for 
durability, light weight installation, and optimal heat conduction.

Four corner tie points attached. Integrated driver attached to frame; features 
4 wiring knockouts. Multi-lumen and multi-CCT switches located on driver 
side.

Available in a white finish.

MOUNTING
Suitable for Recessed Mounting. Accommodates lay-in ceilings, Slot T, and 
T-bar suspension systems for 5/8"and 3/8" ceiling widths. Four corner tie 
points and earthquake clips included.

MAINTENANCE
Fixture may be wiped down with a dry or damp cloth. LED board and driver 
can be accessed from behind.

OPTIONS & ACCESSORIES
Available to order separately with:

-Various controls, daylight and occupancy sensor options and cables. See
order chart and page 3 for details.

-10W (Up to 1000L output) and 20W (Up to 2000L output) Emergency
Battery Back-up options.

DRIVER & ELECTRICAL INFORMATION
Powered by high-quality constant-current LED drivers which are rated for 50 
to 60Hz at 120/277v input, produce less than 20% THD, and have a power 
factor of .90 to 1.00. 

DIMMING
DIM10 - Flicker Free 10% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT 120, 277V and 347V.

WARRANTY
5-year warranty for parts and components (labor not included).

LISTINGS
UL listed.
cUL listed.
DLC listed.
IC-Rated, air-tight ready, and may be in direct contact with insulation.
P20 rated for protection against dust.
Damp location rated.

SAMPLE ITEM: 24-LUX4-LED-3000L/4000L/5000L/5500L/6000L -DIM10-MVOLT-27K/30K/35K/40K/50K-85

SERIES LUMEN DIMMING VOLTAGE CCT EMERGENCYCRI

24-LUX4-LED 3000L/4000L/5000L/5500L/6000L DIM10 MVOLT 27K/30K/35K/40K/50K O-EMG-LED-10W
O-EMG-LED-20W

85
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