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LUMENS

COLOR QUALITY

CRI

1.5”

CCT 

LENGTH

MOUNTING

EMERGENCY

DIMMING & 
CONTROL

LIFETIME

PHOTOMETRIC TESTS

3000L/4000L/5000L

10W - Up to 1000L output 

0-10V Flicker Free 10% Dimming Standard (DIM10)

35K/40K/50K

3 Step MacAdam Ellipse

4’, 8'

Surface

85+

L70 at 100,000 Hours

In Accordance with IES LM79-08, LM80 and TM-30, 
TM-21

Architectural LED Linear-Direct Retrofit Kit
4’

FEATURES
Retrofits existing strip and industrial fixtures to LED in as little as
one minute. Industry’s fastest LED strip retrofit kit. The universal
design fits most 4.25” and 5.25” T8/T12 fluorescent wide strips.

   48.01

2.25”

3.25”

6”

NOMINAL LUMENS DELIVERED LUMEN WATTAGE

32223000 22W
41784000 28W
53115000 37W

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

OC1-RTK-LED

3500K •4000K • 5000K 

EASY 3  COLORS
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Architectural LED Linear-Direct Retrofit Kit
OC1-RTK-LED

Example: 4-OC1-RTK-LED-3000L/4000L/5000L-DIM10-MVOLT-35K/40K/50K-85

FIXTURE SIZE
4 - 4’

SERIES
OC1  - LED 

General 
Linear 

TYPE
RTK-LED

RTK-LEDOC14

LUMENS
3000L/4000L/5000L

4’

DIMMING
DIM10 - 0-10V Dimming

CCT
35K/40K/50K 

CRI
85 

WIRING OPTIONS
FBF
SBF
RIS

- Internal Fast Blow Fuse
- Internal Slow Blow Fuse
-  Radio Interference Suppressor

VOLTAGE
MVOLT

347* 
*Consult 
factory for 
details

OPTICS & PERFORMANCE
The optical system delivers high efficiency LED light that passes through a 
high quality, frosted acrylic lens for optimal performance, creating a glare-free 
and even distribution. 

CONSTRUCTION
Body is constructed of heavy-duty 20-gauge cold rolled steel, painted with a 
high-gloss baked white enamel finish, with a frosted extruded lens that 
delivers highly efficient illumination. 

SUPPORT CABLE/FEED
Standard suspension is conductive feed/suspension cable. The adjustable 
power cable comes in a standard 10’ length. A 5-conductor cable is standard 
or a 6-conductor cable for emergency power. Field adjustable length. Max. 
support every 8 feet.

CRM INSTALLATION
For continuous row mounting, the first luminaire in the row will always be the 
power supply feed. After plugging in the male and female harnesses, which 
are supplied with each luminaire, they will easily slide together, then secured 
with two screws from opposite directions in the connecting brackets.

DRIVER ELECTRICAL INFORMATION
Powered by high-quality constant-current power LED drivers which are rated 
for 50 to 60Hz at 120-277V input, produce less than 20% THD, and have a 
power factor of .90 to 1.00. Male and female 18-gauge 6 wire plug 
connectors are included with every luminaire to allow for simple hassle-free 
continuous wiring. Each luminaire must be installed male to female.

DIMMING & DRIVER INFORMATION
DIM10 - Flicker Free 10% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT 120, 277 or 347V. 

WARRANTY
Five-year warranty for parts and components. (Labor not included)

LISTINGS
c-UL-us - Listed for Feed Through Wiring.
Listed for DLC, California Title 24 compliant.

OTHER OPTIONS
WG -  WireGuard
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Architectural LED Linear-Direct Retrofit Kit
OC1-RTK-LED 4’

4-OC1-RTK-LED-3000L-4000L-5000L-DIM10-MVOLT-35K-40K-50K-85(3000L) TEST NO.: EL122719103
INPUT WATTS: 22 LUMENS: 3292 CRI: 85 EFFICACY: 150 CCT: 30/40/50K SPACING CRITERIA: 1.42

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance RW - Wall Reflectance

RO
OM

 C
AV

IT
Y 

RA
TI

O

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 82.75
10-20 237.54
20-30 362.04
30-40 442.19
40-50 470.54
50-60 448.97
60-70 389.37
70-80 306.18
80-90 221.34

Luminance (Average candela/M2
)

Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 6283 7014 7736
55 5915 7118 8251
65 5450 7571 9408
75 4768 9318 12438
85 3785 20052 29089

0 874.477
5 869.08
15 831.34
25 760.5
35 662.44
45 545.31
55 416.41
65 282.74
75 151.48
85 40.49
90 8.12

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 117 117 117 117 113 113 113 113 106 106 106 99 99 99 93 93 93 90
1 104 98 93 88 100 95 90 86 89 85 81 83 80 77 78 75 73 70
2 94 84 77 70 90 82 74 68 76 70 65 71 67 62 67 63 59 57
3 85 73 64 57 81 71 63 56 66 60 54 62 57 52 58 54 49 47
4 77 65 55 48 74 63 54 47 59 51 45 55 49 44 52 46 42 39
5 71 57 48 41 68 56 47 40 52 45 39 49 43 38 46 41 36 34
6 65 52 42 36 63 50 41 35 47 40 34 45 38 33 42 36 32 29
7 61 47 38 31 58 45 37 31 43 35 30 40 34 29 38 32 28 26
8 56 42 34 28 54 41 33 27 39 32 26 37 31 26 35 29 25 23
9 53 39 30 25 51 38 30 24 36 29 24 34 28 23 32 27 22 21

10 49 36 28 22 47 35 27 22 33 26 22 32 25 21 30 24 20 19

Zone Lumens %Lamp %Fixt

0-20 320.29 9.7 9.7
0-30 682.34 20.7 20.7
0-40 1124.53 34.2 34.2
0-60 2044.04 62.1 62.1
0-80 2739.59 83.3 83.2
0-90 2960.94 90 89.9

219

437

656

874

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance to 
Plane

(FC.) Initial 
Footcandle at 

Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 303 4.6 9.2

4 80.3 8.9 17.9

6 35.0 13.5 27.2

8 19.5 18.1 36.4

10 12.7 22.4 45.1

12 8.74 27.0 54.4

4-OC1-RTK-LED-3000L-4000L-5000L-DIM10-MVOLT-35K-40K-50K-85(4000L) TEST NO.: EL122719104
INPUT WATTS: 28.7 LUMENS: 4178 CRI: 85 EFFICACY: 146 CCT: 30/40/50K SPACING CRITERIA: 1.42

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance RW - Wall Reflectance

RO
OM

 C
AV

IT
Y 

RA
TI

O

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 104.22
10-20 299.13
20-30 455.9
30-40 559.02
40-50 597.41
50-60 570.28
60-70 495.09
70-80 390.26
80-90 282.79

Luminance (Average candela/M2
)

Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 7924 8843 9752
55 7466 8978 10400
65 6973 9555 11862
75 6097 11923 15693
85 4768 25673 37087

0 1101.365
5 1095.14
15 1047.91
25 958.67
35 835.39
45 687.77
55 525.67
65 361.75
75 193.7
85 51.01
90 10.44

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 117 117 117 117 113 113 113 113 106 106 106 99 99 99 93 93 93 90
1 104 98 93 88 100 95 90 86 89 85 81 83 80 77 78 75 73 70
2 94 84 77 70 90 81 74 68 76 70 65 71 66 62 67 63 59 56
3 85 73 64 57 81 71 63 56 66 59 54 62 56 51 58 53 49 47
4 77 65 55 48 74 62 54 47 59 51 45 55 49 44 52 46 42 39
5 71 57 48 41 68 56 47 40 52 45 39 49 43 37 46 41 36 34
6 65 51 42 35 63 50 41 35 47 39 34 44 38 33 42 36 32 29
7 61 47 37 31 58 45 37 31 43 35 30 40 34 29 38 32 28 26
8 56 42 34 28 54 41 33 27 39 32 26 37 30 26 35 29 25 23
9 53 39 30 25 51 38 30 24 36 29 24 34 28 23 32 27 22 20

10 49 36 28 22 47 35 27 22 33 26 21 32 25 21 30 24 20 18

Zone Lumens %Lamp %Fixt

0-20 403.35 9.7 9.7
0-30 859.25 20.6 20.6
0-40 1418.28 34 33.9
0-60 2585.96 62 61.9
0-80 3471.31 83.2 83.1
0-90 3754.1 89.9 89.9

275

551

826

1101

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance to 
Plane

(FC.) Initial 
Footcandle at 

Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 381 4.6 9.3

4 101 8.9 18.0

6 44.1 13.6 27.3

8 24.5 18.2 36.6

10 16.0 22.5 45.3

12 11.0 27.1 54.6

4-OC1-RTK-LED-3000L-4000L-5000L-DIM10-MVOLT-35K-40K-50K-85(5000L) TEST NO.: EL122719104
INPUT WATTS: 37.7 LUMENS: 5311 CRI: 85 EFFICACY: 141 CCT: 30/40/50K SPACING CRITERIA: 1.42

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance RW - Wall Reflectance

RO
OM

 C
AV

IT
Y 

RA
TI

O

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 132.83
10-20 381.27
20-30 581.09
30-40 709.78
40-50 756.1
50-60 724.97
60-70 630.63
70-80 496.22
80-90 359.42

Luminance (Average candela/M2
)

Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 12438 11513 10169
55 13264 11765 9578
65 15131 12708 8809
75 19994 15879 7729
85 46789 35317 5784

0 1403.803
5 1402.79
15 1370.45
25 1303.35
35 1207.52
45 1079.58
55 933.87
65 784.91
75 635.19
85 500.55
90 439.9

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 117 117 117 117 113 113 113 113 106 106 106 99 99 99 93 93 93 90
1 104 98 93 88 100 95 90 86 89 85 81 83 80 77 78 75 73 70
2 94 84 76 70 90 81 74 68 76 70 65 71 66 62 67 63 59 56
3 85 73 64 57 81 71 63 56 66 59 54 62 56 51 58 53 49 47
4 77 65 55 48 74 62 54 47 59 51 45 55 49 44 52 46 42 39
5 71 57 48 41 68 56 47 40 52 45 39 49 43 37 46 41 36 34
6 65 51 42 35 63 50 41 35 47 39 34 44 38 33 42 36 32 29
7 61 47 37 31 58 45 37 31 43 35 30 40 34 29 38 32 28 26
8 56 42 34 28 54 41 33 27 39 32 26 37 30 26 35 29 25 23
9 53 39 30 25 51 38 30 24 36 29 24 34 28 23 32 27 22 20

10 49 36 28 22 47 35 27 22 33 26 21 32 25 21 30 24 20 18

Zone Lumens %Lamp %Fixt

0-20 514.1 9.7 9.7
0-30 1095.19 20.6 20.6
0-40 1804.97 34 34
0-60 3286.03 61.9 61.9
0-80 4412.88 83.1 83.1
0-90 4772.3 89.9 89.8

351

702

1053

1404

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance to 
Plane

(FC.) Initial 
Footcandle at 

Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 486 9.3 4.6

4 129 18.0 8.9

6 56.2 27.2 13.6

8 31.3 36.5 18.2

10 20.4 45.2 22.5

12 14.0 54.5 27.1




