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COLOR QUALITY

CCT 

LENGTH

MOUNTING

DIMMING & 

6000, 8000

O-EMG-LED

n

3 Step MacAdam Ellipse

 4’

Wa  Ceiling Mount

80+

OV1R-LED 4’

NOMINAL LUMENS WATTAGE

8000 65 W

6000 47 W

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

LED VANDAL RESISTANT LINEAR WALL MOUNT/CEILING MOUNT

0805

CONTROL

PRODUCT FEATURE
• Life tested to ensure light output up to 50,000 hours of operation to L70
• Tested to LM-79 and LM-80 standards
• Housing - die-formed heavy-gauge steel with white powder coat finish
• Neoprene gasket eliminates moisture, dust and insects
• Diffuser - injection-molded clear prismatic polycarbonate with UV inhibitors
• Lens attached to body with vandal resistance screws
• Drill points for maximum security
• Emergency battery back-up comes pre-installed on the fixture and emergency 
push button is installed on the fixture for easy access and aesthetics.
• Integral (molded) locking lugs opposite the retention screws
• Hardware - standard stainless steel screws 
• Mounting - wall or ceiling mounting for indoor or outdoor locations
• For continuous row mounting, please consult factory

50-3/16”

3-1/2”

3-1/2”

8-1/4”

26-1/4”

LUMENS

CRI

EMERGENCY

L70 at 50000 Hours LIFETIME
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Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. w w w . i u s e e l i t e . c o m

PERFORMANCE
The light engines found in the OV1R are rated at 85+ CRI and are available 
in multiple CCTs: 3000K, 3500K, 4000K and 5000K. Rated and tested to 
LM-79 and LM-80 standards. The LEDs are also binned to a 3-step 
MacAdam ellipses to achieve consistent color from fixture to fixture. 

ELECTRICAL
Powered by high-quality constant-current power LED drivers which are rated 
for 50 to 60Hz at 120-277V input, produce less than 20% THD, and have a 
power factor of .90 to 1.00.

OPTIONS
Fixtures can be shipped pre-installed with daylight harvesting controls, 
occupancy sensors, and/or power pack. Available manufacturer options 
include Leviton, Hubble Automation, and others. The Wattstopper - MS-F-
M105 Super High Frequency Occupancy Sensor is a line voltage sensor that 
turns lighting on and off based on occupancy, and can hold lights off when 
sufficient daylight is available. It detects motion via super high frequency 
(SHF) electromagnetic waves and the Doppler principle. MS-FM105 is 
installed behind fixture lenses and hidden from view. 

Example: 4-OV1R-LED-6000L-DIM10-MVOLT-40K-85

FIXTURE SIZE SERIES
OV1R  

 ORACLE
LED Vandal

Resistant
Rectangle

TYPE
LED

LEDOV1R

LUMENS
6000L
8000L

- 6000 lumens
- 8000 lumens

4’

DIMMING
DIM10
*LUTH

- 0-10V Dimming-MVOLT
- Lutron Hilume-MVOLT

LUTH is available in 120V and 277V  -Reference last page for Control Options

EMERGENCY
O-EMG-LED

CCT
30K
35K
40K
50K 

CRI
85

WIRING OPTIONS
FBF
SBF
RIS

- Internal Fast Blow Fuse
- Internal Slow Blow Fuse
-  Radio Interference Suppressor

VOLTAGE
MVOLT

120
277

*Consult 
factory for 
details

DIMMING & DRIVER INFORMATION
DIM10 - Flicker Free 1% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT 120, 277. 
LUTH - Lutron LDE1 Hi-Lume 1% EcoSystem LED driver with Soft-on, Fade-
to-Black dimming technology.

QUALITY CONTROL
Every fixture is turned on and rigorously tested by our QC Department 
before shipping.

WARRANTY
Five-year warranty for parts and components. (Labor not included)

OTHER OPTIONS
MS-FM105

USA

- High Frequency Occupancy 
Sensor

- Made in America Complianc

4 - 4’

OV1R-LED
LED VANDAL RESISTANT LINEAR WALL MOUNT/CEILING MOUNT
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4’OV1R-LED
LED VANDAL RESISTANT LINEAR WALL MOUNT/CEILING MOUNT

4-OV1R-LED-6000L-DIM10-MVOLT-40K-85 TEST NO.: EL01192331

INPUT WATTS: 46.9 LUMENS: 6186 EFFICACY: 132 BEAM ANGLE: 77 SPACING CRITERIA: 1.05

CANDELA DISTRIBUTION

0°0° 10° 20°
30°

40°
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80°

90
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900
1200
1500
1800
2100
2400
2700

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 2520 2520

10° 2499 2344

20° 2186 1799

30° 1728 1530

40° 1233 1760

50° 823 1340

60° 541 1000

70° 503 685

80° 300 374

90° 49 555

0.00° 90.00°

0.00° 6782 6782

45.00° 3843 5814

55.00° 3078 5456

65.00° 3247 5313

75.00° 3724 5477

85.00° 4659 10563

ZONE LUMENS

0° - 10° 239

10° - 20° 634

20° - 30° 820

30° - 40° 954

40° - 50° 970

50° - 60° 820

60° - 70° 632

70° - 80° 405

80° - 90° 265

ZONE UMENS % LUMINAIRE

0° - 20° 873 14%

0° - 30° 1693 27%

0° - 40° 2647 43%

0° - 60° 4437 72%

0° - 80° 5474 88%

0° - 90° 5740 93%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 117 117 117 117 114 114 114 114 107 107 107 101 101 101 95 95 95 93

1 106 101 97 93 103 98 94 91 93 89 86 88 85 82 83 81 79 76

2 97 88 82 76 93 86 80 74 81 76 71 77 73 69 73 69 66 64

3 88 78 70 63 85 76 68 62 72 65 60 68 63 58 65 60 56 54

4 81 69 61 54 78 68 59 53 64 57 52 61 55 50 58 53 49 46

5 75 62 53 47 72 61 52 46 58 51 45 55 49 44 52 47 43 40

6 69 56 47 41 67 55 47 41 52 45 40 50 44 39 48 42 38 36

7 64 51 43 36 62 50 42 36 48 41 35 46 39 35 44 38 34 32

8 60 47 38 33 58 46 38 32 44 37 32 42 36 31 40 35 31 29

9 56 43 35 30 54 42 35 29 41 34 29 39 33 28 38 32 28 26

10 53 40 32 27 51 39 32 27 38 31 26 36 30 26 35 29 25 24

4-OV1R-LED-8000L-DIM10-MVOLT-40K-85 TEST NO.: EL01192331

INPUT WATTS: 65.2 LUMENS: 8248 EFFICACY: 127 BEAM ANGLE: 77 SPACING CRITERIA: 1.05

CANDELA DISTRIBUTION

0°0° 10° 20°
30°

40°

50°

60°

70°

80°

90
300
600
900
1200
1500
1800
2100
2400
2700
3000
3300
3600

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 3360 3360

10° 3332 3125

20° 2915 2399

30° 2304 2040

40° 1644 2346

50° 1097 1786

60° 721 1333

70° 671 914

80° 399 499

90° 65 740

0.00° 90.00°

0.00° 9042 9042

45.00° 5124 7752

55.00° 4104 7274

65.00° 4330 7083

75.00° 4965 7302

85.00° 6212 14084

ZONE LUMENS

0° - 10° 319

10° - 20° 845

20° - 30° 1093

30° - 40° 1272

40° - 50° 1293

50° - 60° 1093

60° - 70° 843

70° - 80° 540

80° - 90° 354

ZONE UMENS % LUMINAIRE

0° - 20° 1164 14%

0° - 30° 2257 27%

0° - 40° 3530 43%

0° - 60° 5916 72%

0° - 80° 7299 88%

0° - 90° 7652 93%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 117 117 117 117 114 114 114 114 107 107 107 101 101 101 95 95 95 93

1 106 101 97 93 103 98 94 91 93 89 86 88 85 82 83 81 79 76

2 97 88 82 76 93 86 80 74 81 76 71 77 73 69 73 69 66 64

3 88 78 70 63 85 76 68 62 72 65 60 68 63 58 65 60 56 54

4 81 69 61 54 78 68 59 53 64 57 52 61 55 50 58 53 49 46

5 75 62 53 47 72 61 52 46 58 51 45 55 49 44 52 47 43 40

6 69 56 47 41 67 55 47 41 52 45 40 50 44 39 48 42 38 36

7 64 51 43 36 62 50 42 36 48 41 35 46 39 35 44 38 34 32

8 60 47 38 33 58 46 38 32 44 37 32 42 36 31 40 35 31 29

9 56 43 35 30 54 42 35 29 41 34 29 39 33 28 38 32 28 26

10 53 40 32 27 51 39 32 27 38 31 26 36 30 26 35 29 25 24

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 70.0 fc 9.6 ft 14.7 ft

8.0 ft 39.4 fc 12.8 ft 19.6 ft

10.0 ft 25.2 fc 16.0 ft 24.5 ft

12.0 ft 17.5 fc 19.2 ft 29.3 ft

14.0 ft 12.9 fc 22.4 ft 34.2 ft

16.0 ft 9.8 fc 25.6 ft 39.1 ft

18.0 ft 7.8 fc 28.8 ft 44.0 ft

20.0 ft 6.3 fc 32.0 ft 48.9 ft

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 93.3 fc 9.6 ft 14.7 ft

8.0 ft 52.5 fc 12.8 ft 19.6 ft

10.0 ft 33.6 fc 16.0 ft 24.5 ft

12.0 ft 23.3 fc 19.2 ft 29.3 ft

14.0 ft 17.1 fc 22.4 ft 34.2 ft

16.0 ft 13.1 fc 25.6 ft 39.1 ft

18.0 ft 10.4 fc 28.8 ft 44.0 ft

20.0 ft 8.4 fc 32.0 ft 48.9 ft




