ELECTRONIC & MAGNETIC TRANSFORMER

@ BLACK O WHITE @ BLACK O WHITE

ELV-75 ELV-75P
DESCRIPTION: This quiet 75W-12V electronic step-down DESCRIPTION: This quiet 75W-12V plug-in electronic step-
transformer is designed to be used with low voltage lighting systems and down transformer is designed to be used with low voltage lighting
is protected against overload, short circuit and over heat and has a 2 year systems and is protected against overload, short circuit and over heat
guarantee. and has a 2 year guarantee.

SPECIFICATIONS: SPECIFICATIONS:
| INPUT | 120V 60Hz | INPUT | 120V 60Hz
| OUTPUT AT MAX. LOAD | 1.5V 40kHz | OUTPUT AT MAX. LOAD | 11.5V 40kHz
| MAXIMUM LOAD REL | MAXIMUM LOAD LI
| MINIMUM LOAD W/0 DIMMER | low | MINIMUM LOAD W/0 DIMMER | 20w
| MINIMUM LOAD WITH DIMMER | 20w | MINIMUM LOAD WITH DIMMER | 0w
| INPUT CURRENT AT MAXIMUM LOAD | 0.6A | INPUT CURRENT AT MAXIMUM LOAD | 0.6A
| OUTPUT CURRENT AT MAXIMUM LOAD | 6A | OUTPUT CURRENT AT MAXIMUM LOAD | 6A
| POWER FACTOR MIN. | 095 | POWER FACTOR MIN. | 095
| DIMMABLE . v | DIMMABLE . v
| AVAILABLE COLORS: | AVAILABLE COLORS:
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SR12-80M / SR24-80M

DESCRIPTION: This quiet 80W-24V electronic step-down

DESCRIPTION: This quiet 80W-12V electronic step-down

) . . o transformer is designed to be used with low voltage lighting systems m
Ttransformer s d¢5|gned fo be used vlwth. low voltage lighting systems and and is protected against overload, short circuit and over heat and has =
is protected against overload, short circuit and over heat and has a 2 year a 2 year guarantee. )
BT SPECIFICATIONS: SPECIFICATION:: :

| INpUT | 120V 60K >

_INPUT | 120V 604z (_ OUTPUT AT MAX. LOAD | 232V 40KH o)
| OUTPUT AT MAX. LOAD | 117V 40KHZ | MAXIMUM LOAD | 8w R
| MAXIMUM LOAD | 8w _ MINIMUM LOAD W/0 DIMMER | low =
| MINIMUM LOAD W/0 DIMMER | low | MINIMUM LOAD WITH DIMMER 20w >
(_ MINIMUM LOAD WITH DIMMER | 20w (_ INPUT CURRENT AT MAXIMUM LOAD | 34A 2
(__ OUTPUT CURRENT AT MAXIMUM LOAD L TA (__OUTPUT CURRENT AT MAXIMUM LOAD L 3 0
| POWER FACTOR MIN. L 095 | POWER FACTOR MIN. L 095 0
_ DIMMABLE L v _ DIMMABLE L v -
| WATERPROOF POTTING L v (__RFI PROTECTION COMPATIBLE WITH FCCLIMITS | ¢ -
L ALUMINUM CASING L ¥ | WATERPROOF POTTING L v z
| PCPLASTIC CASING | v 5
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SRI12-80M \/ SR24-80M \/1.23 /31.24mm
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