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DUAL LED REMOTE HEADS

www.luseElite.com

LUMINOUS FLUX AT DIFFERENT DISTANCGE FROM DC SUPPLY FIXTURE

3ft 16 ft 32 ft

150Im 140Im 130Im

FEATURES

LED remote heads are important components of emergency lighting systems,
providing efficient, reliable, and low-maintenance illumination during power
outages or emergencies. The LED technology ensures energy savings, longer
lifespan, and effective emergency illumination. These LED remote heads are
designed to be compact and unobtrusive, ensuring that they will not interfere
with the aesthetics of a space when not in use.

BODY
e |njection-molded thermoplastic ABS housing
e Plastic enclosure with 5VA flammability rating

e Fully adjustable glare-free square light heads for emergency lighting
MOUNTING

e Suitable for wall mount and ceiling mount
e High lumen output suitable for long distance wiring

ELECTRICAL
e 3.6VDC voltage operation
Powered from low voltage power source with low voltage wiring (not provided)
ILLUMINATION
o \White LED, 6000K CCT

e | 70 > 35,000 hours lumen maintenance
e 120 lumens

COMPLIANCE

e Suitable for use in 32°F-122°F ambient temperature

e Suitable for damp location.

e UL and cUL listed and meets all requirements in NFPA 70,
NFPA 101 life safety codes
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Photometric

Center-to-Center Spacing

7.5 feet.

NFPA 101 requires 1.0 foot-candle average and 0.1 foot-candle minimum
with a 40:1 maximum/minimum ratio. The corridor used is 100 feet long,
9 feet ceiling with a 6 feet wide walkway and 3 feet path of egress.
Reflectance: 80% ceiling, 50% walls and 20% floors. Mounting height is
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ORDERING CHART

Please reference options below
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