
Due to the changes of constant improvement in lighting technology, all details are subject to change without notice. 
Consult factory for up to date information. 
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ELX-627 / ELX-625

.9”

7.75”

11.8”

SPECIFIED:

ELX-_________ - _________ - _________ - _________ - _________
LETTER COLORCATALOG NO. HOUSING COLOR     FACE COLOR  NO. OF FACES

FEATURES

• Energy efficient LED technology
• Spec-grade thin design

BODY

•  Premium-grade, solid die-cast aluminum housing 
(also available in black or white powder coated)

• Easily removable chevron directional indicators
• Unique design allows double face conversion in the field
• Quick-snap face plate closure 

FACE

• One face is supplied; extra ones are optional
• Letters are 6” and emit color in all directions
• Knockout directional chevrons

MOUNTING

•  Die cast mounting canopy included (provides top, end or back mount convenience)
• Universal wall mounting K/O pattern

ELECTRICAL

• Universal 120V or 277V dual input 
• LED light source

LISTED

• UL 924, NFPA, NEC, State & Municipal
• Damp location approved

ILLUMINATION

• Ultra-bright, energy efficient, long-lasting Red or Green LED.

AVAILABLE OPERATIONS:

ELX-627 -  LOW PROFILE LED DIE-CAST ALUMINUM EXIT SIGN 
W/ AC INPUT

•  AC Input model offers a single circuit to be powered with main power source or back 
up source such as generator.

ELX-625 -  LOW PROFILE LED DIE-CAST ALUMINUM EXIT SIGN 
W/ EMERGENCY BATTERY BACK-UP

•  Emergency Battery Back-Up provides a minimum of 90 minutes illumination when
AC power is lost.

•  Charge rate/power “ON” LED indicator light and push-to-test switch for mandated 
code compliance testing.

• LVD (low voltage disconnect) prevents battery from deep discharge
•  Internal solid-state transfer switch automatically connects the internal battery to LEDs 

for minimum 90-minute emergency illumination.
•  Fully automatic solid-state, two-rate charger initiates battery charging to recharge a 

discharged battery in 24 hours.

ITEM SELECTOR: (Please check the boxes below for the option desired)

HOUSING COLOR FACE COLOR NO. OF FACES

� AL - Natural Aluminum � AL - Natural Aluminum � 1 - (1) Face

� W - White � W - White � 2 - (2) Faces

� B - Black � B - Black

ITEM SELECTOR: (Please check the boxes below for the option desired)

CATALOG# LETTER COLOR

� ELX-627 LOW PROFILE LED DIE-CAST ALUMINUM � G - Green

      EXIT SIGN W/ AC INPUT � R - Red

� ELX-625 LOW PROFILE LED DIE-CAST ALUMINUM � G - Green

      EXIT SIGN W/ EMERGENCY BATTERY BACK-UP � R - Red

Low Profile LED Die-CastProject Name:Project Name: :etoN :etoN

Catalog Number:Catalog Number:
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