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MAXILUME-SPEC-03-10-2011REV:

ELX-LED-733
SPECIFICATION SHEET FOR LED EXIT SIGN AND 
EMERGENCY LIGHTING COMBO

Exit/Emergency Light Combo

• 120‐347VAC universal voltage input, switching power.
• 24hours recharge after 2 hours discharge.
• Test switch and charge rate indicator.
• 3.6V long‐life, maintenance‐free, rechargeable
Ni‐Cad battery

• AC &UDC function available.(Option)

Illumination

• SMD 2835 0.5W LED, CCT 5700K, L70 50,000 hours. 

Mounting
• Suitable for wall mounting, ceiling mounting and side 
mounting.

• Housing snaps to canopy with simple twist and locking 

tightly secure housing to canopy.

Listing
• Suitable for use in 10ºC‐40ºC (50ºF-104ºF)
ambient temperature, suitable for damp location.

• CSA listed meets all requirement in C22.2 No. 141‐10, 

suitable for Canada market.

Order Information

Housing

Electrical 

• Injection‐molded thermoplastic ABS housing.
• Plastic enclosure with 5VA flame retardant.
• Two fully adjustable glare‐free square shape light heads
for emergency light.

• Single and double face universal.
• Easy replacement pictogram design.
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PART NUMBERS
ORDERING GUIDE

ELX-LED-733-120-347V-W-2

Spacing distance

Path

Mounting height

Corridor width 6ft

Average 1fc, minimum 0.1fc
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