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“Fermata” family consists of acoustic wall treatments.

Dot - With its uniform pattern of raised circular forms, Dot offers a modern acoustic 
solution that blends sound absorption with sculptural texture. Visually engaging yet 
understated, it brings depth and rhythm to interior walls while maintaining a clean, 
contemporary look.
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Acoustic Wall Panels - Dot Effect

ACOUSTIC MATERIAL - 9mm / 0.35” Thickness
Our panels come in 4’ x 8’ and are made from 100% polyethylene 
terephthalate (PET), with 50% post-consumer recycled material. PET is a 
moisture resistant green product with no added chemicals, binders, 
adhesives or dyes.

ACOUSTIC PANEL PERFORMANCE - 4’ x 8’ Panels
Acoustic performance of specific fixture / product will greatly vary based on 
mounting, installation, and configuration in a space. 

Noise Reduction Coefficient (NRC) - 0.75
Weighted Sound Absorption Coefficient - aw = 0.85

NRC is a widely used standard to test sound absorption for 2-dimensional 
objects. It is the average absorption coefficient obtained from four key 1/3 
octave frequencies: 250, 500, 1000, 2000 Hz.

MAINTENANCE / CARE
Acoustic material can be cleaned with a clean, soft, lint-free cloth or a vacuum.

WARRANTY
5-year warranty for parts and components (labor not included).

LISTINGS
ASTM E-84 Fire Rated
SCS Recycled Content Certified

PRODUCT SPECIFICS
Monolithic Unit - Dots are consistently centered on the back panel. Due to 
cutting limitations, actual size may vary for the maximum width and length 
offered for monolithic units.
Actual maximum cuttable size - 4 FT x 8 FT = 1212 mm x 2432 mm

Modular Unit - Dots are consistently centered on the back panel. Connect-
ing seams between modules are strategically placed behind dots to minimize 
visibility and ensure a continuous appearance.

ADVICE - how would you prefer to mount this product?
For best acoustic results and pattern making, consider the dimensions of 
your space, placement direction, and even the type of surface you would like 
to place this product on.

Panels may be affixed using a high-strength construction adhesive (e.g., 
Liquid Nails) applied directly to the back of the panel. For installations 
requiring additional mechanical stability—especially on uneven surfaces or 
high-traffic areas—fasteners such as finish nails or screws may also be 
used. Confirm substrate suitability (e.g., drywall, MDF, concrete) prior to 
installation. Surface must be clean, dry, and free of dust or oil.

Ordering back-up quantities is advised in case of accidents and to help cover 
exposed corners or edges.

Recommended Field Cutting Method:
materials: cutting board, precision blade, metal ruler
- Place product on cutting board and align ruler to where you need to cut
- Do not try to force the blade to cut all the way through on the first cut, 

you should be cutting through on the 2nd or 3rd cut
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Acoustic Wall Panels - Dot Effect

PANEL COLORCONFIGURATION TYPE
MONOLITHIC

MODULAR

- Single Unit

- Multiple 
Interconnecting 
Units

DOT COLORSERIES SPACING*
FERMATA-SOFT

SoftSense (Acoustic) Wall Panels
DOT - DOT

FERMATA-SOFT DOT

STYLE
L2
L4
L6
L8

LX.XX

L2
L4
L6
L8
L10
L16
L20

LXX.XX

- 2 ft.
- 4 ft. 2

- 6 ft. 3

- 8 ft. 3

- Custom 1

- 2 ft.
- 4 ft.
- 6 ft.
- 8 ft.
- 10 ft.
- 16 ft.
- 20 ft.
- custom 1

LENGTH

Example: FERMATA-SOFT-DOT-MONOLITHIC-L2-H8-4IN-6C-ABS-GRN

refer to SoftSense material color chart for options

example:
ABS - Abyss

example:
GRN - Green

DOT SIZE*
4IN
6IN
10IN
12IN
XIN

- Ø 4 inches
- Ø 6 inches
- Ø 10 inches
- Ø 12 inches
- Custom 1

6C
8C
12C
16C
XC

- 6” On-Center
- 8” On-Center
- 12” On-Center
- 16” On-Center
- Custom 1

unit: feet.inches  /  example:
2.6 - 2FT 6IN

cannot exceed 8’ 0”

unit: feet.inches  /  example:
12.6 - 12FT 6IN
no size limitations

H2
H4
H6
H8

LX.XX

H2
H4
H6
H8
H10
H16
H20

HXX.XX

- 2 ft.
- 4 ft.
- 6 ft. 3

- 8 ft. 3

- Custom 1

- 2 ft.
- 4 ft.
- 6 ft.
- 8 ft.
- 10 ft.
- 16 ft.
- 20 ft.
- custom 1

HEIGHT

unit: feet.inches  /  example:
2.6 - 2FT 6IN

cannot exceed 8’ 0”

unit: inches  /  example:
17 - 17” On-center

half inch increment is ok
example: 14.5IN - 14 ½ inches

unit: inches  /  example:
5IN - Ø 5 inches

half inch increment is ok
example: 14.5IN - 41 ½ inches

unit: feet.inches  /  example:
12.6 - 12FT 6IN
no size limitations

1 consult factory
2 due to cutting limitations for our “monolithic” option, actual size of 4 ft is 47 ¾” and 8 ft is 95 ¾”
3 for monolithic unit types, if either the length or height exceeds 4 ft, the opposite dimension must not exceed 4 ft
* dot size and spacing must correlate with each other, cannot have overlapping dots

0.7”

DOT SIZE
- 9IN -

PANEL COLOR
- PUR -

SPACING
- 12C -

SPACING - 12C

DOT COLOR
- STN -

0.35”

DIMENSIONS / GUIDE
( CATEGORY - SELECTION )

Shown: FERMATA-SOFT-DOT-MONOLITHIC-L5-H4-9IN-12C-PUR-STN

HE
IG

HT
 - 

H4

LENGTH - L5
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STANDARD COLORS
Panel Thickness: 9 mm / 0.35” (+/- 0.25 mm)

STANDARD PRINTS

All panels ASTM E84-16 Fire Rated

Panel Thickness: 8.5 mm / 0.34” (+/- 0.5 mm)

GRAVEL
GRV

PURE
PUR

GRAY NOISE
NSE

PEBBLE
PEB

SHADOW
SHD

ASPHALT
ASP

EVERGREEN
EVG

MOSS
MOS

COFFEE
CFE

WINE
WIN

ABYSS
ABS

NIGHT
NIT

MIDNIGHT
MDN

LATTE
LTE

BONE
BNE

SAND
SND

DUST
DST

CLAY
CLA

KELP
KLP

MATCHA
MCH

OLIVE
OLV

GREEN
GRN

SUNSHINE
SUN

CROCODILE
CRC

SAGE
SGE

PISTACHIO
PST

WENGE
WD-WNG

MAHOGANY
WD-MGY

CHESTNUT
WD-CHS

CHERRY
WD-CHY

SMOKED OAK
WD-SMO

CLOTH
P-CLO

DRIFTWOOD
WD-DRF

WALNUT
WD-WLN

SIBERIAN LARCH
WD-LCH

WHITE MARBLE
P-WMB

GRAY MARBLE
P-GMB

BIRCH
WD-BCH

MAPLE
WD-MPL

BRONZE
BRZ

PEACH
PCH

ORANGE
ORA

BRASS
BRS

RUST
RST

PECAN
PEC

PLUM
PLU

CABBAGE
CBG

PINK
PNK

PASSION
PAS

FIG
FIG

EGGPLANT
EGP

AMETHYST
AME

WARM GRAY
WGR

STONE
STN

GREIGE
GRG

FOG
FOG

HIPPO
HIP

PERIWINKLE
PRW

SEAWEED
SWD

BAY
BAY

SEA
SEA

DARK TEAL
DTL

SKY BLUE
SBL

SAPPHIRE
SAP

NAVY
NVY

Print (on one side only)

Base Panel Color

prints shown at 12% scale

Declare.
Label Pending

quick ship available for any color depending on order quantity
*all colors are ASTM E84-16 fire rated, select colors are available as Class A

ASTM-E84




