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2”2 Inch Fire Rated Round Slim LED with Multi CCT

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

600 598 8W     

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

SLIM SURFACE LED
Project Name:

Note: Type:

Catalog Number:

5/8” Thick Surface LED Fixture

SPECIFICATIONS:

APERTURE 5.5” 7” 9” 11”

LUMENS

FIELD SELECTABLE CCT SLIM SURFACE MOUNT DOWNLIGHT

ENGINEERED FOR VERSATILITY AND PERFORMANCE
The Elite LED Slim Surface Mount has been engineered to install 
into most standard junctions boxes.

OPEN

4 FEATURES
2” round multi-CCT LED “Slim Disk” engineered for new 

construction, remodel, or retrofit to accommodate insulated or dropped 
ceilings. Easily access field-adjustable 5-Color SeleCCTor switch by lowering 
the luminaire from the opening. Recessed housing not required, especially 
with limited plenum applications. Remote driver allows easy installation 
and maintenance. Small aperture and shallow depth are ideal for unlimited 
applications.

LUMENS

DIMMING

CCT 

COLOR QUALITY

CRI

EMERGENCY

LIFETIME

  

  

  

CONSTRUCTION

TRIM OPTION

TRIM COLORS

 600

3

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. 
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2 HOUR FIRE RATING

YOUR CHOICE FOR LIGHTING 
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DIMENSION

INSTALLATION

Cut hole in ceiling. Insert luminaire into opening 
by squeezing spring clips on both sides of 
luminaire. The width in ceiling needed for the 
driver to fit is 3”.
You MUST seal all gaps between the ceiling and 
fixture with weatherproof silicone sealant. This 
deters moisture and water from damaging 
fixtures and other mechanical ceiling elements.

OPEN

5-1/2”

6-1/2”   2”

2”

   1 ”

2-1/ ”

Ceiling Cut Hole Size PHOTOMETRIC TESTS   TM-21 

FEATURES

• 2-Hour fire rating providing a reinforced and heat resistant steel casing
• Selectable color temperature: 27K, 30K, 35K, 40K & 50K
• Junction box with commercial grade driver included
• Triac Dimmable, Certififed airtight, IC rated
• Easy installation with Heavy-Duty Commercial Grade Steel spring clip

NO ADDITIONAL BOX REQUIRED
• Ambient operating temperature: -40°C (-40°F) to +40°C (+104°F).
• Aluminum Die Cast trim with powder paint coat preventing discoloring and

rusting.
• ETL listed in USA & Canada. 2-HOUR FIRE RATING and complies with

ASTM E119, UL 263. certified to CSA standard C22.2 No. 250.0-08
• 5-Year, no-compromise warranty.

FS-RL241
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S H I P P I N G   AVA I L A B L E

1” GIMBAL LED FIXTURE WITH REFLECTOR
w 1-5/8” THICK LED FIXTURE WITH HIGHER BRIGHTNESS
w FOR NEW CONSTRUCTION – INSULATED AND DROPPED CEILINGS

w FEATURES
1” fixtures with integral LEDs  Isolated external driver factory installed inside junction box.
One driver for every fixture required PF>0.98.

w Cast aluminum trim

w Dimmable

w ETL approved and Energy Star Certifie

w Type IC Rated – Approved for direct contact with insulation

w Air-tight and damp location approved

w Fast and easy to install in limited space locations

w External driver factory mounted inside connection box - 120V

w New construction rough-in plates and jumper cables available

w Available Temperatures (3000K, 3500K and 4000K)

w 50,000 Hours Life; 5 Year Warranty

TECHNICAL SPECIFICATIONS

w WATTAGES: 5W

w OUTPUT: Default Driver Voltage: 120V AC 60 Hz (Dimmable)

w CRI: 90+

w AMBIENT TEMPERATURE: -40°F (-40°C) to +104°F (+40°C)

w ADJUSTABLE: 30º tilt and 360º rotation

CERTIFICATIONS
• ETL listed
• ENERGY STAR

INSTALLATION

• Cut hole in ceiling and snap fixture in opening
with attached spring clips. Space in ceiling 
needed for the driver to fit through the ceiling
height – 3".

360
DIMENSION

INPUT VOLT. INPUT FREQ. THD POWER FACTOR INPUT POWER LUMENS

120 60Hz <20% >0.98  5W(+/-5%) 360L

12-7/8”

2-3/4”

1-3/4”

2”

TYPE LUMEN CCT CRI FINISH ACCESSORIES

RL173 o 360L-DIMTR-120 o 30K
o 35K
o 40K

90+ WH o RL-ACC-SLIM-1-10F
o RL-ACC-SLIM-1-20F

EXAMPLE: RL173-360L-DIMTR-120-30K-90-WH
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RL173 LED
1” GIMBAL LED FIXTURE WITH REFLECTOR

2-1/2”

1-5/8”

SLIM TRIM ACCESSORIES

TYPE LUMEN CCT CRI FINISH

FS-RL241 o 27K/30K/35K/40K/50K o 90+ oW-WH 

EXAMPLE: 
FS-RL241-600L-DIMTR-120-27K/30K/35K/40K/50K-90-W-WH
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RL-ACC-SLIM-5-ROUGHPLATE
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o600L-DIMTR-120

OPTIONS

7-3/4”

RL-UNV-4/5/6
For use with: 4”, 5”, 6” 

Universal mounting plate

13-1/8”

15-1/8”

3-7/8”

3-3/4”
  4” Opening
 5” Opening

ening6” Op

YOUR CHOICE FOR LIGHTING 

WWW. I USEELITE.COM 

YOUR CHOICE FOR LIGHTING 

WWW. I USEELITE.COM 

RL-ACC-SLIM-4-ROUGHPLATE
Rough-in plate for use with 4” downlights

AL-ACC-SLIM-4-F-ROUGHPLATE
For 4” downlight

13-3/4”

6-7/8”4-1/4”

6-1/8”      6-9/16"

26”
13” 4-1/4”

3-1/16”

3/16”

❏ RL-UNV-2/3/4 - Universal Mounting Plate for 2”,3” and 4”
❏ RL-ACC-SLIM-2-ROUGHPLATE - 2” Mounting Plate
❏ AL-ACC-SLIM-2-F-ROUGHPLATE - 2” Flanged Roughplate
❏ EMG-LED-G-16W-HV-FLEX - 16W high voltage inverter ( remote)

2”2 Inch Fire Rated Round Slim LED with Multi CCT
FS-RL241




