
By Elite Lighting

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. w w w . i u s e e l i t e . c o m

Dims to Warm

Smart Dim

HH4-LED 4”4” Architectural High Lumen LED Downlight

HH4-LED-WDM-30K-18K-900L-DIM10-MVOLT-ND-40K-90-HH4-4501-CL-WH	 TEST NO.: EL1218161
INPUT WATTS: 11.6                 LUMENS: 995                  CRI: 90                 EFFICACY: 86                 CCT: 4000K	 SPACING CRITERIA: 0.66

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

                   0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 172.88
10-20 336.63
20-30 283.32
30-40 121.68
40-50 57.59
50-60 16.13
60-70 4.95
70-80 1.25
80-90 0.59

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 10407 11634 18656
55 1988 3948 4965
65 732 973 2609
75 350 549 753
85 130 1125 1399

0 2011.54
5 1983.78
15 1167.21
25 646.37
35 140.59
45 58.53
55 9.07
65 2.46
75 0.72
85 0.09
90 0.03

RC 80% 70% 50% 30% 10% 0%
RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 114 111 109 107 111 109 107 105 105 103 102 101 100 99 98 97 96 94
2 109 104 100 97 107 103 99 96 99 97 94 96 94 92 94 92 90 89
3 104 98 93 90 102 97 92 89 94 90 88 92 89 86 89 87 85 83
4 99 92 87 83 97 91 86 83 89 85 82 87 84 81 85 82 80 79
5 95 87 82 78 93 86 81 77 84 80 77 83 79 76 81 78 75 74
6 91 83 77 73 89 82 77 73 80 76 72 79 75 72 78 74 71 70
7 87 78 73 69 86 78 73 69 76 72 68 75 71 68 74 71 68 66
8 83 75 69 65 82 74 69 65 73 68 65 72 68 65 71 67 64 63
9 80 71 66 62 79 71 65 62 70 65 62 69 65 62 68 64 61 60

10 77 68 63 59 76 67 62 59 67 62 59 66 62 59 65 61 59 57

Zone Lumens %Lamp %Fixt

0-20 509.51 51.20 51.20
0-30 792.83 79.70 79.70
0-40 914.52 91.90 91.90
0-60 988.24 99.30 99.30
0-80 994.44 99.90 99.90
0-90 995.03 100.00 100.00
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Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance 
to Plane

(FC.) Initial 
Footcandle 

at Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 503 1.3 1.3

4 126 2.6 2.6

6 55.9 3.8 3.8

8 31.4 5.1 5.2

10 20.1 6.4 6.4

12 14 7.7 7.7

HH4-LED-WDM-30K-18K-900L-DIM10-MVOLT-MD-40K-90-HH4-4501-CL-WH	 TEST NO.: EL1218160
INPUT WATTS: 11.6                 LUMENS: 961                  CRI: 90                 EFFICACY: 83                 CCT: 4000K	 SPACING CRITERIA: 0.82

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

                   0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 109.85
10-20 276.58
20-30 293.23
30-40 175.20
40-50 79.72
50-60 18.94
60-70 5.39
70-80 1.28
80-90 0.56

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 13347 15880 23564
55 2175 4862 5778
65 750 1017 2981
75 355 564 743
85 130 1039 1269

0 1188.71
5 1173.90
15 1003.07
25 642.78
35 234.00
45 75.06
55 9.92
65 2.52
75 0.73
85 0.09
90 0.02

RC 80% 70% 50% 30% 10% 0%
RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 113 111 108 106 111 109 106 104 104 103 101 101 99 98 97 96 95 93
2 108 103 99 95 106 101 97 94 98 95 92 95 92 90 92 90 88 87
3 102 96 91 87 100 94 90 86 92 88 85 89 86 83 87 84 82 81
4 97 89 84 80 95 88 83 79 86 82 78 84 80 77 82 79 76 75
5 92 84 78 74 91 83 77 73 81 76 73 79 75 72 78 74 71 70
6 88 79 73 68 86 78 72 68 76 71 68 75 71 67 74 70 67 65
7 83 74 68 64 82 73 68 64 72 67 63 71 66 63 70 66 63 61
8 79 70 64 60 78 69 63 59 68 63 59 67 62 59 66 62 59 57
9 76 66 60 56 74 65 60 56 64 59 56 64 59 56 63 58 55 54

10 72 62 57 53 71 62 56 53 61 56 53 60 56 52 60 55 52 51

Zone Lumens %Lamp %Fixt

0-20 386.42 40.20 40.20
0-30 679.66 70.70 70.70
0-40 854.85 89.00 89.00
0-60 953.52 99.30 99.20
0-80 960.19 99.90 99.90
0-90 960.75 100.00 100.00
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Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance 
to Plane

(FC.) Initial 
Footcandle 

at Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 297 2 2

4 74.3 4 3.9

6 33 6 5.9

8 18.6 8 7.9

10 11.9 10 9.8

12 8.25 12 11.8

HH4-LED-WDM-30K-18K-900L-DIM10-MVOLT-WD-40K-90-HH4-4501-CL-WH	 TEST NO.: EL1218159
INPUT WATTS: 11.7                 LUMENS: 909                  CRI: 90                 EFFICACY: 78                 CCT: 4000K	 SPACING CRITERIA: 1.04

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

                   0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 67.59
10-20 197.62
20-30 273.27
30-40 228.90
40-50 109.73
50-60 24.03
60-70 6.35
70-80 1.37
80-90 0.58

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 17936 23117 27308
55 2536 6329 7107
65 821 1136 3594
75 379 583 768
85 130 1010 1284

0 704.34
5 708.44
15 713.04
25 605.05
35 348.16
45 100.87
55 11.57
65 2.76
75 0.78
85 0.09
90 0.04

RC 80% 70% 50% 30% 10% 0%
RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 113 110 107 105 110 108 105 103 104 102 100 100 98 97 97 95 94 92
2 107 101 97 93 104 100 96 92 96 93 90 93 91 88 91 88 86 85
3 101 94 88 84 99 92 87 83 89 85 82 87 83 80 85 82 79 78
4 95 87 80 76 93 85 80 75 83 78 74 81 77 74 79 76 73 71
5 89 80 74 69 88 79 73 69 77 72 68 76 71 67 74 70 67 65
6 84 74 68 63 83 74 67 63 72 67 63 71 66 62 69 65 62 60
7 79 69 63 58 78 69 62 58 67 62 58 66 61 57 65 60 57 55
8 75 65 58 54 74 64 58 54 63 57 53 62 57 53 61 56 53 51
9 71 61 54 50 70 60 54 50 59 53 49 58 53 49 57 53 49 48

10 67 57 50 46 66 56 50 46 55 50 46 55 50 46 54 49 46 44

Zone Lumens %Lamp %Fixt

0-20 265.21 29.20 29.20
0-30 538.48 59.20 59.20
0-40 767.38 84.40 84.40
0-60 901.15 99.10 99.10
0-80 908.86 99.90 99.90
0-90 909.44 100.00 100.00

180

359

539

718

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

(FT.)Distance 
to Plane

(FC.) Initial 
Footcandle 

at Nadir
(FT.) Beam

Vert. Spread
(FT.) Beam

Horiz. Spread

2 176 2.8 2.8

4 44 5.6 5.6

6 19.6 8.4 8.3

8 11 11.2 11.1

10 7.04 14 13.9

12 4.89 16.8 16.7
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Dims to Warm
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By Elite Lighting

Due to the changes of constant improvement in LED technology, all details are 
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Dims to Warm 4”HH4-LED
4” Architectural High Lumen LED Downlight

1- Luminaire will be shipped with Powerpacks pre-installed, ready to be integrated to designated contol systems
2- Luminaire will be shipped with Sensors installed on the luminaire, allowing for individual luminaire control. Luminaires will be ready to be integrated with 
designated control systems
3- Luminaire will be shipped with Sensors to be remotely installed on the ceiling. Luminaires will be ready to be integrated with designated control systems

BRAND

CONTROL UNIT

o  LEDRU                                                          
LED Relay Zone 
Controller 0-10V 1

o FCJS-010                                             
Lutron Vive 0-10V Individual 
Pow Pak (Luminare is 
shipped Vive Enabled) 1 4

o CU-4E-FMH                                                
Fixture Mount Control 
Unit 1 5

o ZL027 –N0W                                                   
Intellect Power Control 
Module 1 6

o EN-WCM2-ZB-DR                                                  
Wireless Control Module 1 7

o SBR -BS                                                     
Xitanium SR 
Bridge 1 8

o LMFC-011                                                  
ON/OFF/0-10V dimming 
fixture controller 1 9

o EN- ALC-ZB-BK-DR                                                     
Wireless Area Lighting 
Control Module 1 7

o  LEDDU                                                          
LED Zone Controller 
0-10V 1

o FCJS-ECO                                              
Lutron Vive Eco-system Pow 
Pak (Luminare is shipped Vive 
Enabled) 1 4

o ZL027 –N0W                                                   
Intellect Power Control 
Module 1 6

o ZBHA-CLM-DIM-ENC                                                
Connected Lighting 
Module DIM 1 7

INTEGRAT 
SENSOR

N/A N/A N/A N/A N/A N/A N/A

 *WIRELESS 
OCCUPANCY 

SENSOR

o EOSCU-W-EO                                          
Occupancy Sensor 
- Ceiling Mounted
(Must be specified 
with LEDRU or 
LEDDU control 
unit) 3

N/A N/A N/A N/A N/A

o LMDC-100                                                       
Dual technology PIR 
Ceiling Mount Occupancy 
Sensor 3

 *WIRELESS 
DAYLIGHT 
SENSOR

o ELLSU-W-EO                                             
Light Level Sensor - 
Ceiling Mounted
(Must be specified 
with LEDRU or 
LEDDU control 
unit) 3

N/A N/A N/A N/A N/A

o LMLS-400                                                               
Single zone switching 
and dimming digital 
photosensor 3

*WIRELESS 
OCCUPANCY 
& DAYLIGHT 

SENSOR

N/A N/A

o SU-5E-IoT
IoT Node Micro Sensor 3

o SU-5E-CL
Connected Lighting     
Micro Sensor 3

o SU-5E-IL
 Independent Lighting /
Enlighted One Micro 
Sensor 3     
o SU-5S-H-(IoT/CL/IL)                                       
Surface Mount Sensor 3

(Must be specified with CU-
4E-FMH Control Unit) 

o ZL00J -T0W                                                   
Intellect Intelligent Fixture 
Control System 3

(Must be specified with 
ZL027 –N0W Control Unit)

o EN-CLM-PIR-DD-ZB                                                  
SensiLUM™ Wireless 
Integrated Sensor
o EN-SCPPH-1500-ZB                                      
Wireless Passive Infrared 
Occupancy and Photo 
Sensors 3

(Must be specified with 
EN-WCM2-ZB-DR or EN- 
ALC-ZB-BK-DR  Control 
Unit)

o SNS200-
CMP                                                       
SNS200 for 
grouping 3

N/A

ACCESORIES N/A N/A

o TMC-SU-5E
Tile Mount Carrier
o CBL-5E-CU4-30N 
30 inch Sensor Cable for 
CU-4 and IoT ReadyTM 
drivers
o CBL-5E-CU4-7F 
7 foot Sensor Cable for 
CU-4 and IoT ReadyTM 
drivers

N/A N/A N/A N/A

NOTES N/A

4- Luminaire will be 
compatible with Lutron 
LRF2-OCR2B-P-WH Ceiling 
mount360° occupancy/va-
cancy sensor & LRF2-DCRB-
WH Ceiling-mount daylight 
sensor.  Sensors must be 
ordered through Lutron.

5- Luminaire will 
be compatible with 
ENLIGHTED SU-5E-IoT, 
SU-5E-CL, SU-5E-IL, SU-
5S-H, Sensors.  

6-Luminaire will be 
compatible with 
Leviton Intellect 
App & Keypad 
Room Controller

7-Luminaire will be 
compatible with 
EN-SCPPH-1500-ZB 
Wireless Passive 
Infrared Occupancy 
and Photo Sensors

8-Luminaire 
will be 
compatible 
with  Philips 
field and  
wireless 
switch.

9-Luminaire will be 
compatiable with 
DLM Room  control 
system LMPB-100. 
DLM control system  
must be orderd 
through Legrand.

WATTSTOPPER®

EasySense




