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4" Architectural High Lumen LED Downlight - IC Rated
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Ceiling Cut Dimension—; (2)43/8"

FIungeTrim%(— @53/8" —>.

NOMINAL LUMENS WATTAGE
1500 26 W
1200 18W
900 13W

Based on 3000K, 90+CRI with semi-specular chrome reflector.
Actual wattage may vary +/-5%

VWD: Very Wide WD:Wide MWD: Medium Wide MD:Medium

Candlepower Distribution Curve  Candlepower Distribution Curve  Candlepower Distribution Curve  Candlepower Distribution Curve  Candlepower Distribution Curve

Candlepower Distribution Curve

|

Ceiling Thicknegs

DYNAMIC PLATFORM

SMART DIM - Dims to Warm with Smart Dim technology simulates
traditional incandescent halogen lighting through dimming, while
providing the energy efficiency, high performance and longevity
of LED luminaires. When the luminaire dims to warm, it makes a
smooth transition across the black body radiator curve. Starting
with a 100% lumen output at 3000K, down to a 1% lumen output
at 1800K, and maintaining a constant CRI of 90+. It results in rich
amber tones as the light dims, encouraging relaxation. An ideal
source for hospitality, residential, and assisted living applications.

900, 1200, 1500

LUMENS
DIMS TO WARM
PLATFORMS

CRI | 90+ Standard

| 2 Step MacAdam Ellipse

DISTRIBUTIONS

100% lumen output at 3000K, down to a 1% lumen
output at 1800K

VWD, WD, MWD, MD, ND, SPD, NSPD

TRIM OPTIONS

| Downlight, Wall Wash, Double Wall Wash, Wet Location

REFLECTOR
COLORS

CL (Semi-Specular Chrome), SHZ (Low Iridescent Satin
Haze), WT (Wheat), WH (White), MB (Black)

Self-flanged WH (White), SCH (Semi-Specular Chrome),

FLANGE SHZ (Low Irdescent Satin Haze), BK (Black)

COLORS

0-10V Flicker Free 1% Dimming Standard (DIM10), LUTH,

Il e LUT2W, DIMTR, ELDO10-.1, ELDODALI-.1 ELDODMX-.1

10W - Up to 1000L Output (Bodine BSL310)

A5 20W - Up to 2000L Output (Bodine BSL20)

LIFETIME

| L70 at 102,000 Hours

In Accordance with IES LM79-08, LM80 and TM-30,

PHOTOMETRIC TESTS T™-21

ND: Narrow

SPD:Spot NSPD:Narrow Spot

Candlepower Distribution Curve

Reference IES files for additional distribution curve information.
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FEATURES

A highly sustainable and ultra-efficient architectural LED downlight that
provides even, glare-free illumination. Available in a range of finishes,
distributions, and lumen packages, it is ideally suited for use in corporate
office space, hospitality, healthcare, commercial, academic, churches and
retail.

OPTICS AND REFLECTOR

The reflector has a 45° visual cutoff, and is shipped standard with a Solite
lens in a smooth frosted finish. Spun from 0.05” thick aluminum, with a
1-step anodized finish, and available in different colors or custom RAL
finishes. Reflector flange options include self-flanged and white painted
flange. Various distribution options are available, and all optics are field
changeable.

THERMAL MANAGEMENT SYSTEM

Passive cooling Diecast Aluminum Heat Sink, LED light engine and driver are
replaceable, upgradeable, and can be accessed from below the ceiling. The
consistency in the quality of light is delivered with precision performance
by the use of a unique locking mechanism that aligns the reflector with the
light engine.

MOUNTING FRAME & BRACKET

Housing is designed for IC and NON-IC rated installations with direct contact
to insulation. The die-formed construction allows for heat dissipation and
rust protection and can be installed in 2" x 8" joist construction.

DRIVER ELECTRICAL INFORMATION

The LED driver is rated for 50 to 60Hz at 120V/277V input, produces less
than 20%THD, has a power factor between 90% and 100%, and is thermally
protected for additional safety. Junction box and Driver can be accessed
from below the ceiling and above the ceiling. Junction Box is Listed for
through branch circuit wiring.

CCT Lumens
3000K — 2000L
2800K 1200L
2600K 650L
2400K 450L
2200K 250L
2000K 120L
1800K \ 25L
1600K

100% 80% 60% 40% 20% 0%
Dimming

Base on a Luminaire with a 2000 Lumens Output

DIMMING & DRIVER INFORMATION

DIM10 - 0-10V dimming on either MVOLT 120, 277 or 347V. Dimmable down
to 1% of initial lumens, standard.

DIMTR - Triac & Electronic low voltage dimming.

LUT2W - Lutron LTEA2W Hi-Lume 1%. 2-wire LED Driver Forward Phase
Control, 1% dimming in 120V only.

LUTH - Lutron LDET Hi-Lume Eco System. 1% dimming with Soft in Fade to
Black dimming technology.

ELDO10.1 - EldoLED SoloDrive 0-10V. Dimming down to 0.1%.

DALI - DALI DT6, DT8 dimming down to 1%.

ELDODMX - EldoLED PowerDrive dimming down to 0.1%.

Please see EldoLED website for wiring diagrams and a list of compatible
DMX and Dali control systems.

WARRANTY
Five-year warranty for parts and components. (Labor not included)

LISTINGS
c-UL-us - Listed for Wet Location if used with HH6-6501 Trim.
c-UL-us - Listed for Feed Through Wiring.

U.S Patent No. - D685,118S
CP-City of Chicago environmental air (CCEA) marking for plenum applications.

y Chromaticity Diagram
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Dims to Warm
MAXi 1 " HH4IC-LED-WDM
[(ARCHITECTURAL LIGHTING] 4" Architectural High Lumen LED Downlight - IC Rated

By Elite Lighting

75% Light Output 50% Light Output

100% Light Output 10% Light Output
Example: HH4IC-LED-WDM-30K-18K-900-DIM10-120-MD-HH4-4501-CL-WH
RIES | Wwmens |  DRIVER | VOLTAGE | EMERGENCY TRIM TYPE REFLECTOR/TRIM- FINISH
HHA4IC-LED-WDM-30K-18K | @900L |1 DIMTR 0120 2 EMG-LED-10W QHH4-4501 2 CL-WH
Q1200L | @ DIM10 Q277 0 EMG-LED-20W Flanged Downlight 0 CL-SCH
Q1500L | (3 LUTH® (0 SHZ-WH
0 LUT2W ! a MVOLT Typical lumen output of the 1 HH4-4507 1 SHZ-SHZ
) luminaire is up to 1000L with | Flanged Wall Wash
2 ELDO10-1 7 EMG-LED-10W option & 2000L O WT-WH
, 0 HH4-4577 0 WH-WH
[ ELDODALI-.1 with EMG-LED-20W option in
3 ELDODMX-.1 2 emergency mode. Contact the | Flanged Double Wall Wash {0 MB-WH
factory for details. [ CL-BK
Remote mounted installation [ MB-BK
TRIMLESS TRIMLESS FINISH
QAHH4-TL-4501 [ SHZ
OPTICS CRI Trimless Downlight- acL
owp 60” rimless al as|
QMWD 52°
aMD 36
aNp 30
QaspPD 24
NSPD 15°
"DIMTR and LUT2W are available in 120V only 2 LUTH, ELDO10-.1, ELDODALI-.1, and ELDODMX-.1 are available in 120V and 277V
-Reference last page for Control Options
HH4-LED-WDM-30K-18K-1500L-120-VWD-HH4-4501-CL-WH TEST NO.: EL02152342
INPUT WATTS: 26.2 LUMENS: 1468 EFFICACY: 56 BEAM ANGLE: 73 SPACING CRITERIA: 1.11
CANDELA DISTRIBUTION
90
i CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
70° 0 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
e 0° 1120 1120 0.00° 95909 95970 0°-10° 114 0°-20° 433 29%
A 10° 1130 1133 45.00° 19491 25927 10° - 20° 318 0°-30° 885 60%
20° 1089 1111 55.00° 2388 3512 20° - 30° 453 0°-40° 1271 87%
30° 808 870 65.00°0 888 1058 30° - 40° 385 0°-60° 1461 99%
40° 349 424 75.00° 391 477 40° - 50° 163 0°-80° 1467 100%
50° 54 82 85.00° 59 98 50° - 60° 27 0°-90° 1468 100%
60° 8 10 60° - 70° 5
700 2 3 70° - 80° 2
80° O 1 80° - 90° 0
9° 0 0
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
= 2o S
MOUNTING ~ FCAT  BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER _ 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 3lifc  88ft 8.8 ft 1 113 110 108 105 111 108 106 104 104 102 100 100 99 97 97 96 95 93
8.0ft SEICHNNNES it 1187 2 107 102 98 94 105 100 96 93 97 94 91 94 91 8 91 89 87 85
1001 T2 147 e 3 101 94 8 8 99 93 8 84 9 8 8 83 8 8 8 8 8 78
1201t ZEICRER g 1761 4 9 8 8 77 9 8 8 76 8 79 75 8 78 74 80 76 73 72
1401t SA-Cl 2051 5 9 8 75 70 8 80 74 70 78 73 69 76 72 68 75 71 68 66
1601t 42236 2351 6 8 75 69 64 83 74 68 64 73 67 63 71 67 63 70 66 63 61
18.01t 85fc  265ft 2651t 7 8 70 64 59 79 69 63 59 68 63 59 67 62 58 66 61 58 56
2001t 28fc  205ft 2041t 8 76 6 59 55 74 65 59 54 64 58 54 63 58 54 62 57 54 52
9 72 61 5 51 71 61 55 51 60 54 50 59 54 50 58 53 50 49

68 58 51 47 67 57 51 47 56 51 47 55 50 47 55 50 47 45

-
o

Due to the changes of constant improvement in LED technology, all details are

ellte WWW.iuseelite.com subject to change without notice. Consult factory for up to date information.
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HH4IC-LED-WDM-30K-18K-1200L-120-SPD-HH4-4501-CL-WH TEST NO.: EL02152342

INPUT WATTS: 22.5 LUMENS: 1495 EFFICACY: 66 BEAM ANGLE: 24 SPACING CRITERIA: 0.36
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
509 b 0° 90° 0.00° 90.00° ZONE LUMENS ZONE UMENS % LUMINAIRE
28] 80' 0° 6300 6407 0.00° 539660 548799 0°-10° 492 0°-20° 1118 75%

:[5338 g 10° 3409 3873 45.00° 3853 5620 10° - 20° 626 0°-30° 1364 91%
1000 20° 820 1409 55.00° 429 708 20° - 30° 246 0°-40° 1452 97%
;ggg £o° 30° 186 290 65.00° 156 227 30° - 40° 89 0°-60° 1493 100%
1500 50° 40° 61 87 75.00° 83 129 40° - 50° 34 0°-80° 1495 100%
o 40° 50° 14 24 85.00° 20 39 50° - 60° 7 0°-90° 1495 100%
000 30° 60° 1 2 60° - 70° 1
1800 4o 20° 70° 0 1 70° - 80° ]

8o° O 0 80° - 90° 0

90° 0 o

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

of 20% 0%
MOUNTING  FC AT BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER® 0°-180° 0 120 120 120 120 117 117 117 117 112 112 112 107 107 107 103 103 103 101
6.0 ft 175.0 fe 2.61t 271t 1 116 113 111 110 113 111 110 108 107 106 105 104 103 102 100 99 99 97
8.0 ft 98.4 fc 3.4 1t 361t 2 112 108 105 102 110 106 103 101 103 101 99 100 98 97 97 96 95 93
10.0ft 63.0 fe 431t 451t 3 108 103 99 96 106 102 98 95 99 96 94 97 94 92 95 93 91 90
12.0ft 43.8fc 511t 5.4 1t 4 104 99 94 91 103 97 94 o1 95 92 90 94 o1 89 92 90 88 86
14.0ft 32.1/fc 6.0 ft 6.3 1t 5 101 95 90 87 99 94 9 8 92 89 8 91 88 85 89 87 85 83
16.0ft 24.6fc 6.9t 721t 6 98 91 87 84 96 9 8 8 8 8 83 8 8 8 8 84 82 81
18.0ft 19.4 fc 7.7 8.11ft 7 9 88 8 80 94 8 8 8 8 82 8 8 8 79 84 81 79 78
20.0ft 15.8 fc 8.6ft 9.0ft 8 92 8 81 78 9 84 80 77 8 80 77 83 79 77 8 79 77 76
9 8 8 78 75 88 8 78 75 81 77 75 80 77 74 80 76 74 73
10 8 80 76 73 8 79 75 73 79 75 72 78 75 72 77 74 72 71
HH4IC-LED-WDM-30K-18K-1200L-120-VWD-HH4-4501-CL-WH TEST NO.: EL02152342
INPUT WATTS: 22.7 LUMENS: 1240 EFFICACY: 55 BEAM ANGLE: 72 SPACING CRITERIA: 1.10
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq-m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
100 % 0°  90° 0.00° _ 90.00° ZONE LUMENS ZONE UMENS % LUMINAIRE
200 80 0° 940 946 0.00° 80489 81034 0°-10° 96 0°-20° 366 30%
300 e 10° 954 948 45.00° 15767 20524 10° - 20° 270 0°-30° 751 61%
- 20° 919 939 55.00° 2074 2590 20° - 30° 384 0°-40° 1075 87%
o 60° 30° 671 727 65.00° 772 938 30° - 40° 324 0°-60° 1233 99%
o 50° 40° 282 342 75.00° 361 473 40° - 50° 135 0°-80° 1239 100%
800 %0 50° 45 64 85.00° 49 88 50° - 60° 23 0°-90° 1239 100%
900 300 60° 7 8 60° - 70° 5
900 1p0 20° 70° 2 3 70° - 80° 2
80° 0O 1 80° - 90° 0
90° 0O 0
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING  FC AT BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° ow 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER ™ 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0t 26.1/fc 8.7 ft 8.7 ft 1 113 110 108 105 111 108 106 104 104 102 100 100 99 97 97 96 95 93
8.0 ft 147 fc 11.6 ft 11.61t 2 107 102 98 94 105 100 96 93 97 94 91 94 91 89 91 89 87 85
10.0ft 9.4 fc 14.5 1t 1451t 3 101 94 8 8 99 93 8 84 90 86 82 88 84 81 85 82 80 78
12.01t 6.5 fc 17.4 1t 17.51t 4 95 87 81 77 93 8 8 76 8 79 75 8 78 74 8 76 73 72
14.0 ft 4.8fc 20.3 ft 20.4 ft 5 90 81 75 70 8 80 74 70 78 73 69 76 72 68 75 71 68 66
16.0 ft 3.7fc 23.21t 23.3ft 6 8 75 69 64 83 74 68 64 73 67 63 71 67 63 70 66 63 61
18.0ft 2.9fc 26.1 1t 26.2 ft 7 8 70 64 59 79 69 63 59 68 63 59 67 62 58 66 61 58 56
20.0ft 2.3fc 29.0ft 29.1ft 8 76 66 59 55 75 65 59 54 64 58 54 63 58 54 62 57 54 52
9 72 6 55 51 71 61 55 51 60 54 50 59 54 50 58 53 50 49
10 68 58 51 47 67 57 51 47 56 51 47 55 50 47 55 50 47 45
HH4I1C-LED-WDM-30K-18K-1200L-120-WD-HH4-4501-CL-WH TEST NO.: ELO2152342
INPUT WATTS: 22.9 LUMENS: 1325 EFFICACY: 58 BEAM ANGLE: 61 SPACING CRITERIA: 0.91
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
1 i 0° 90° 0.00° __ 90.00° ZONE LUMENS ZONE _UMENS % LUMINAIRE
300 80 0° 1326 1334 0.00° 113577 114258 0°-10° 132 0°-20° 470 35%
dag e 10° 1283 1328 45.00° 14017 19193 10° - 20° 338 0°-30° 884 67%
50 20° 1057 1139 55.00° 1941 2707 20° - 30° 413 0°-40° 1179 89%
800 60° 30° 640 745 65.00° 693 957 30° - 40° 295 0°-60° 1319 100%
0] 500 40° 240 308 75.00° 311 467 40° - 50° 118 0°-80° 1325 100%
10 400 50° 42 65 85.00° 39 88 50° - 60° 22 0°-90° 1325 100%
300 30° 60° 6 9 60° - 70° 5
A0 je 20° 700 2 3 70° - 80° 1
80 O 1 80° - 90° 0
90° 0 0

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

of 20% 0%
MOUNTING  FC AT BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTERm. 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 107 107 107 102 102 102 100
6.0 ft 36.8fc 711t 7.1t 1 114 111 108 106 111 109 106 104 104 103 101 101 99 98 97 96 95 93
8.0 ft 20,7 fc 9.5 ft 9.5 ft 2 108 103 99 95 105 101 97 94 98 95 92 95 92 90 92 90 88 86
10.0ft 133 fc 11.9 ft 11.91t 3 102 95 90 8 100 94 8 8 91 87 84 8 8 83 8 8 81 80
12.0ft 9.2 fc 14.2 ft 14.3 ft 4 97 89 83 79 95 8 82 78 85 81 77 83 80 76 82 78 76 74
14.0ft 6.8 fc 16.6 ft 16.7 ft 5 o1 83 77 72 9 8 76 72 80 75 71 78 74 71 77 73 70 69
16.0 ft 5.2fc 19.0ft 19.1 1t 6 8 77 T 67 85 77 71 67 75 70 66 74 69 66 72 68 65 64
18.0ft 4.1fc 21.41t 21.4 1t 7 8 73 66 62 81 72 66 62 71 65 62 69 65 61 68 64 61 59
20.0ft 3.3fc 23.7 ft 23.8ft 8 78 68 62 58 77 68 62 58 67 61 57 65 61 57 65 60 57 56
9 74 64 58 54 73 64 58 54 63 57 54 62 57 54 61 57 53 52
10 71 61 55 51 70 60 54 51 59 54 50 59 54 50 58 53 50 49
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HH4IC-LED-WDM-30K-18K-1200L-120-MD-HH4-4501-CL-WH TEST NO.: EL02152342
INPUT WATTS: 22.5 LUMENS: 1633 EFFICACY: 73 BEAM ANGLE: 32 SPACING CRITERIA: 0.50
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
500 % 0° 90° 0.00° 90.00° ZONE LUMENS ZONE UMENS % LUMINAIRE
000 80' 0° 4708 4708 0.00° 403249 403249 0° -10° 426 0°-20° 1131 69%
SER Soo 10° 3588 4060 45.00° 4498 6306 10° - 20° 705 0°-30° 1478 91%
i 20° 1277 1824 55.00° 602 905 20° - 30° 347 0°-40° 1582 97%
1000 60° 30° 230 375 65.00° 253 355 30° - 40° 104 0°-60° 1630 100%
1500 50° 40° 74 101 75.00° 136 205 40° - 50° 40 0°-80° 1632 100%
000 60 50° 16 26 85.00° 29 49 50° - 60° 8 0°-90° 1632 100%
1500 300 60° 2 3 60° - 70° 2
Q90 4g0 20 70° 1 1 70° - 80° 1
80° 0 o 80° - 90° o]
90° 0 0]

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

of 20% 0%
MOUNTING  FC AT BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™ 0°-180° 0 120 120 120 120 117 117 117 117 112 112 112 107 107 107 103 103 103 100
6.0 ft 130.8/fc 351t 3.61t 1 115 113 111 109 113 111 109 107 107 105 104 103 102 101 100 99 98 96
8.0 ft 73.6/fc 4.6 ft 4.8 1t 2 111 107 104 101 109 105 102 100 102 100 98 99 97 96 96 95 94 92
10.0 ft 47.1fc 5.8t 6.0 ft 3 107 102 98 94 105 100 97 94 98 95 92 95 93 91 93 o1 89 88
12.01t 32.7fc 7.0ft 721t 4 103 97 93 8 101 96 92 8 94 90 88 92 89 8 90 88 86 84
14.0 ft 24.0fc 8.11ft 8.3 1t 5 99 93 88 85 98 92 88 84 90 86 84 89 85 83 87 84 82 81
16.0 ft 18.4fc 9.3 ft 9.5 ft 6 9 89 84 81 95 88 84 81 87 83 80 8 82 80 84 81 79 78
18.0ft 14.5fc 10.4 ft 10.7 ft 7 93 8 81 77 91 85 80 77 8 80 77 8 79 76 8 78 76 75
20.01ft 11.8fc 11.61t 11.91t 8 90 82 78 74 89 82 77 74 81 77 74 80 76 74 79 76 73 72
9 8 79 75 72 8 79 74 71 78 74 T1 77 74 T 76 73 71 70
10 8 76 72 6 8 76 72 69 75 71 69 75 71 69 74 71 68 67
HH4IC-LED-WDM-30K-18K-1200L-120-MWD-HH4-4501-CL-WH TEST NO.: EL02152342
INPUT WATTS: 22.5 LUMENS: 1673 EFFICACY: 74 BEAM ANGLE: 49 SPACING CRITERIA: 0.75 x 0.75
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
30 i 0° 90° 0.00° _ 90.00° ZONE LUMENS ZONE _UMENS % LUMINAIRE
5o 80 0° 2618 2618 0.00° 224257 224257 0°-10° 267 0°-20° 893 53%
300 Lo 10° 2602 2581 45.00° 5770 4504 10° - 20° 625 0°-30° 1451 87%
200 20° 1669 1662 55.00° 1093 814 20° - 30° 559 0°-40° 1620 97%
500 60° 30° 529 436 65.00° 505 413 30° - 40° 168 0°-60° 1669 100%
800 s0° 40° 95 78 75.00° 278 235 40° - 50° 40 0°-80° 1672 100%
B 40° 50° 21 16 85.00° 20 39 50° - 60° 9 0°-90° 1672 100%
48l 300 60° 4 3 60° - 70° 3
78100 2° 700 2 1 70° - 80° 1
80° O 0 80° - 90° 0
90° O 0
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING  FC AT BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™ 0°-180° 0 119 119 119 119 117 117 117 117 111 111 111 107 107 107 102 102 102 100
6.0t 72.7/fc 551t S.4ft 1 114 112 110 108 112 110 108 106 106 104 103 102 101 100 99 98 97 95
8.0 ft 40.9 fe 7.3 1t 7.21t 2 110 105 102 99 107 104 100 98 100 98 95 97 95 93 95 93 91 90
10.0 ft 26:2fc 9.1ft 9.0 ft 3 105 99 95 91 103 98 94 91 95 92 89 93 90 88 o1 88 86 85
12.01t 18.2fc 10.9ft 10.9ft 4 100 94 89 8 99 93 8 8 91 87 84 8 8 83 8 84 8 80
14.0ft 13.4fc 12.8 ft 12.7 1t 5 96 89 84 80 95 88 83 80 86 82 79 85 81 78 83 80 78 76
16.0 ft 10.2fc 14.6 ft 14.5ft 6 92 8 79 75 91 84 79 75 8 78 75 81 77 74 80 76 74 72
18.0 ft 8.1fc 16.4 ft 16.3 ft 7 88 80 75 71 87 80 75 71 78 74 71 77 73 70 76 73 70 69
20.0ft 6.5 fc 18.2ft 18.1 ft 8 85 77 71 68 84 76 71 68 75 70 67 74 70 67 73 69 67 66
9 8 73 68 64 81 73 68 64 72 67 64 71 67 64 70 66 64 62
10 78 70 65 61 78 69 65 61 69 64 61 68 64 61 67 64 61 60

HH4IC-LED-WDM-30K-18K-1200L-120-ND-HH4-4501-CL-WH TEST NO.: ELO2152342

INPUT WATTS: 22.6 LUMENS: 1494 EFFICACY: 66 BEAM ANGLE: 30 SPACING CRITERIA: 0.45
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
20) i 0° 90° 0.00° _ 90.00° ZONE LUMENS ZONE _UMENS % LUMINAIRE
a0 80 0° 3491 3499 0.00° 299046 299685 0°-10° 290 0°-20° 773 52%
200 S 10° 2261 2622 45.00° 10635 13097 10° - 20° 483 0°-30° 1195 80%
600 20° 1152 1257 55.00° 1768 2315 20° - 30° 423 0°-40° 1384 93%
000 60° 30° 435 631 65.00° 697 932 30° - 40° 189 0°-60° 1487 100%
400 s0° 40° 151 175 75.00° 318 457 40° - 50° 82 0°-80° 1493 100%
. 40° 50° 41 56 85.00° 39 69 50° - 60° 20 0°-90° 1493 100%
204 30° 60° 6 8 60° - 70° 5
Q0 ypo 20° 700 2 3 70° - 80° 1
80° 0O 1 80° - 90° 0
90° 0O o
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING  FC AT BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™ 0°-180° 0 119 119 119 119 117 117 117 117 112 112 112 107 107 107 102 102 102 100
6.0 ft 97.0 fe 3.3ft 3.21t 1 114 112 110 107 112 110 108 106 106 104 103 102 101 99 99 98 97 95
8.0 ft 54.6/fc 4.3 1t 4.3 1t 2 109 105 101 98 107 103 100 97 100 97 95 97 95 93 94 92 91 89
10.0 ft 34.9 fc 5.4t 5.4t 3 105 99 94 91 103 97 93 90 95 o1 88 92 89 87 90 88 86 84
12.01t 24.21fc 6.5 ft 6.5 ft 4 100 93 88 8 98 92 8 8 9 8 8 8 8 8 8 83 81 79
14.0ft 17.8fc 761t 7.6 1t 5 96 88 83 79 94 87 82 78 85 81 78 84 80 77 82 79 76 75
16.0 ft 13.6fc 8.7 ft 8.6t 6 92 8 78 74 9 83 78 74 81 77 73 8 76 73 79 75 72 71
18.0 ft 10.8 fe 9.8 ft 9.7 ft 7 8 79 74 70 8 79 74 70 77 73 70 76 72 69 75 72 69 68
20.0ft 8.7 fc 10.8 ft 10.8 ft 8 8 76 70 66 8 75 70 66 74 69 66 73 69 66 72 68 66 64
9 81 72 67 63 80 72 67 63 71 66 63 70 66 63 69 65 63 61

78 69 64 60 77 69 64 60 68 63 60 67 63 60 66 63 60 59
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[ARCAITECTURAL LIGHTING] 4" Architectural High Lumen LED Downlight - IC Rated
By Elite Lighting

HH4IC-LED-WDM-30K-18K-1200L-120-NSPD-HH4-4501-CL-WH TEST NO.: EL02152342
INPUT WATTS: 23.2 LUMENS: 1598 EFFICACY: 69 BEAM ANGLE: 24 SPACING CRITERIA: 0.35
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
sy i 0 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
Lol 80 0° 6827 7113 0.00° 584808 609240 0°- 10° 577 0°-20° 1237 77%
1500 : 10° 3618 4658 45.00° 3830 5079 10° - 20° 660 0°-30° 1472 92%
o 7° 200 703 1557 55.00° 390 597 20°0-30° 235 0°-40° 1556 97%
o po° 30° 165 311 65.00° 130 180 30° - 40° 84 0°-60° 1597 100%
000 500 40° 60 83 75.00° 60 83 40° - 50° 34 0°-80° 1598 100%
00 ¥ 50° 14 22 85.00° O 0 50° - 60° 7 0°-90° 1598 100%
3o 300 60° 1 2 60° - 70° 1
30 yge 20° 700 0 1 70° - 80° 0
80° 0 0 80° - 90° 0
9° 0 0
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAMDIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER® 0°-180° 0 120 120 120 120 117 117 117 117 112 112 112 107 107 107 103 103 103 101
6.0t 189.6fc 251t 2.7t 1 116 114 112 110 113 111 110 108 107 106 105 104 103 102 100 100 99 97
8.0ft 106.7fc 341t 3.51t 2 112 108 105 103 110 107 104 101 103 101 99 100 99 97 98 96 95 94
10.0 ft 68.3fc  4.2ft 441t 3 108 103 100 97 106 102 99 96 100 97 95 97 95 93 95 93 92 90
12.0ft 47.4fc 511t 5.3t 4 105 99 95 92 103 98 94 92 96 93 91 94 92 90 93 90 89 87
14.0ft 34.8 f 5.9t 6.2 ft 5 102 9 91 88 100 95 91 8 93 9 8 92 89 8 90 88 86 84
16.0 ft 26.7fc  6.8ft 711t 6 99 92 8 8 97 91 8 8 90 8 8 8 8 83 88 8 83 82
18.0 ft 21.1fc 761t 8.0t 7 9% 8 8 8 95 8 84 8 8 8 8 8 83 81 8 8 80 79
20.0ft 17.1fc 8.4t 8.9ft 8 93 8 8 79 92 8 8 79 8 8 79 8 81 78 8 80 78 77
9 91 8 8 77 9 8 79 77 8 79 76 8 78 76 8 78 76 75
10 88 8 77 74 8 8 77 74 8 77 74 8 76 74 79 76 74 73
HH4-LED-WDM-30K-18K-900L-120-VWD-HH4-4501-CL-WH TEST NO.: EL02152342
INPUT WATTS: 16.6 LUMENS: 907 EFFICACY: 55 BEAM ANGLE: 72 SPACING CRITERIA: 1.10
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
s 0 00 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
150 80 0° 692 698 000° 59235 59751 0°-10° 71 0°-20° 269 30%
250 ) 10° 701 703 45.00° 11239 16020 10° - 20° 198 0°-30° 550 61%
| 7° 20° 671 696 55.00° 1426 1980 20° - 30° 281 0°-40° 787 87%
jt | RO 30° 486 546 65.00° 537 657 30° - 40° 237 0°-60° 902 99%
B 500 40° 202 263 75.00°0 238 301 40° - 50° 99 0°-80° 907 100%
300 ¥ 50° 30 50 85.00° 39 69 50° - 60° 17 0°-90° 907 100%
;gg 300 60° 5 6 60° - 70° 3
R gge 2° 700 1 2 70° - 80° 1
80° 0 0 80° - 90° 0
9° 0 0
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™ 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 19.2/fc 8.8 ft 8.8t 1 113 110 108 105 111 108 106 104 104 102 100 100 99 97 97 96 95 93
8.0 ft 108fc  11.7ft 117t 2 107 102 98 94 105 100 96 93 97 94 91 94 91 89 91 89 87 85
10.0 ft 6.9fc 146t 1461t 3 101 94 89 8 99 93 8 84 9 8 8 88 84 81 8 8 80 78
12.0ft 4.8fc 1751t 1751t 4 95 87 8 77 94 8 81 76 8 79 75 8 78 74 80 76 74 72
14.0 ft 3.5fc 204ft 2051t 5 9 8 75 70 8 8 74 70 78 73 69 76 72 68 75 71 68 66
16.0 ft 2.7fc  233ft 2341t 6 8 75 69 64 83 74 68 64 73 68 64 71 67 63 70 66 63 61
18.0 ft 2.1fc 26.3ft  26.3ft 7 8 70 64 59 79 69 63 59 68 63 59 67 62 58 66 61 58 56
20.0ft 1.7fc 202ft 2021t 8 76 66 59 55 75 65 59 55 64 58 54 63 58 54 62 57 54 52
9 72 61 5 51 71 61 5 51 60 54 50 59 54 50 58 53 50 49
10 68 58 51 47 67 57 51 47 56 51 47 56 50 47 55 50 47 45
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[ARCHITECTURAL LIGHTING]

By Elite Lighting

Dims to Warm

) HH4IC-LED-WDM
4" Architectural High Lumen LED Downlight - IC Rated

4"

1- Luminaire will be shipped with Powerpacks pre-installed, ready to be integrated to designated contol systems
2- Luminaire will be shipped with Sensors installed on the luminaire, allowing for individual luminaire control. Luminaires will be ready to be integrated with

designated control systems

3- Luminaire will be shipped with Sensors to be remotely installed on the ceiling. Luminaires will be ready to be integrated with designated control systems

S I ®
EASYFIT| s2,uTRON | enlighted | |pyitoN. OSRAM PHILIPS [1legrand
d FCJS-010 (1 EN-WCM2-ZB-DR
1 LEDRU . o [ ZL027 -NOW : 17
Lutron Vive 0-10V Individual Wireless Control Module
I
shipped Vive Enabled) ' #
(1 CU-4E-FMH [ EN- ALC-ZB-BK-DR (1 SBR -BS 1 LMFC-011
CONTROL UNIT Fixture Mount Control Wireless Area Lighting Xitanium SR ON/OFF/0-10V dimming
Unit 1° Control Module ™7 Bridge '¢ fixture controller '®
QUEDDU | o i Eeo-systom Pow 221027 oW
LED Zone Controller Pak (Lumi ! yh' avi Intellect Power Control [ ZBHA-CLM-DIM-ENC
010V ak (Luminare is shipped Vive Module 16 Connected Lightin
Enabled) ' VModuls DIV ™7
INTEGRAT
SENSOR N/A N/A N/A N/A N/A N/A N/A
(1 EOSCU-W-EO
~wieLess - el QUMDC100
OHRIYTRA (Must be specified N/A N/A N/A N/A N/A Cgﬁmtemgn‘{gg cetpanc
P32 ;I with LEDRU or Sensogr y pancy
LEDDU control
unit) °
L ELLSU-W-EO
*WIRELESS t‘gﬂﬁ%’ﬁ?gg” _ Q LMLS-400
g - Single zone switching
DAYLIGHT (Must be specified N/A N/A N/A N/A N/A and dimmina diqital
520 with LEDRU or hotolsenslorg3 9
LEDDU control p
unit) ®
(1 SU-5E-loT
loT Node Micro Sensor ® 3 EN-CLM-PIR-DD-75
o SUSECL SensiLUM™ Wireless
Gonnected Lighting Integrated Sensor
. Micro Sensor * (1 2L00J -TOW (1 EN-SCPPH-1500-Z8
WIRELESS (3 SU-5E-IL Intellect Intelligent Fixture | Wireless Passive Infrared | (4 SNS200-
. . 3
zoavcer G A dependntLightng /| ComOISIS* | QoY PO | U1 A
SENSOR gnllghtesd ne Micro (Must be specified with grouping ®
ensor 71027 -NOW Control Unit) | (Must be specified with
(1 SU-5S-H-(loT/CL/IL) EN-WCM2-ZB-DR or EN-
Surface Mount Sensor ALC-ZB-BK-DR Control
Unit)
(Must be specified with CU-
4E-FMH Control Unit)
(1 TMC-SU-5E
Tile Mount Carrier
(1 CBL-5E-CU4-30N
30 inch Sensor Cable for
ACCESORIES N/A N/A gﬁ’vgr and ot Reacy N/A N/A N/A N/A
(1 CBL-5E-CU4-7F
7 foot Sensor Cable for
CU-4 and loT ReadyTM
drivers
4- Luminaire will be 5- Luminaire will 6-Luminaire will be | 7-Luminaire will be | 8-Luminaire | 9-Luminaire will be
compatible with Lutron | be compatible with compatible with compatible with will be compatiable with
LRF2-OCR2B-P-WH Ceiling | ENLIGHTED SU-5E-IoT, | Leviton Intellect EN-SCPPH-1500-ZB | compatible | DLM Room control
N/A ?a%%ntgsgso??i%gc—y[;\é%& SU-5E-CL, SU-5E-IL, SU- | App & Keypad Wireless Passive with Philips | system LMPB-100.
WH geiling—mount daylight 53-H, Sensors. Room Controller Infrared Occupancy | field and DLM control system
sensor. Sensors must be and Photo Sensors | wireless must be orderd
ordered through Lutron. switch. through Legrand.
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Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information
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RCHITECTORAL LIGHTING] 4" Architectural High Lumen LED Downlight - IC Rated
By Elite Lighting

WDM-30K-18K
Neutral
White
Black Black
8 ®
Violet (+) ®
Gray(-)
White
Black Black
Control - -
Violet (+) Violet(+) 2
Gray(-) J Gray(-)

ToAdditionalDrivers

I t . . Due to the changes of constant improvement in LED technology, all details are
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