
502

4”

502

5”

WWW.MAXILUME.COM • TEL 1-877-375-5555 • FAX 1-877-375-3333

Sample of Catalog Number: HV5PL-1X26-E-MVOLT-EMG750-5101-CL-WH

1 - Electronic = Not available on 9W only • 2 - (S) Energy Star = Available on selected fixtures only, please see list above • 3 - MARK 7 = Must specify voltage, not compatible with Emergency Options • 4 - MARK 10 = Not available on 9W, 13W, 57W, 70W, must specify voltage, not compatible with Emergency 
Options • 5 - LUT-E (EC3D) = Not available on 9W, 13W, 57W, 70W, must specify voltage  • 6 - EMG = Emergency battery pack w/ remote test switch • 7 - INTG = Emergency battery pack w/ integral (reflector) test switch • 8 - EMG-D = Emergency battery pack w/ remote test switch for damp location • 9 - INTG-D 
= Emergency battery pack w/ integral(reflector) test switch for damp location • 10 - ICE = Emergency battery pack w/ remote test switch operating between -18ºC and 55ºC • 11 - FUSE = Single slow-blow fuse • 12 - RIF = Radio interference filter) • 13- Magnetic = Available on 9W, 13W, 18W & 26W fixtures only • 
14 - SD = Emergency battery pack w/ Self-Diagnostic

________ -
WATT

__________ -
BALLAST

_______ -
VOLTAGE

____________ -
EMERGENCY

________ -
OPTIONS

________ -
TRIM TYPE

___________ -___________ -
BAFFLEREFLECTOR

_________
   GLASS

Specifications:

HV5PL

HV5PL - ITEM SELECTOR: (Please check the boxes below for the option desired)

WATTAGE BALLAST VOLTAGE EMERGENCY OPTIONS TRIM TYPE & DESCRIPTION REFLECTOR BAFFLE GLASS

� 1X13 � (E) Electronic1 � MVOLT � EMG 750 (750 lm) 6 � 5101 Refl ector � 5117 Baf./Pris. Plas. Lns. � CL-WH � W-CL-WH � Blue

� 1X18 � (S) Energy Star 2 (120/277) � EMG 1300 (1300 lm) 6 � 5102 Baffl e/Refl ector � 5118 Ref./Tem. Clr. Plas. � CL-SCH � P-CL-WH � Green

� 1X26 � 120 � INTG 750 (750 lm) 7 � 5103 Ref./Fres. Gls. Lns. � 5119 Baf./Tem. Clr. Plas. � SHZ-SHZ � W-WH � Red

� 1X32 � 277 � INTG 1300 (1300 lm) 7 � 5104 Ref./Pris. Gls. Lns. � 5109 Deco Glass Ring � SHZ-WH � P-WH � Frost

� ICE-1300 (1300 lm) 10 � 5105 Baf./Fres. Gls. Lns. � 5110 Double Ring � WT-WH

� EMG-SD-1300 (1300 lm) 14 � 5106 Baf./Pris. Gls. Lns. � 5111 Triple Ring � W-WH

� 5107 Wall Wash Ref. � 5125 Central Etched Float Gls. � MB-WH

DIMMING � 5108 Crossblade Ref. � 5126 Diff. Screen Wall Wash

� Mark 7 3 OTHER OPTIONS � 5112 Baf./Frost Gls. Lns.

� Mark 10 4 � FUSE 11 � 5113 Baf./Tem. Clr. Gls.

� Lut-E (EC3D) 5 � RIF 12 � 5114 Ref./Frost Gls. Lns.

� 5115 Ref./Tem. Clr. Gls.

� 5116 Ref./Pris. Plas. Lns.
*For custom baffle, reflector, trim ring, glass color and lens 

options, please consult factory.

RING
WH Self-Flange White
SCH  Self-Flange 

Chrome
SHZ Satin Haze

REFLECTOR
CL Clear
SHZ Satin Haze
   (Low Iridescent)
WT Wheat
MB Black
W White

GLASS
Only available 
on XX09, XX10 
and XX11 
series.

BAFFLE
WH White
P Black

DESCRIPTION
1. LAMP HOLDER - Die-cast aluminum lamp holder effectively provides heat
dissipation and ventilation. Unitized optics guarantees proper trim to housing
installation. Tool-less installation adjustability from either outside the housing or
inside the housing.

2. MOUNTING BRACKET - Constructed from 16-gauge steel and is supplied with
C-channels that are adjustable up to 28". Mounting brackets may be adjusted up to
2-¾" vertically from inside the housing.

3. RETAINING SPRINGS - Precision tooled springs secure trim to mounting frame, 
for effortless and tool-less installation.

4. JUNCTION BOX/BALLAST - UL   listed for through-branch circuit wiring and 
has four ½" KO's, one ¾" KO and four Romex knockouts with pry-out slots and 
strain clamps. Ballast and Junction Box are accessible from below, no tools 
required. Ballast supplied is manufactured by Philips Advance, Universal 
Technologies or Lutron Electronics.

5. MOUNTING FRAME - Die-formed construction for maximum heat dissipation 
and rust protection. 

OPTICS
6. REFLECTOR - Self-flanged .050" aluminum reflector with low iridescent finish. 
Reflector provides 45-degree lamp-to-reflector image cutoff.

7. GROOVE BAFFLE - Self-flanged one-piece aluminum with concentric rings.

8. LENS - Choice of either tempered clear, tempered prismatic or tempered frosted 
lens fastened with two torsion springs for easy re-lamping. /UL listed for wet or 
damp location. 

LISTING
/UL listed for through-branch circuit wiring and damp locations. Wet location 
only with lens trims.

A. Min. Height = 7"
B. Trim Aperture = 5"
C. Cut-out = 5-3/4"
D. Trim Outside Diameter = 6-3/8"
E. Width = 9-1/8"
F. Length = 10-1/8"

HV5PL
5” ARCHITECTURAL CFL VERTICAL DOWNLIGHT

Please visit our website for the most updated information on each product.
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5”

WWW.MAXILUME.COM • TEL 1-877-375-5555 • FAX 1-877-375-3333

4”

5” CFL VERTICAL OPTICS
5 INCH

ARCHITECTURAL CFL VERTICAL OPTICS

A= 7”
B= 6-3/8”
C= 1”

A= 7”
B= 6-3/8”
C= 1”

5108____-____

A= 7”
B= 6-3/8”

Crossblade Reflector

A= 7”
B= 6-3/8”

5107____-____
Wall Wash Reflector

A= 7”
B= 6-3/8”
C= 1”

5102____-____
Baffle with Reflector

A= 7”
B= 6-3/8”

5101____-____
Reflector

A= 7”
B= 6-3/8”
C= 1”

A= 7”
B= 6-3/8”
C= 1”

5115____-____
Reflector with Tempered Clear Glass

A= 7”
B= 6-3/8”
C= 1”

5105____-____
Baffle with Fresnel Glass Lens Baffle with Prismatic Glass Lens

Baffle with Prismatic Plastic Lens

5106____-____

5117____-____

A= 7”
B= 6-3/8”
C= 1”

Baffle with Frosted Glass Lens
5112____-____

A= 7”
B= 6-3/8”
C= 1”

Reflector with Frosted Glass Lens
5114____-____

A= 7”
B= 6-3/8”
C= 1”

A= 7”
B= 6-3/8”
C= 1”

Reflector with Prismatic Glass Lens

Reflector with Prismatic Plastic Lens

5104____-____

5116____-____

A= 7”
B= 6-3/8”
C= 1”

Reflector with Fresnel Glass Lens
5103____-____

A= 7”
B= 6-3/8”
C= 1”

A= 7”
B= 6-3/8”
C= 1”

Baffle with Tempered Clear Glass
5113____-____

A= 7”
B= 6-3/8”
C= 2-1/4”

REFLECTOR FINISH:
CL, WT, MB, SHZ, W 

RING FINISH:
WH, SCH, SHZ

GLASS FINISH:
BLUE, RED, GREEN, FROST

5111____-____
Triple Ring Glass

A= 7”
B= 6-3/8”
C= 1-1/4”

REFLECTOR FINISH:
CL, WT, MB, SHZ, W 

RING FINISH:
WH, SCH, SHZ

GLASS FINISH:
BLUE, RED, GREEN, FROST

Deco Glass Reflector
5109____-____

A= 7”
B= 6-3/8”
C= 1-1/2”

REFLECTOR FINISH:
CL, WT, MB, SHZ, W 

RING FINISH:
WH, SCH, SHZ

GLASS FINISH:
BLUE, RED, GREEN, FROST

Double Ring Glass
5110____-____

*Also available in:
5126____-____
Diffusing Screen Wall Wash 

A= 7”
B= 6-3/8”
C= 1-1/4”

REFLECTOR FINISH:
CL, WT, MB, SHZ, W 

RING FINISH:
WH, SCH, SHZ

Center Etched Float Glass
5125____-____

5118____-____
Reflector with Tempered Clear Plastic Baffle with Tempered Clear Plastic

5119____-____

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• CL-WH
• CL-SCH
• SHZ-SHZ
• SHZ-WH

• WT-WH
• W-WH
• MB-WH

TRIM FINISH:
• W-CL-WH
• P-CL-WH

TRIM FINISH:
• W-WH
• P-WH

TRIM FINISH:
• W-WH
• P-WH

TRIM FINISH:
• W-WH
• P-WH

TRIM FINISH:
• W-WH
• P-WH

TRIM FINISH:
• W-WH
• P-WH

TRIM FINISH:
• W-WH
• P-WH

4”5”
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Due to the changes of constant improvement in lighting technology, all details are subject to change without notice. 
Consult factory for up to date information. 

CV5PL PHOTOMETRIC DATA

CV5PL-1X32-E-MVOLT-5101-SHZ-SHZ	 TEST NO.: EL- 081309
LAMP: GE F32TBX/841/A/ECO	 LAMP LUMENS: 2200	 EFFICIENCY: 43%	 SPACING CRITERIA: 1.54

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance

R
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

                   0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 28.33
10-20 90.37
20-30 154.28
30-40 190.37
40-50 184.58
50-60 147.78
60-70 92.32
70-80 42.51
80-90 12.87

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 28483 29214 27031
55 24611 24120 22300
65 18666 18570 15731
75 13948 11210 10077
85 14682 11019 4832

0 287
5 297
15 326
25 349
35 318
45 247
55 173
65 96
75 44
85 15
90 1.4

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 47 47 47 47 46 46 46 46 44 44 44 42 42 42 40 40 40 39
1 43 41 40 38 42 40 39 38 39 38 37 37 36 35 36 35 34 34
2 39 36 34 32 38 36 33 31 34 32 31 33 31 30 32 30 29 28
3 36 32 29 27 35 31 29 26 30 28 26 29 27 25 28 27 25 24
4 33 29 25 23 32 28 25 23 27 24 22 26 24 22 25 23 22 21
5 30 26 22 20 30 25 22 19 24 21 19 24 21 19 23 21 19 18
6 28 23 20 17 27 23 19 17 22 19 17 21 19 17 21 18 17 16
7 26 21 17 15 25 21 17 15 20 17 15 19 17 15 19 17 15 14
8 24 19 16 13 24 19 16 13 18 15 13 18 15 13 17 15 13 12
9 23 17 14 12 22 17 14 12 17 14 12 16 14 12 16 14 12 11

10 21 16 13 11 21 16 13 11 15 13 11 15 13 11 15 12 11 10

Zone Lumens %Lamp %Fixt

0-20 118.70 4.90 12.60
0-30 272.98 11.40 28.90
0-40 463.35 19.30 49.10
0-60 795.72 33.20 84.30
0-80 930.54 38.80 98.60
0-90 943.41 39.30 100.00

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

Distance to 
Plane

Initial 
Footcandle 

at Nadir
Beam

diameter

4.0 17.97 11.0’

8.0 4.49 22.0’

12.0 2.00 33.1’

16.0 1.12 44.1’

20.0 0.72 55.1’

89

177

266

354

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

CV5PL-1X32-E-MVOLT-5104-SHZ-WH	 TEST NO.: ELT-00278
LAMP: GE F32TBX/841/A/ECO	 LAMP LUMENS: 2200	 EFFICIENCY: 26%	 SPACING CRITERIA: 1.30

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

                   0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 26.20
10-20 78.93
20-30 122.19
30-40 136.28
40-50 114.71
50-60 71.08
60-70 31.18
70-80 7.40
80-90 1.92

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 14981 15054 15945
55 11158 9192 9088
65 6631 4755 4239
75 2933 904 450
85 3099 687 72

0 270
5 263
15 255
25 239
35 195
45 134
55 81
65 35
75 9
85 3
90 0

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 111 108 104 101 109 105 102 100 101 99 97 97 96 94 94 92 91 89
2 103 97 91 87 101 95 90 86 91 87 84 88 85 82 85 83 80 78
3 96 87 80 75 93 85 79 74 83 77 73 80 75 72 78 74 71 69
4 89 78 71 65 87 77 70 65 75 69 64 73 67 63 71 66 62 61
5 82 71 63 58 80 70 63 57 68 62 57 66 61 56 64 60 56 54
6 76 65 57 51 75 64 56 51 62 56 51 61 55 50 59 54 50 48
7 71 59 51 46 70 58 51 46 57 50 45 56 50 45 54 49 45 43
8 67 54 47 41 65 54 46 41 52 46 41 51 45 41 50 45 41 39
9 62 50 43 38 61 50 42 38 49 42 37 48 42 37 47 41 37 35

10 59 47 39 34 57 46 39 34 45 39 34 44 38 34 43 38 34 32

Zone Lumens %Lamp %Fixt

0-20 105.13 17.80 17.80
0-30 227.32 38.60 38.50
0-40 363.60 61.70 61.60
0-60 549.39 93.20 93.10
0-80 587.97 99.70 99.70
0-90 589.89 100.00 100.00

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

Distance to 
Plane

Initial 
Footcandle 

at Nadir
Beam

diameter

4.0 16.93 7.8’

8.0 4.23 15.6’

12.0 1.88 23.4’

16.0 1.06 31.2’

20.0 0.68 39.0’

78

156

235

313

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

CV5PL-1X32-E-MVOLT-5107-SHZ-SHZ	 TEST NO.: ELT-00277
LAMP: GE F32TBX/841/A/ECO	 LAMP LUMENS: 2200	 EFFICIENCY: 34%	 SPACING CRITERIA: 1.64

Zonal Lumens Summary
Zone Lumens %Lamp %Fixt

0-20 98.18 13.00 13.00
0-30 225.80 29.90 29.90
0-40 379.26 50.20 50.20
0-60 639.93 84.70 84.70
0-80 745.59 98.70 98.70
0-90 755.74 100.00 100.00

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

                   0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 23.08
10-20 75.10
20-30 127.63
30-40 153.45
40-50 145.75
50-60 114.93
60-70 71.82
70-80 33.84
80-90 10.15

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 20313 21393 23058
55 18028 17674 18180
65 13985 13564 12060
75 10749 8534 7256
85 10950 7977 307

0 229
5 226
15 244
25 254
35 228
45 182
55 131
65 75
75 35
85 12
90 0

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 99 96 99 96 93 95 93 90 91 89 88 86
2 100 93 86 81 98 91 85 80 87 82 78 84 80 76 81 78 75 73
3 92 82 74 68 90 80 73 67 77 71 66 75 70 65 72 68 64 62
4 84 73 65 58 82 72 64 58 69 62 57 67 61 56 65 60 55 53
5 78 65 57 50 76 64 56 50 62 55 50 60 54 49 58 53 49 46
6 72 59 50 44 70 58 50 44 56 49 44 55 48 43 53 47 43 41
7 67 54 45 39 65 53 45 39 51 44 39 50 43 38 48 43 38 36
8 62 49 41 35 61 48 40 35 47 40 34 46 39 34 44 39 34 32
9 58 45 37 31 57 44 36 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

Distance to 
Plane

Initial 
Footcandle 

at Nadir
Beam

diameter

4.0 14.35 9.9’

8.0 3.59 19.7’

12.0 1.59 29.6’

16.0 0.90 39.4’

20.0 0.57 49.3’
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5” ARCHITECTURAL CFL VERTICAL DOWNLIGHT

82

163

245

326

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  

90º  

80º  

70º  

60º  

50º  

40º  

30º  
20º  

10º  




