
DIMENSIONS 

Power
Voltage
CRI

LED’s Qty
Max Run(ft)

Cutting Length
Dimensions
Working Temp.

 

FEATURES

Wet Location (IP67) 

Optic Options: 10°, 30, 30°x50° 

Warranty: 5-year indoor warranty, 3-year outdoor warranty for parts (labor not included)

Color Temp.

2700K
3000K
3500K
4000K
5000K
6500K

Side Bend and Top bend

6 W/ft (30°) lm/W (30°)

490 lm/ft
520 lm/ft
540 lm/ft
551 lm/ft
551 lm/ft
551 lm/ft

85 lm/w
90 lm/w
93 lm/w
95 lm/w
95 lm/w
95 lm/w

24V
DC

MOUNTING TRACKS & LENS ACCESSORIES

LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light

TECHNICAL DETAILS

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

08/07/2026

TECHNICAL DETAILS

6 W/ft
24V
90+

8/ft
16 ft

Field-cuttable every 12”
W0.87” X H0.47”

14°F to 113°F (–10°C to +45°C)

 

Side & Top-Bend Wall Washer LED Strip Light
Width  / 0.87" / 22 mm

The Dual Bend Flexible LED Wall Washer strip light is designed for both side 
and top bends, with a bending radius of 6" (150mm). It offers a range of beam 
angles, including 10°, 30°, and 30°x50°, delivering versatile lighting solutions 
with an anti-glare effect. Available in color temperatures of 2700K to 6500K, 
this strip light is ideal for wall-washing and perfect for circular or arc-shaped 
applications.

Equipped with quick connectors and mounting accessories, installation is fast 
and efficient. Engineered with precision and advanced optics, this fixture 
provides a focused, intense beam of light, ensuring uniform illumination and 
exceptional control.

Applications include outdoor and wet locations, cove lighting, architectural 
accents, handrails, and wet bars.

The tape light comes with a 12-inch standard length female barrel connector with anti-wicking attached to one side, along with an accessory kit.

U clip� Adjustable Bracket� Anti-Glare Cover

ACC-UC-LB7000E-3D ACC-MB-LB7000E-3D�

Transparent mounting bracket +
adjustable bracket �32 black plastic clips are included

with the 16-foot strip light roll.

The metal adjustable bracket should be used with the 
transparent mounting bracket to achieve the desired effect.

Black PVC Anti-Glare Lens.

ACC-AGC-LB7000E-3D

Please refer to the installation instructions.

0.87” - 22mm

0.47” - 12mm

12”

12”--
--

--
--

--
--

--
--

years warranty

Average Life (L70) 50,000 hours

Experience unparalleled performance with our 
precision-engineered, high-quality Lumi-PRO 
LB-7000E-WW-3D LED Strip Light, meticulously 
designed to meet the demands of the most 
challenging applications.



1.When customizing the lengths, the IP67-rated technology will be downgraded to IP65 due to the original design of the tape light. 
The wiring accessories must be sealed with UV glue and cured using UV light to achieve the IP65 rating.

2.The 10° optics strip light only has 3 CCT options available: 27K, 30K, and 40K.

3.The LED Drivers, controllers, and receivers are not IP rated.

(2 Splice Connectors included)�(2 End caps included)�

LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

ORDERING SELECTION

ACC-EC-LB7000E-3D ACC-SC-LB7000E-3D

Wiring Accessories

End Cap

Splice Connector

1 2 3 4

When cutting in the field, wiring accessories must be sealed with UV glue and cured using UV light to achieve an IP65 rating.

7.6mm (0.3”)

18.8mm (0.74”) 20.8mm (0.82”)

20.8mm 

(0.82”)

152mm 
(6”)

13
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m
m

 (0
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4”
)

13
.7

m
m

 (0
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)

18.5mm (0.73”)

12
m

m
 (0

.4
7”

)

ACC-BCF-LB7000E-3D
(1 Piece included)�

ACC-JC-LB7000E-3D
Jumper Connector / 6” Length

(2 Jumper Connectors included)�

72”

ACC-BCM-LB7000E-3D
Male Barrel Connector

(2 Pieces included)�

Example: LB-7000E-WW-3D-6W-16F-27K-10D-24V

SERIES

LB-7000E-WW-3D 24V - 24V  6W 6W/ft

WATTAGE VOLTAGE

ACC-UC-LB7000E-3D
ACC-MB-LB7000E-3D

ACC-AGC-LB7000E-3D
ACC-EC-LB7000E-3D
ACC-SC-LB7000E-3D

ACC-BCF-LB7000E-3D
ACC-JC-LB7000E-3D

ACC-BCM-LB7000E-3D
ACC-SIC-LB7000E-3D

ACC-SCIS-LB7000E-3D
KIT-ACC-LB-7000E-3D

U Clip
Mounting Bracket
Anti-Glare Cover
End Cap
Splice Connector
Female Barrel Power Connector
Jumper Connector
Male Barrel Connector
Seamless Inter-Connector
Cutting Tool (scissors)
Accessory Kit (INCLUDED)
 

-
-
-
-
-
-
-
-
-
-

ACCESSORIES
-

DRIVER

Refer to the 
next pages

for available 
options.

CONTROLLERS 

RF single color controller
RF single color dimmer
Power supply
RF+WiFi receiver

LB-2830A
LB-2833N-K5-MONO

LED25W-24
LB-1009EAWI

-
-
-
-

OPTICS
-
-
-

10D
30D
50D

10°
30°
30°x50°

16F
CUS

LENGTH

-
-

16ft Roll
Custom

(Cutting length
          every 12”)

1

CCT

2700K
3000K
3500K
4000K
5000K
6500K

27K
30K
35K
40K
50K
65K

-
-
-
-
-
-

2
2

2

3

3

32 U clips, 2 End caps
2 Splice connectors, 2 Jumper connectors
1 Female barrel connector, 2 Male barrel connectors,
2 Seamless Inter-Connector, 1 pair of scissors. 

1

2

3

4

5

(2 Pieces included)�
ACC-SIC-LB7000E-3D

A smooth connector that joins two 
pieces seamlessly, without visible 
seams or gaps.

Seamless Inter-Connector�

5

Should be used with the 
Seamless Inter-Connector 
and sealed with UV glue.

Female Barrel Power Connector
with Anti-Wicking ferrule/12”

ACC-SCIS-LB7000E-3D
(Scissors included)

Cutting Tool

2

20.8mm (0.82”)

12” length13
.7

m
m

 (0
.5

4”
)



LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light
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Beam Spread Chart�

6504 84 90

CRI

2700K
3000K

480 80 90 6

           

LM/FT LM/W W/FTOptics CCT

64000K 510 85 9010D

10D
10D

6540 93 90

6550 95 90

6520 90 90

6551 95 90

2700K
3000K

4000K
5000K
6500K

3500K

6550 95 90

CRI

           

LM/FT LM/W W/FTOptics CCT

30D
30D
30D
30D
30D
30D

6490 85 90

6510 88 90

6520 90 90

6490 85 90

6520 90 90

6520 90 90

2700K
3000K

4000K
5000K
6500K

3500K

CRI

           

LM/FT LM/W W/FTOptics CCT

30DX50D
30DX50D
30DX50D
30DX50D
30DX50D
30DX50D

6460 80 90

10°

30°

30°X50°



3 1584
4 7 6 2

LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light
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Luminous Intensity Distribution Diagram

Luminous intensity distribution diagram

C0/180,11.3 Ic=9172
C30/210,11.2 Ic=9079
C60/240,11.2 Ic=8783
C90/270,11.1 Ic=8776

AVERAGE BEAM ANGLE(50%):
11.2 DEG

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cdUNIT:cdUNIT:cdUNIT:cd

0

1900

3800

5700

7600

9500

1m 19.37cm6070,9207lx

2m 38.74cm1518,2302lx

3m 58.11cm674.5,1023lx

4m 77.48cm379.4,575.4lx

5m 96.85cm242.8,368.3lx

6m 116.22cm168.6,255.7lx

7m 135.58cm123.9,187.9lx

8m 154.95cm94.85,143.9lx

9m 174.32cm74.94,113.7lx

10m 193.69cm60.70,92.07lx

Height Eavg,Emax DiameterAngle:11.06deg

Flux out:210.7 lm10°

30°

30°X50°

UNIT:cd
C0/180,32.7

UNIT:cd

C30/210,33.8

UNIT:cd

C60/240,34.7

UNIT:cd

C90/270,34.2

AVERAGE BEAM ANGLE(50%):
33.9 DEG

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

400

800

1200

1600

2000

1m 57.82cm1137,1817lx

2m 115.65cm284.2,454.3lx

3m 173.47cm126.3,201.9lx

4m 231.30cm71.06,113.6lx

5m 289.12cm45.48,72.68lx

6m 346.95cm31.58,50.47lx

7m 404.77cm23.20,37.08lx

8m 462.60cm17.76,28.39lx

9m 520.42cm14.04,22.43lx

10m 578.25cm11.37,18.17lx

Height Eavg,Emax DiameterAngle:32.25deg

Flux out:333.8 lm

10° - 30° - 30X50°

Luminous intensity distribution diagram

UNIT:cd
C0/180,30.1

UNIT:cd

C30/210,32.8

UNIT:cd

C60/240,40.4

UNIT:cd

C90/270,47.8

AVERAGE BEAM ANGLE(50%):
37.8 DEG

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

130

260

390

520

650

1m 53.75cm452.9,640.7lx

2m 107.50cm113.2,160.2lx

3m 161.25cm50.32,71.19lx

4m 214.99cm28.30,40.04lx

5m 268.74cm18.12,25.63lx

6m 322.49cm12.58,17.80lx

7m 376.24cm9.242,13.07lx

8m 429.99cm7.076,10.01lx

9m 483.74cm5.591,7.909lx

10m 537.48cm4.529,6.407lx

eight Eavg,Emax DiameterAngle:30.08deg

Flux out:117.0 lm



LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light
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D
Vertical bending

Ø≥299mm(11.8″)

Side Bend

Ø≥150mm(6″)

Top Bend

Bend Radius�

Cautions:

Do not puncture. Do not step on. Prevent stains. Do not use sharp objects
for installation.

Do not bend vertically at a 90-degree angle. Do not bend horizontally at a 90-degree angle. Do not fold in half.
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LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light
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1

6

4 57

2 3
8

U clip� Adjustable Bracket� Anti-Glare Cover

ACC-UC-LB7000E-3D ACC-MB-LB7000E-3D�

Transparent mounting bracket + 
adjustable bracket�32 black plastic clips are included

with the 16-foot strip light roll.

The metal adjustable bracket should be used with the 
transparent mounting bracket to achieve the desired effect.

Black PVC Anti-Glare Lens.

ACC-AGC-LB7000E-3D

Please refer to the installation instructions.

ACC-EC-LB7000E-3D ACC-SC-LB7000E-3D ACC-JC-LB7000E-3D
End Cap Splice Connector Jumper Connector / 6” Length

5 6 7 8

1 2 3 4

7.6mm (0.3”)

18.8mm (0.74”) 20.8mm (0.82”)

20.8mm 

(0.82”) 152mm 
(6”)

13
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m
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4”
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18.5mm (0.73”)
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m

m
 (0
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)

Mounting Tracks - Lens Accessories - Wiring Accessories

ACC-BCF-LB7000E-3D
Female Barrel Power Connector/12”

20.8mm (0.82”)

12” length13
.7

m
m

 (0
.5

4”
)



 

WALL CONTROLLER
LB-2830A 

LED25W-24 ( Power Supply)
(Optional for wall controller)

Output Signal RF Signal   
Power Supply 12-24 DC 

4X(96-288)W

LB-1009EAWi  

Input Voltage 12-36 VDC  

Output Current 4x8A

Output Power 

Dimensions 6.6”X2.3”X1.1”

ED-192W-24V-TRIAC-DIM10 ED-288W-24V-TRIAC-DIM10

LB-1009EAWi 

Power Supply

Static White / Wall Controller (RF Signal) 

th
gi

L 
ep

aT
 D

EL
Wall Control

LED Receiver

Control 4 zones.

This solution enables the strip light to function with a wall controller (RF signal). It includes the following components:

Driver – Powers the strip light.
Receiver – Receives signals from the wall controller to control the strip light.
Wall Controller (RF Signal) – Used to control the strip light remotely.
LED25W-24 Power Supply – Connected to the wall controller to convert the 120V AC from the wall outlet to 24V DC, which is necessary for the 
controller to function.

This configuration ensures seamless control of the strip light while maintaining the necessary power conversion and signal reception.

ED-96W-24V-TRIAC-DIM10

ED-96W-24V-TRIAC-DIM10

Components Diagram

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light

LB-7000E-WW-3D



Components Diagram

ED-96W-24V-TRIAC-DIM10 ED-192W-24V-TRIAC-DIM10 ED-288W-24V-TRIAC-DIM10

WALL DIMMER CONTROLLER
LB-2833N-K5-MONO 

 

Output Signal RF Signal   
Power Supply 3V (CR2032 battery) 

Control 1 zone.

 

4X(96-288)W

LB-1009EAWi  

Input Voltage 12-36 VDC  

Output Current 4x8A

Output Power 

Dimensions 6.6”X2.3”X1.1” LB-1009EAWi 

Power Supply

Static White / Wall Dimmer Controller (RF Signal) 

th
gi

L 
ep

aT
 D

EL
Wall Control

LED Receiver

This solution enables the strip light to function with a wall dimmer controller (RF signal). It includes the following components:

Driver – Powers the strip light.
Receiver – Receives signals from the wall dimmer controller to control the strip light.
Wall Dimmer Controller (RF Signal) – Used to control the strip light remotely, powered by a 3V CR2032 battery.

This configuration ensures seamless control of the strip light while maintaining the necessary signal reception.

LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light

Triac/0-10V/1-10V/Potentiometer/10V PWM 5 in 1

Mechanical Specification

12V & 24V Versio

1. Input cable 3*18AWG, the Green cable to (FG), Black cable to L, and Wh

2. Output cable 2*18AWG, Red cable (+) to LED Positive side (+) , Black ca

3. Dimming cable 2*18AWG, Purple cable DIM (+) to 0/1-10V dimmer signa

4. Please DO NOT connect “DIM-“ to “LED-“, “DIM+” to “ LED+”, or other inc

5. Please make sure your connect these correctly otherwise your product wi

Warm tips:

1. Recommended Max. Carrying Current (A) = wire diameter(mm²) x 10A/m

For example: 1mm ² output cable, Recommended Max. Carrying Current

Mechanical Specification

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

LB-7000E-WW-3D



Mechanical Specification

24V Ve

1. Input cable 3*18AWG, the Green cable to (FG), Black cable to

2. Output cable 2*16AWG, Red cable (+) to LED Positive side (+)

3. Dimming cable 2*18AWG, Purple cable DIM (+) to 0/1-10V dim

4. Please DO NOT connect “DIM-“ to “LED-“, “DIM+” to “ LED+”,

5. Please make sure your connect these correctly otherwise your

Warm tips:

1. Recommended Max. Carrying Current (A) = wire diameter(mm

For example: 1mm ² output cable, Recommended Max. Carryi

2. Any other requests for, we can customized.

Mechanical Specification

24V Vers

le LED driver 60W

mmable LED driver 30W

ble to N of Mains AC.

to LED Negative side (-).

Pink cable DIM (-) to 0/1-10V dimmer signal (-).

connection.

unction correctly and could be damaged.

1mm ² x 10A/mm ²=10A

Triac-Phase Cut/Triac ELV/0-10V/1-10V PWM/Potentiometer (5 in 1) Dimmable

Model Input Voltage Output Voltage

100-277VAC 24V 30W 1.25AED-30W-24V-TRIAC/DIM10

Wattage Frequency Location

Model Input Voltage Output Voltage

100-277VAC    24V   96WED-96W-24V-TRIAC/DIM10

Wattage 

PN: ED-30W-24V-TRIAC/DIM10

PN: ED-96W-24V-TRIAC/DIM10

Max. Output
current 

   4A

Max. Output
current 

50/60Hz

50/60Hz

Dry, Damp, and
Wet locations

Location

Dry, Damp, and
Wet locations

Certificate

UL, cUL, FCC, Class 2, RoHS

Certificate

UL, cUL, FCC, Class 2, RoHS

Dimensions

2.5A

Model Input Voltage Output Voltage

100-277VAC   24V   60WED-60W-24V-TRIAC/DIM10

Wattage 

PN: ED-60W-24V-TRIAC/DIM10

Max. Output
current 

Location

Dry, Damp, and
Wet locations

Certificate

UL, cUL, FCC, Class 2, RoHS

Dimensions

Dimensions

6.4”
Ø0.86”

1.5”

Ø0.86”

1.5”

7.4”

8.6”

3.7”

3.7”

3.7”

1.5”

Ø0.86”

Frequency

50/60Hz

Frequency

ED-30W-24V-TRIAC/DIM10

ED-60W-24V-TRIAC/DIM10

ED-96W-24V-TRIAC/DIM10

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

RATED
CLASS 2

5 in 1 Dimmable Driver  LB-7000E-WW-3D
Optics LED Strip Light



5 in 1 Dimmable Driver  LB-7000E-WW-3D
Optics LED Strip Light

Triac-Phase Cut/Triac ELV/0-10V/1-10V PWM/Potentiometer (5 in 1) Dimmable

11.9”

Dimensions

Dimensions

Dimensions

5.5”

4.3”

4.3”

Model Input Voltage Output Voltage

100-277VAC    24V 192W

Wattage 

PN: ED-192W-24V-TRIAC/DIM10

   Multi 2X96W

Max. Output
current 

Location

Dry, Damp, and
Wet locations

Certificate

UL, cUL, FCC, Class 2, RoHS

Model Input Voltage Output Voltage

100-277VAC    24V 288WED-288W-24V-TRIAC/DIM10

Wattage 

PN: ED-288W-24V-TRIAC/DIM10

   Multi 3X96W

Max. Output
current 

Location

Dry, Damp, and
Wet locations

Certificate

UL, cUL, FCC, Class 2, RoHS

   Multi 4X96W

Model Input Voltage Output Voltage

110-277VAC 24V 384WED-384W-24V-TRIAC/DIM10

Wattage Location

PN: ED-384W-24V-TRIAC/DIM10

Max. Output
current 

Dry, Damp, and
Wet locations

Certificate

UL, cUL, Class 2, RoHS

ite cable to N of Mains AC.

ble (-) to LED Negative side (-).

l(+ ), Pink cable DIM (-) to 0/1-10V dimmer signal (-).

correct connection.

ll not function correctly and could be damaged.

m ²

(A) = 1mm ² x 10A/mm ²=10A

10.9”

1.7”

Ø0.86”

1.7”

Ø0.86”

12.7”

Mechanical Specification

1.8”

Ø0.86”

Frequency

50/60Hz

Frequency

50/60Hz

Frequency

50/60Hz

ED-192W-24V-TRIAC/DIM10

ED-192W-24V-TRIAC/DIM10

ED-288W-24V-TRIAC/DIM10

ED-384W-24V-TRIAC/DIM10

RATED
CLASS 2

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m
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Constant Voltage TRIAC Dimmable Driver

Model Input Voltage Output Voltage

120-277VAC 24VDC 40W 1.66A 50/60HzHBL040-AW-24-DA

Wattage Frequency Location

PN: HBL040-AW-24-DA

Rated Current 

Dry or 
Damp location

Certificate

ETL, Class 2

Model Input Voltage Output Voltage

120-277VAC 24VDC 60W 2.5A 50/60HzHBL060-AW-24-DA

Wattage Frequency Location

PN: HBL060-AW-24-DA

Rated Current 

Dry or 
Damp location

Certificate

ETL, Class 2

Model Input Voltage Output Voltage

120-277VAC 24VDC 96W    4A 50/60HzHBL096-AW-24-DA

Wattage Frequency Location

PN:HBL096-AW-24-DA

Rated Current 

Dry or 
Damp location

Certificate

ETL, Class 2

DIMENSIONS

2.76”

6.50”

6.97”

1.39”

2.76”

6.97”

DIMENSIONS

Model Input Voltage Output Voltage

120-277VAC 24VDC 150W    6.25AHBL150-AW-24-DI

Wattage Location

PN:HBL150-AW-24-DI

Rated Current 

Dry or Damp location

Certificate

ETL, Class P

10.1” 1.34”

   4”

TRIAC Dimming for 120VAC / Non-Dimming for 277VAC 

TRIAC Dimming for 120VAC / Non-Dimming for 277VAC 

TRIAC Dimming for 120VAC / Non-Dimming for 277VAC 

TRIAC Dimming for 120VAC / Non-Dimming for 277VAC 



Due to the changes of constant improvement in LED technology, all details are
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Connecting Diagram

Constant Voltage TRIAC Dimmable Driver

L Black

N White

G Green

Triac dimmer driver

Triac Dimmer

+.Red

-.Black

INPUT AC120-277V

L L1

OUTPUT

12V/24V

L

N

GND

Dimmer Compatible Chart

Brand Senies Model Load Dimmability

Lutron

Ariadni

Diva

Diva

Maestro

Maestro Wireless

Rotary

Electronic(ELV)

Skylark

Skylark Conytour

Skylark Conytour

Toggler

Toggler

AYCL-153P

DV-600PR

DVCL-153P

MACL-153MH

MRF2-6CL

D-600P

NTELV-300P

S-600P

CT-600P

CTCL-153P

TG-600P

TCCL-153P

150W

600W

150W

600W

150W

600W

600W

600W

600W

150W

600W

150W

10%-100%

1%-100%

10%-100%

10%-100%

10%-100%

10%-100%

10%-100%

10%-100%

1%-100%

10%-100%

10%-100%

10%-100%

Leviton

Legrand

Cooper

Sureslide

Sureslide Decora

Trimatron

ILLVMATECH

Adorne

Harmony

Aspire

Devine

6633

6674

6602

IPL06

ADTP703TU

H703PTW

9540

DAL06P

600W

600W

600W

600W

700W

700W

1000W

300W

10%-100%

20%-100%

20%-100%

1%-100%

20%-100%
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LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light

Ultra-sensitive, high-strength glass touch panel features a color line for accurate, 
fast, and precise brightness control.

Control 4 different zones separately or synchronously with endless receivers 
in each zone.  
Save 3 brightness or scenes for each zone. 
256-level brightness adjustment for each white. 

Receivers can work with WiFi-RF converter after installing “Easylighting” app on IOS 
and android systems.   

TECHNICAL DETAILS

RF Single Color ControllerLB-2830A

Wall Control

Single Color DimmerLB-2833N-K5-MONO

TECHNICAL DETAILS

Output Signal RF Signal   

Power Supply 12-24 VDC 

Power Consumption <20 mA 

Operating Temperature 0-40°C / 32°F-104°F

Dimensions 

Mounting 

4.7”X2.9”X1.1”

Wall Mount

Color White

Certifications FCC / RoHS

Zones  4

Frequency   

Surface   

916.5MHz

Glass 

Warranty   5-Year limited warranty

Control   Single Color

RF wireless Single Color Remote can control 1 zone of receiver. This single 
color controller is compatible with all universal series RF receivers. One receiv-
er can be paired with a maximum of 8 remote controllers. This device contains 
a button lithium battery that should be stored and disposed of properly. DO NOT 
expose the device to moisture.  

Output Signal RF Signal   

Power Supply 3V (CR2032 battery) 

Operating Temperature 0-40°C / 32°F-104°F

Dimensions 2.5”X1.2”X0.35”

Color White

Certifications FCC / RoHS

Zones  Control 1 Zone of receiver 

Frequency   

Rated    

916.5MHz

IP20

Warranty   5-Year limited warranty

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

Controllers 



Controllers LB-7000E-WW-3D
Lumi-PRO/ Optics-Dual Bend Wall Washer-LED Strip Light

LB-1009EAWI
The RGBW controller LB-1009EAWI is a 12-36 VDC constant voltage RF and WiFi controller 
with 4 channel output, offering 8A per channel. It is compatible with a variety of RF remotes 
and apps installed on iOS and Android systems, enabling control of single-color, dual-color 
LEDs, and RGBW LEDs.

Multiple zones can be controlled separately or synchronously with endless receivers in 
each zone. Built-in changing patterns are available and can be saved to each zone. The 
brightness of each R, G, B, W channel can be adjusted separately to achieve millions of 
changing colors.

Thanks to the built-in WiFi to RF module, a significant advantage of this WiFi controller is its 
compatibility with RF remotes and apps on iOS and Android systems directly, without the 
need for a WiFi-RF converter.

A free app is available (Easylighting) from the App Store and Google Play. Simply download 
it on your iOS or Android device, then search and connect your mobile device WLAN to the 
WiFi controller network. 

Input Voltage 12-36 VDC  

Output Current 4x8A

Output Power 4x(96-288)W

Dimensions 6.6”X2.3”X1.1”

Color White

Certifications FCC / RoHS

Warranty   

869.5/916.5/434mhzFrequency

RF+WiFi Receiver/LED Controller 4Channels 

TECHNICAL DETAILS

5-Year limited warranty

Optional for Wall ControllerLED25W-24 (Power Supply)
Total Power: 25 Watts
Input Voltage: 100-277 VAC
UL Dry & Damp Location Rated
IP66
High Efficiency
High Power Factor
Analog Dimming (0-10V)
Black Magic Thermal Advantage‚ Plastic Housing

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m


