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LB1000-ST-HO

By Elite Lighting Lumi- /High-Output LED Strip Light
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. S LN FEATURES
LB1000-ST -HO Series f;;j? /
Indoor Strip nght ﬁ)xgr /&/ 'rl]'heh LB‘lOOtO-ls_T;]I:O Lurrlii-t!’ro gtri_p Ligh: is_adversatilel_an?_ enerlg:y-ef:ficier\t
. e V2 igh output lighting solution designed for indoor applications. It offers six
Width / 0.39" /10 mm QO selectable color temperatures 2700K, 3000K, 3500K, 4000K, 5000K and 6000K
& Vo providing flexibility to create the desired ambiance and lighting effects in various
72 LEDS/FT 4 /7 N indoor spaces.
(?u / /i
- Xoé? / Designed for use with our Lumi-Pro Extrusions, the LB1000-ST LED Strip
X{\(/ 2 Light seamlessly integrates into diverse indoor settings. It is mountable on
o R yy’ different surfaces, including walls, ceilings, or furniture, making it suitable for
L W 4 residential, commerecial, or hospitality environments.
.
SN/ Max run up to 8ft / 9ft
F N Indoor/Damp Location (IP22)
xo/’ % /
D 95+ CRI
5 *;V\\/ Z Field cuttable every 1.32"
d s
B Precision color rendering with 90+ R9 value
i)
/'% (57 Channel (extrusion) not required for heat sink.
P O Warranty: 5 years limited warranty
co'ﬁg ) / Color Temp. 9.0 W/ft. 11 W/ft.
42X
& 4 Vi
Yo 74 [ 2700K 1025Im/ft 1210Im/ft
&R //é/ m/ft
o Y (] 3000K 1045Im/ft  1235Im/ft
/ > / [} 3500K 1075Ilm/ft ~ 1270lm/ft
'y O (] 4000K 1120Im/ft ~ 1420Im/ft
x° s R/ D@US YEARS ] 5000K 1120lm/ft ~ 1400lm/ft
R,/ LISTED Yoy
¥ [ ] 6000K 1120lm/ft ~ 1400Im/ft
WIRING ACCESSORIES
TT10-2T TW10-2T JP10-2T DCM DCF SL-2 JPSL-2
) e .
4 ‘K\‘: ‘&\fé \ \ S i.\ = &
Lt e, \ 2y . \\»A"“"w
&2
Tape-to-Tape Power Connector Tape-to-Tape Wire-to-Wire/Male Wire-to-Wire/ Female Soldered Lead Soldered Jumper o
Connector Jumper Connector Connector 4 ft standard length. 6" L jumper
0.95Lx0.57Wx0.27H  0.95Lx0.57Wx 0.27H  0.95Lx 0.57Wx 0.27H (custom length (custom length
6" L jumper sizes available) sizes available)
TECHNICAL DETAILS LB1000-ST-HO-11W-16F-50K
Power 9.0W/FT 1TW/FT Rf 3 or | 4 2 R‘; -150
Voltage 24V 24V
CRI 95+ 95+ 4 4
LPW 120L/W 120L/W 8 1
LED Qty 72/FT 72/FT
Max Run(ft) 9FT 8FT
Cutting Length 1.32" 1.32"
Dimensions W0.39" X HO0.1" W0.39” X HO.1”
Working Temp. -4F / +122F -4F / +122F
DIMENSIONS
A 1.32in/ (33.5mm)
. p [@n] P [en] ~ @ P d
0.391in. { E]i g Diqpi@ i DCGDQCU O iDﬁcpiQ O Uij@i@ 0 hd Diqpi@ O T DIDZC
(10 mm) L & = = B = - -
0.7iN., C o=l e ) e Ca ) T Cla ] Cam ) ] ) T ) ] ] ] ) ] ) ) ) ] ] ] Tl
(2.5 mm)
I t . | . Due to the changes of constant improvement in LED technology, all details are
e I e wWww.luseelite.com subject to change without notice. Consult factory for up to date information.
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By Elite Lighting

Lumi-

LB1000-ST-HO
/High-Output LED Strip Light

It Can be ordered in 3 different ways.

1. Everything will be shipped separately

« Tape light, cover, extrusion and accessories will be cut
and shipped to your desired length.

Cover, mounting clips,
end caps, and channel if ordered.

Accessories if ordered.

£
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e >, &
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Vo @ “\\
= Ay

2. Pre-assembled and shipped separately as two units
« Tape light, cover, extrusion and accessories will be cut

and shipped to your desired length.
« Wiring accessories will be attached to the tape light.

* Cover, end caps and clips will be assembled to the channel.

Channel will be cut and assembled to
your desired length.

3. Fully Assembled and shipped as a single unit

« Tape light, cover, extrusion and accessories will be cut
and shipped to your desired length.

* Wiring accessories will be attached to the tape light.

 Tape light will be installed into the channel and ready to
use.

Refer to the next page for
COMPATIBLE channels.

ORDERING SELECTION

Example: LB1000-ST-HO-9W-16F-27K-24V

End 1

End 2

LB1000-ST-HO

SERIES WATTAGE LENGTH
LB1000-ST-HO  9W - 9.0W/ft 16F - 16ft Roll
11W - 1TW/ft

‘ ‘ Leave END blank when no

ACCESSORY is desired

CCT VOLTAGE WIRING ACCESSORIES CHANNEL DRIVER
27K-2700K 24V -24V TW10-2T - Power Connector Refer to the Refer to the
30K-3000K TT10-2T - Tape to Tape Connector next pages next pages
35K-3500K JP10-2T - Tape to Tape Jumper for available for available
40K -4000K DCM - Wire to Wire Male Connector options. options.
50K - 5000K DCF - Wire to Wire Female Connector
60K - 6000K SL-2 - Soldered Lead

JPSL-2 - Soldered Jumper
CONTROLLERS SHIPPING OPTIONS

LB-2830A - RF single color controller
LB-2833-K5-MONO - RF single color dimmer

LED25W-24 - Power supply
LB-1009EAWI - RF+WiFi receiver

RL - Rolls 16ft
PA - Pre-Assembled
FA - Fully Assembled

WWWw.iuseelite.com

Due to the changes of constant imp
subject to change without notice. Consult factory for up to date information.
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LB1000-ST-HO
HIGH-OUTPUT LED Tape Light
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By Elite Lighting

COMPATI

v7777)
A i
BLE CHANNELS T

Consult factory for colors and op!

1“

tical lenses options.

0.68"
ey
0.59" 2 y - ‘ ‘
g SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-SHC-CM-075 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black! FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent
"\ C- Custom FTB - Flat Black'
-\'\.
CHANNEL
LP-SHC-CM-075/ Surface ASB- Assembled
SEP - Separated
0.68"
0.48" o
o SERIES EXT. LENGTH FINISH OPTICAL LENS CLIP TAPE LIGHT
LP-MDC-CM-075  2-2ft Sl - Silver  FTD - Flat Diffuser SC - Surface Clip  INS - Installed
ey 4- Aft BK - Black! FTO - Flat Opall MC - Magnetic Clip SEP- Separated
o ) 8- 8ft WH - White! FTT - Flat Transparent’
C - Custom FTB - FlatBlack’
CHANNEL
LP-MDC-CM-075/ Surface ASB- Assembled
SEP - Separated
0.67"
1
0.48" 3
g SERIES EXT. LENGTH FINISH OPTICAL LENS CLIP TAPE LIGHT
LP-LGC-CM-075  2-2ft Sl - Silver  FTD - Flat Diffuser SC - Surface Clip  INS - Installed
4-4ft BK - Black! FTO - Flat Opall MC - Magnetic Clip SEP- Separated
8- 8ft WH - White' FTT - Flat Transparent’
_d____//“/‘f\‘ C- Custom FTB - Flat Black
CHANNEL
LP-LGC-CM-075/ Surface ASB- Assembled
SEP - Separated
0.50" «
0.8”
SERIES EXT. LENGTH FINISH OPTICAL LENS CLIP TAPE LIGHT
0.78 LP-SHC-SC-MG-075 2-2ft Sl - Silver ~ RDD - Rounded Diffuser SC - Surface Clip NS - Installed
4-4ft BK - Black 1 RDO - Rounded Opal1 MC - Magnetic Clip SEP- Separated
8- 8ft WH- White? RDT - Rounded Transparent 1
—// C - Custom RDB - Rounded Black1
CHANNEL

LP-SHC-SC-MG-075/ Surface

ASB- Assembled
SEP - Separated

WWWw.iuseelite.com
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subject to change without notice. Consult factory for up to date information.
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LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

——

By Elite Lighting

A |
COMPATIBLE CHANNELS E u

Consult factory for colors and optical lenses options.

SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-SHC-CM-1 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- At BK - Black’ FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent
C - Custom FTB - Flat Black
CHANNEL
LP-SHC-CM-1/ Surface ASB- Assembled
SEP - Separated
0.86"
—
0.65" N
2
S SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-CM-1 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black! FTO - Flat Opal! SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent’
C - Custom FTB - Flat Black’
CHANNEL
LP-MDC-CM-1/ Surface ASB- Assembled
SEP - Separated
1.02"
————t
081" 3
e SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-CM-1 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black' FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent !
C - Custom FTB - Flat Black 1
CHANNEL
LP-LGC-CM-1/ Surface ASB- Assembled
SEP - Separated
1.96"
Yo%
1.50% | 3
el
- SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-CM-2 2- 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4 - Aft BK - Black’ FTO - Flat Opal’ SEP- Separated
8- 8ft WH - White' FTT - Flat Transparent
C - Custom FTB - FlatBlack1
CHANNEL
LP-LGC-CM-2/ Surface ASB- Assembled
SEP - Separated
I t WWW . iuseelite.com Due to the changes of impr in LED technology, all details are
e I e : ' subject to change without notice. Consult factory for up to date information.
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LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

7Y
COMPATIBLE CHANNELS S

L=

Consult factory for colors and optical lenses options.

3 | |
3
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-SHC-RFT-075 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4-4ft BK - Black’ FTO - Flat Opal ! SEP- Separated
8- 8ft WH - White' FTT - Flat Transparent’
C - Custom FTB - Flat Black
CHANNEL
LP-SHC-RFT-075/ Recessed ASB- Assembled
SEP - Separated
0.70"
0.53"« a
o
<} SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-RFT-075 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4-4ft BK - Black! FTO - Flat Opal SEP- Separated
8- 8ft WH - White' FTT - Flat Transparent’
C - Custom FTB - Flat Black'
CHANNEL
LP-MDC-RFT-075/ Recessed ASB- Assembled
SEP - Separated
0.67"
0.48”" >
©
i SERIES EXT. LENGTH FINISH OPTICAL LENS CLIP TAPE LIGHT
0.94 LP-LGC-RFT-075  2-2ft Sl - Silver  FTD - Flat Diffuser SC - Surface clip NS - Installed
4- Aft BK - Black? FTO - Flat Opal’ MC - Magnetic Clip SEP - Separated
8- 8ft WH - White! FTT - Flat Transparent’
C - Custom FTB - Flat Black'
CHANNEL
ASB- Assembled
SEP - Separated
| 1.06"
NS
) N S S
4 i SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
1.53”
LP-SHC-RFT-1 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black' FTO - Flat Opal’ SEP- Separated
8- 8ft WH - White' FTT - Flat Transparent 1
C - Custom FTB - FlatBlack 1

LP-SHC-RFT-1/ Recessed

CHANNEL

ASB- Assembled
SEP - Separated

elite

cHolce
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Due to the changes of constant impr

in LED technology, all details are

subject to change without notice. Consult factory for up to date information.
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LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

COMPATIBLE CHANNELS w

[~
1

n

hx

Consult factory for colors and optical lenses options.

1.02 L
0.85" 3 ‘ ‘
P b ° SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
1.49”
LP-LGC-RFT-1 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black' FTO - Flat Opal’ SEP - Separated
- 8- 8ft WH - White' FTT - Flat Transparent
C - Custom FTB - FlatBlack 1
CHANNEL
LP-LGC-RFT-1/ Recessed ASB- Assembled
SEP - Separated
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-SHC-RFT-2 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- Aft BK - Black’ FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent’
C - Custom FTB - Flat Black
CHANNEL
LP-SHC-RFT-2/ Recessed ASB- Assembled
SEP - Separated
2.04"
1.27" o)
e
- SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
p ) 2.83" . : lled
LP-MDC-RFT-2 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installe
4- Aft BK - Black? FTO - Flat Opal’ SEP- Separated
IS AN 8- 8ft WH- White! FTT - Flat Transparent’
P, AL C - Custom FTB - Flat Black
CHANNEL
LP-MDC-RFT-2/ Recessed ASB- Assembled
SEP - Separated
3.03" ‘
2.18" 7 5,
: SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
I
3.78 LP-LGC-RFT-2 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4t BK - Black! FTO - Flat Opal’ SEP - Separated
8- 8ft WH- White' FTT - Flat Transparent 1
C - Custom FTB - FlatBlack 1
CHANNEL
LP-LGC-RFT-2/ Recessed ASB- Assembled
SEP - Separated
i i Due to the changes of constant impr in LED technology, all details are
ellte www.lusee | I t e.com subject to change without notice. Consult factory for up to date information.

cHolce
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By Elite Lighting

LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

7Y
COMPATIBLE CHANNELS S

L=

Consult factory for colors and optical lenses options.

SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-RTL-050 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4-4ft BK - Black ! FTO - Flat Opal 1 SEP - Separated
8- 8ft WH - White FTT - Flat Transparent’
C-Custom FTB - FlatBlack '
CHANNEL
LP-LGC-RTL-050/ Trimless ASB- Assembled
SEP - Separated
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-RTL-075 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- Aft BK - Black! FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent!
C - Custom FTB - Flat Black’
CHANNEL
LP-LGC-RTL-075/ Trimless ASB- Assembled
SEP - Separated
2.42"
0.81"
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-RTL-1 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black! FTO - Flat Opal SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent
C - Custom FTB - Flat Black’
CHANNEL
LP-MDC-RTL-1/ Trimless ASB- Assembled
SEP - Separated
1.37"
ﬂ 0.8"
~ ﬁL SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-SHC-RTL-2 2-2ft sl - Silver FTD - Flat Diffuser INS - Installed
4-4ft BK - Black! FTO - Flat Opal’ SEP - Separated
8- 8ft WH- White' FTT - Flat Transparent’
C - Custom FTB - Flat Black'
CHANNEL
LP-SHC-RTL-2/ Trimless ASB- Assembled
SEP - Separated
ellte W W W | usee | | t e.com Due to the changes of constant impr in LED technology, all details are

cHolce

subject to change without notice. Consult factory for up to date information.




Iy, LB1000-ST-HO . m T
Ilﬂléﬂ HIGH-OUTPUT LED Tape Light COMPATIBLE CHANNELS E a h

By Elite Lighting Consult factory for colors and optical lenses options.
1.96”
" 0.80" |
NS SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-RTL-2 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4t BK - Black’ FTO - Flat Opal’ SEP - Separated
8- 8ft WH- White! FTT - Flat Transparent |
C- Custom FTB - Flat Black 1
e CHANNEL
LP-MDC-RTL-2/ Trimless ASB- Assembled

SEP - Separated

2.83"
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-RTL-2 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4-Aft BK - Black’ FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent
C- Custom FTB - Flat Black 1
CHANNEL
LP-LGC-RTL-2/ Trimless ASB- Assembled

SEP - Separated

0.84"['
SN SERIES EXT. LENGTH FINISH TAPE LIGHT
N
S,
; LP-LGC-WM-RTL-050 2-2ft SI - Silver  INS-Installed
4- Aft BK - Black? SEP- Separated
8- 8ft WH - White
L C - Custom
CHANNEL
LP-LGC-WM-RTL-050/Wall Mount/Trimless ASB- Assembled

SEP - Separated

0.55" |
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
o w
N 3
o : LP-MDC-WM-RTL-050 2-2ft SI - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black' FTO - Flat Opal’ SEP - Separated
. 8- 8ft WH - White' FTT - Flat Transparent'
C- Custom FTB - Flat Black'
CHANNEL
LP-MDC-WM-RTL-050/Wall Mount/Trimless ASB- Assembled

SEP - Separated

i i Due to the changes of impr in LED technology, all details are
ellte www.lusee | I t e.com subject to change without notice. Consult factory for up to date information.

cHolce
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LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

7Y
COMPATIBLE CHANNELS S

n

hl

Consult factory for colors and optical lenses options.

-
]
3 g SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-PR-050 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black' FTO - Flat Opal 1 SEP - Separated
8- 8ft WH - White ' FTT - Flat Transparent’
C- Custom FTB - Flat Black '
CHANNEL
LP-MDC-PR-050/ Wall Mount ASB- Assembled
SEP - Separated
0.46" fS SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-WM-CM-050 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
0.70" f 4-4ft BK - Black FTO - Flat Opal 1 SEP- Separated
8- 8ft WH - White ' FTT - Flat Transparent’
\\~ N C- Custom FTB - FlatBlack '
— CHANNEL
LP-MDC-WM-CM-050/ Wall Mount ASB- Assembled
SEP - Separated
1.33"
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-WW-RTL-075 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black’ FTO - Flat Opal SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent’
C - Custom FTB - Flat Black'
CHANNEL
LP-MDC-WW-RTL-075/ Wall Washer ASB- Assembled
SEP - Separated
0.63"
8 |/
S SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-S90-050 2 - 2ft SI - Silver 90D - 90° Diffuser INS - Installed
4-4ft BK - Black 900 - 90° Opal’ SEP - Separated
P 8- 8ft WH - White' 90T - 90° Transparent!
\ C - Custom 90B - 90° Black '
COD - Corner Diffuser
COP - Corner Opal’
COT - Corner Transparent’
COB - Corner Black ! CHANNEL

LP-LGC-S90-050/ Surface Corner

ASB- Assembled
SEP - Separated

elite

cHolce
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Due to the changes of constant impr
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subject to change without notice. Consult factory for up to date information.



—

By Elite Lighting

LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

Y
PAT H
COMPATIBLE CHANNELS o

L=

Consult factory for colors and optical lenses options.

0.47" 1"
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
2.38"
LP-MDC-TLC-050 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black' FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent’
C - Custom FTB - Flat Black
CHANNEL
LP-MDC-TLC-050/ Trimless Corner ASB- Assembled
SEP - Separated
0.73"
o
~
e SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-S90-075 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black’ FTO - Flat Opal ! SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent
3 | C - Custom FTB - Flat Black 1
— ]
CHANNEL
LP-MDC-S90-075/ Surface Corner ASB- Assembled
SEP - Separated
0.78"
3 ;
S SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-S90-075  2-2ft Sl - Silver 90D - 90° Diffuser INS - Installed
4- 4t BK - Black1 900 - 90° Opal ' SEP - Separated
8-8ft WH- White 90T - 90° Transparent!
e 90B - 90° Black'
N\ C-Custom COD - Corner Diffuser
COP - Corner Opal’
COT - Corner Transparent’
COB - Corner Black' CHANNEL
LP-LGC-S90-075/ Surface Corner ASB- Assembled
SEP - Separated
0.98"
B
S SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-S90-1 2-2ft Sl - Silver 90D - 90° Diffuser INS - Installed
4- Aft BK - Black! 900 - 90°Opal 1 SEP - Separated
8- 8ft WH - White' 90T - 90° Transparent 1
C- Custom 90B - 90°Black 1
COD - Corner Diffuser
COP - Corner Opal’
COT - Corner Transparent 1
COB - CornerBlack1 CHANNEL
LP-LGC-S90-1/ Surface Corner ASB- Assembled
SEP - Separated
W W W | usee | | t e.com Due to the changes of impro in LED technology, all details are

elite

subject to change without notice. Consult factory for up to date information.



(/ LB1000-ST-HO X %’W 1
El!lélﬂ HIGH-OUTPUT LED Tape Light COMPATIBLE CHANNELS E u h

By Elite Lighting Consult factory for colors and optical lenses options.

1.18"

SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-LGC-S90-2 2 - 2ft Sl - Silver 90D - 90° Diffuser INS - Installed
4- 4t BK - Black’ 900 - 90°Opal 1 SEP- Separated
8- 8ft WH - White' 90T - 90° Transparent 1
PR C- Custom 90B - 90°Black 1
\ COD - Corner Diffuser
\ COP - Corner Opal!
COT - Corner Transparent 1
COB - Corner Black1 CHANNEL
LP-LGC-S90-2/ Surface Corner ASB- Assembled

SEP - Separated

0.98"
L —
0.80" ®
o SERIES EXT. LENGTH FINISH OPTICAL LENS CLIP TAPE LIGHT
LP-MDC-SPD-1 2 - 2ft Sl - Silver FTD - Flat Diffuser PC - Pendant INS - Installed
4 - Aft BK - Black? FTO - Flat Opal’ Cable SEP - Separated
8- 8ft WH- White! FTT - Flat Transparent’ SC - Surface Clip
C- Custom FTB - Flat Black'
CHANNEL
LP-MDC-SPD-1/ Suspended ASB- Assembled
SEP - Separated
1.57"
J SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-SHC-SPD-2 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- 4ft BK - Black! FTO - Flat Opal SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent!
B FTB - FlatBlack
€-Custom 90D - 90° Diffuser
900 - 90° Opall
90T - 90° Transparent !
90B - 90° Black1 CHANNEL
TRD - Triangular Diffuser
TRO - Triangular Opal )
LP-SHC-SPD-2/ Suspended TRT - Triangular Transparent ASB- Assembled
) SEP - Separated
TRB - Triangular Black1
SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
LP-MDC-SPD-2 2 - 2ft BK - Black FTD - Flat Diffuser INS - Installed
4- Aft WH - White FTO - Flat Opal’ SEP- Separated
™ 8- 8ft FTT - Flat Transparent !
a C - Custom FTB - Flat Black 1
iy CHANNEL
LP-MDC-SPD-2/ Suspended ASB- Assembled
SEP - Separated
h of impr in LED technology, all details are

ellte WWWw.iuseelite.com Due to the

subject to change without notice. Consult factory for up to date information.
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LB1000-ST-HO
HIGH-OUTPUT LED Tape Light

COMPATIBLE CHANNELS w

Sl

Consult factory for colors and optical lenses options.

1.20"
—
[e
0.75" j? ‘
0.75" - SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
[GEry .
LP-MDC-WM-DI-1 2-2ft Sl - Silver FTD - Flat Diffuser INS - Installed
i\' 4-4ft BK - Black! FTO - Flat Opal’ SEP - Separated
] 8- 8ft WH - White' FTT - Flat Transparent
\ C - Custom FTB - FlatBlack 1
I
CHANNEL
LP-MDC-WM-DI-1/ Surface / Up & Down Light ASB- Assembled
SEP - Separated
| | | |
| |
r 3 SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
4 - 4
LP-MDC-WW-RTL-2 2 - 2ft Sl - Silver FTD - Flat Diffuser INS - Installed
4- At BK - Black’ FTO - FlatOpal’ SEP- Separated
8-8ft WH - White' FTT - Flat Transparent 1
C - Custom
CHANNEL
LP-MDC-WW-RTL-2/ Cove ASB- Assembled
SEP - Separated
o
e Iﬁ 0.44 SERIES EXT. LENGTH FINISH OPTICAL LENS TAPE LIGHT
< —
0.75" i i INS - Installed
Sealant LP-LGC-FL-025 2 - 2ft SI - Silver FTD - Flat Diffuser nstalle
4-4ft BK - Black' FTO - Flat Opal’ SEP - Separated
8- 8ft WH - White' FTT - Flat Transparent!
C - Custom FTB - Flat Black!
CHANNEL
LP-LGC-FL-025/ Recessed Floor ASB- Assembled
SEP - Separated
W W W | usee | | t e.com Due to the changes of impro in LED technology, all details are
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By Elite Lighting

LB1000-ST-HO
HIGH-OUTPUT LED Strip Light

5in 1 Dimmable Driver

RATED

CLASS 2

@ GLII:QUS

Triac-Phase Cut/Triac ELV/0-10V/1-10V PWM/Potentiometer (5 in 1) Dimmable

PN: ED-30W-24V-TRIAC/DIM10

Model Input Voltage | Output Voltage | Wattage Max. Outtput Frequency Location Certificate
curren
ED-30W-24V-TRIAC/DIM10 | 100-277VAC 24v 30w 1.25A 50/60Hz ?Ar/iﬁgguj:: UL, cUL, FCC, Class 2, RoHS
Dimensions
OIENO
[e]
(=] (=
37" 1.5" & O
N
(o]
O 0.86"
! K 6.4" >l -
ED-30W-24V-TRIAC/DIM10
PN: ED-60W-24V-TRIAC/DIM10
Model Input Voltage | Output Voltage | Wattage M?:tr?eunttpm Frequency Location Certificate
ED-60W-24V-TRIAC/DIM10 | 100-277VAC 24v 60W 2.5A 50/60Hz ?/:/iﬁz?aﬁ.::: UL, cUL, FCC, Class 2, RoHS
Dimensions
7 r
QO < O
(=] ° O .ﬂ
3.7 ol
O O
° Ol |
: k 7.4” 5 v - 20.86"
ED-60W-24V-TRIAC/DIM10
PN: ED-96W-24V-TRIAC/DIM10
Model Input Voltage | Output Voltage | Wattage Max. Output | proquency Location Certificate
current
ED-96W-24V-TRIAC/DIM10 | 100-277VAC 24v 96W 4A 50/60Hz ?,;‘gﬁgg:;::: UL, cUL, FCC, Class 2, RoHS
Dimensions
7 r
Q- -0
= °lo — a
i [@0_00
° O ¢
k 8.6" > - 20.86"
ED-96W-24V-TRIAC/DIM10
impro in LED technology, all details are

elite
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LB1000-ST-HO
HIGH-OUTPUT LED Strip Light

—

By Elite Lighting

5in 1 Dimmable Driver RATED

CLASS 2

@ GLIISJQUS

Triac-Phase Cut/Triac ELV/0-10V/1-10V PWM/Potentiometer (5 in 1) Dimmable

PN: ED-192W-24V-TRIAC/DIM10

Model Input Voltage | Output Voltage Wattage Max. Output | Frequency Location Certificate
current
ED-192W-24V-TRIAC/DIM10 | 100-277VAC 24V 192w Multi 2X96W | 50/60Hz Dry, Damp, and UL, cUL, FCC, Class 2, RoHS
Wet locations
Dimensions
Q- O
[e]

i
~

IR Q0O 00

10.9" - 20.86"
. 2|
ED-192W-24V-TRIAC/DIM10
PN: ED-288W-24V-TRIAC/DIM10
Model Input Voltage | Output Voltage Wattage Max. Output Frequency Location Certificate
current
ED-288W-24V-TRIAC/DIM10 | 100-277VAC 24V 288W Multi 3X96W 50/60Hz ?/%322':5::: UL, cUL, FCC, Class 2, RoHS
Dimensions
7 r

O- O
s e r‘:& S

- 20.86"

i
~

O O

<

K 11.9 5 M
ED-288W-24V-TRIAC/DIM10
PN: ED-384W-24V-TRIAC/DIM10

Max. Output : e
Model Input Voltage | Output Voltage Wattage current Frequency Location Certificate
ED-384W-24V-TRIAC/DIM10 | 110-277VAC 24V 384W Multi 4X96W | 50/60Hz | DY Damp,and UL, cUL, Class 2, RoHS
Wet locations
Dimensions
O - = O
ol o olo = ,
5.5" ol
, s O 00000
° O
ke 12.7" 3 = 20.86"

impro

www. iuseelite.com

e!l te subject to change without notice. Consult factory for up to date information
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LB1000-ST-HO ; ; i
HIGH-OUTPUT LED Strip Light S in 1 Dimmable Driver RATED F@ ﬁ%‘“

CLASS 2

—

By Elite Lighting

Dimming Operation and Connecting Diagram

e Using two ways of dimming at the same time, you must be assured that LED lighting is up to the max. Brightness then
you could operate with the other dimming;

Triac & 0/1-10V -
. LEC
ve
v-  |—
Black
! N | W Dimmable LED Driver
r G Green
G= ‘ Purple | DIM+
Pink | DIM- |

e Using one dimming ---TRIAC/Phase cut dimming

1. The Pulse-Width Modulation (PWM) of output voltage can be adjusted through input terminal of the AC phase line(L) by connection
a phase /Triac dimmer or lighting system.

2. Working with forward phase, MLV and Reverse phase , ELV, TRIAC dimmers or light system.
Min. loading is about 10%

4. Please try to use dimmers with power at least 1.5 times as the output power of the driver.

Triac
T
") | B LEL
G= <sooo f L
L \ 4 L Black Blch ¥
‘ N | White Dimmable LED Driver
e G ree

G= ‘ Purple DIM+

vink | DIM =

® Using one dimming ---0-10/ 1-10V/ 10V PWM/ Potentiometer dimming

0-10V/10V PWM Lo
— r <c o>
L y LED
oL | H ‘ Red | V&  ——
) g L Black Black V- —
AC~ N ¢ } N | Whit Dimmable LED Driver
[ 6| Green
G= ‘ Purple | DIM+
1 Pink | DIM- |

Due to the ch of impro in LED technology, all details are

ellte Www.lTusee | ‘ J[ e.com subject to change without notice. Consult factory for up to date information
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LB1000-ST-HO . . .
HIGH-OUTPUT LED Strip Light 5in 1 Dimmable Driver RATED F(C: °@“s

By Elite Lighting CLASS 2 LISTED

0/1-10V

V+

OzZzr

DIM+
DIM-

1-10V / Potentiometer

= DIM+
DIM -

Dimmable LED Driver { 5in 1 Dimming ) 2 c
Triac/ Phase, 0-10V, 1-10V, Potentiometer, 10V PWM 5in 1 dimming RQLES? 9 top S0V R: t@lﬁ
ASTES
Constant Votiage (MUETI 2+ S6W) ! Conforms UL8750  Conforms FCC E£487641
Mode!: ED-192W-24V-TRIAC/DIM10 oMy Conforms CAN/CSA-C22.2 NO.250.13
X 2 e WARNING - Risk of Fire or Electric Shock
Input: 100-277V~2.3Amax. 50/60Hz A:0.95 e' lt Do not interconect output terminations
Output: 24V ==2x4A 192W (2x36W ) el ) AVERTISSEMENT - Risque d'incendie ou d'électrocution.
SUITABLE FOR DRY, DAMP AND WET LOCATIONS Ne pas interconnecter les terminaisons de softie
CONVIENT AUX EMPLACEMENTS SECS, HUMIDE ETMOUILLE CAUTION: More than ane power supply present
SRR ATTENTION: Plusieurs blocs sents yvp
INPUT XIMUM OF 12AWG THROUGH BRANCH CIRCUIT De 2"5{5”;
ACL ACN o UCTOR SUITABLE FOR 105 "C PERM w—‘v
(Black) (White) (Green) 7= g : .
° - . Dimmable LED Driver (5 in 1 Dimming )
Trinc se, 0-10V, 1-10V, Potentiometer, 10V PWM Sin 1 dimming = s
RATED
Constant Voitage CLASS 2 C USTED
= E487641
Model: ED-60W-24V-TRIAC/DINAG
Input: 100-277V~ 0.9Amax. RoHS SELV. - TYPEHL

0/60HZ ):0.95 - ™ Conforms ULE7S0 Gonforms FCC.
Output: 24V== 2.5A 60W Conforms CAN/CSA-C22.2 NO.250.13

‘SUSTABLE FOR DRY, DAMP AND WET LOCATIONS rrhap s SREANE
ekt i e e han ooa powe: suoply prosent
CONVIENT AUX EMPLACEMENTS SECS, HUMIDE ET MOUILL! ATTENTION:
Plasiears blocs ¢'alimontation sont présonts.

www.iuseelite.com WP

INPUT MAXIMUM OF 12 AWG THROUGH BRANCM GIRCUIT DIM OuTPUT
CONDUCTOR SUITABLE FOR 106 'C PERMITTED INBOX
ACL ACN Labote de jorction peut traverser e il 3 une lemoératurenomingle T~ ¥ LED= LEDH ~
(Siac )} (Greeny non infériewre 3 105 dogrés Celsius. L'
. inbbinor & 12 AWG pour le cie Dimmable LED Driver(5in 1 Dimming )
Triac/ Phase, 0-10V. 1-10V, Potentiometer, 10V PWM S in 1 dimming c@.ﬁ
Constant Voltage R{ﬁfg C
Model: ED-30W-24V-TRIAC/DIM10 E4sTcAT
Input: 100-277V~ 0.5A max. s i, RoHS  SELV TYPEHL
0160z 12095 (Y| (= S ——

Output: 24V=1.25A 30W o Gt e Cont CANICSA-C22.2N0.250.13

'SUITABLE FOR DRY. DAMP AND WET LOCATIONS _ -
CONVIENT AUX EMPLACEMENTS SECS. HUMIDE ET MOUILLE 13 Pon TSP prssen

Plusieurs blacs "alimentation sont orésents
P

‘www.iuseelite.com

INPUT MAXIMUM OF 12 AWG THROUGH BRANCH CIRCUIT D4 OUTPUT
P e () CONDUCTOR SUITABLE FOR 105 °C PERMITTED INBOX By
2 Lo bote de jonction peut Iraverser o il & une tompérature nominaie LED(LEDS,
(Black) (White) (Green]  1on inferieure & 105 Cegrés Celsius et.a un ciametre ce fl maxmal (PInk) (Purple) (Black}(Rec)
o e e Inferfeur & 12 AWG Do e circuit de cérivation. . .

Due to the changes of constant impro in LED technol all details are

gy,

elite WWW.iuseelite.com

subject to change without notice. Consult factory for up to date information
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Intertek

Constant Voltage TRIAC Dimmable Driver

PN: HBL040-AW-24-DA

Model Input Voltage Output Voltage Wattage Rated Current Frequency Location Certificate
HBL040-AW-24-DA |  120-277VAC 24vDC 40w 1.66A 50/60Hz Dryor ETL, Class 2
Damp location
TRIAC Dimming for 120VAC / Non-Dimming for 277VAC
PN: HBL060-AW-24-DA
Model Input Voltage Output Voltage Wattage Rated Current Frequency Location Certificate
HBL060-AW-24-DA | 120-277VAC 24VDC 60W 2.5A 50/60Hz Dryor ETL, Class 2
Damp location
TRIAC Dimming for 120VAC / Non-Dimming for 277VAC
PN:HBL096-AW-24-DA
Model Input Voltage Output Voltage Wattage Rated Current Frequency Location Certificate
HBL096-AW-24-DA | 120-277VAC 24VDC 96W 4A 50/60Hz Dryor ETL, Class 2
Damp location
DIMENSIONS TRIAC Dimming for 120VAC / Non-Dimming for 277VAC
/ \
>
2.76"
/ 2.76" O
I:
1.39"
b o)
J

PN:HBL150-AW-24-DI

6.97"

Model Input Voltage Output Voltage Wattage Rated Current Location Certificate
HBL150-AW-24-DI 120-277VAC 24VDC 150W 6.25A Dry or Damp location ETL, Class P
DIMENSIONS TRIAC Dimming for 120VAC / Non-Dimming for 277VAC
= =
o o 4
e 9 @
101" & 1.34"
I I t . . Due to the changes of constant improvement in LED technology, all details are
elite www iuseelite.com

cHorce

subject to change without notice. Consult factory for up to date information.
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Intertek

Connecting Diagram

AC .
- 2 o
L Brown ) Red + + ]
L ¢ Triac Driver  : BT
Ll -2 S N Blue Black ~ —
Triac Dimmer Lbrown "~ Red + + = ol
l Triac Driver H =TT T
. N BI Black - —
(Lutron & Clipsal — —
C-Bus System)
L Brown L Red + + I I
Triac Driver =T =1 7]
1 ¥ N Blue Black ° —
I
| LED
I
|
Ls
AC .
. - -
Ll v 4 L Brown ) Red + + ] N
¢ Triac Driver  : e
O N * N Blue Black ~ —
Triac Dimmer
L Brown Red + + Il>’} I’>’{ l’>{
. ¢ Triac Driver
(Lutron & Clipsal } e o d _ |
C-Bus System)
LBrownl . Red + + I
Triac Driver |
| ¥ N Blue Black ° —
I
| LED
|
|
I_ l L]
AC .
L > 2 2 o d
DL/SL1
LBrown . Ped + + =
[ ;  Triac Driver ¢ BT T
= . N Blue Black —
LUTRON
. . L Brown Red + + I |
Triac Dimmer . Triac Driver - =T =T T
r N Blue Black —
L Brown L Red + + D] e
:  Triac Driver  : =T =1 7]
1 ¥ N Blue Black ° —
|
| LED
I
I
I_ ]

Due to the changes of constant impr in LED technology, all details are

ellte Www.iuseelite.com subject to change without notice. Consult factory for up to date information.
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LB1000-ST-HO
HIGH-OUTPUT LED Strip Light

Controllers

lal Control

Click on the picture for detailed information.

LB-2830A

RF Single Color Controller

« Ultra-sensitive, high-strength glass touch panel features a color line for accurate,
fast, and precise brightness control.

* Control 4 different zones separately or synchronously with endless receivers
in each zone.
* Save 3 brightness or scenes for each zone.

* 256-level brightness adjustment for each white.

e Receivers can work with WiFi-RF converter after installing “Easylighting” app on 10S
and android systems.

Compatible with: LB-1009EAWI

TECHNICAL DETAILS

Output Signal RF Signal Certifications FCC / RoHS

Power Supply 12-24VDC Zones 4

Power Consumption <20 mA Frequency 916.5MHz

Operating Temperature 0-40°C / 32°F-104°F Surface Glass

Dimensions 4.7"X2.9"X1.1" Control Single Color

Mounting Wall Mount Warranty 5 Years limited warranty

Color White/Black
LB-2833-K5-MONO Single Color Dimmer

7 -
RF wireless Single Color Remote can control 1 zone of receiver. This single
color controller is compatible with all universal series RF receivers. One receiv-
er can be paired with a maximum of 8 remote controllers. This device contains
i a button lithium battery that should be stored and disposed of properly. DO NOT

Click on the picture for detailed information.

TECHNICAL DETAILS

expose the device to moisture.

Compatible with: LB-1009EAWI

Output Signal RF Signal Certifications FCC / RoHS
Power Supply 3V (CR2032 battery) Zones Control 1 Zone of receiver
Operating Temperature 0-40°C / 32°F-104°F Frequency 916.5MHz
Dimensions 2.5"X1.2"X0.35" Rated 1P20
Color White Warranty 5 Years limited warranty
elite www.iuseelite.com P iect 10 change withouk ntics. Const facony orup 1o dats mformation.


https://iuseelite.com/product/lb-2830a/
https://iuseelite.com/product/lb-2833n-k5-mono/

LB1000-ST-HO

HIGH-OUTPUT LED Strip Light

Controllers

-
| elites| "
Z| LB-1009EAWi X
. 38| LED CONTROLLER [[Ec)uchng] T‘,,;5;[:
: - 23]
PRI z
Uin=12-36VDC ez |2 GA[:
) | Learning lin=32.5A e £ &
- O O Switch SEC: = 2
= ‘ _ Reset Um:l:d);(;Z-JB)VDC ’”“‘T SBAE:
5 O Switch lout=4x 3%
OO e edx(06-288)W s
! ‘! TEMPRANGE%ZOTJ—‘EU“C aamin
i Suve X W
C€ RoHS & =

Click on the picture for detailed information.

LB-1009EAWI

The RGBW controller LB-1009EAWI is a 12-36 VDC constant voltage RF and WiFi controller
with 4 channel output, offering 8A per channel. It is compatible with a variety of RF remotes
and apps installed on iOS and Android systems, enabling control of single-color, dual-color
LEDs, and RGBW LEDs.

RF+WiFi Receiver/LED Controller 4Channels

Multiple zones can be controlled separately or synchronously with endless receivers in
each zone. Built-in changing patterns are available and can be saved to each zone. The
brightness of each R, G, B, W channel can be adjusted separately to achieve millions of
changing colors.

Thanks to the built-in WiFi to RF module, a significant advantage of this WiFi controller is its
compatibility with RF remotes and apps on iOS and Android systems directly, without the
need for a WiFi-RF converter.

A free app is available (Easylighting) from the App Store and Google Play. Simply download
it on your iOS or Android device, then search and connect your mobile device WLAN to the
WiFi controller network.

TECHNICAL DETAILS

Input Voltage 12-36 VDC Frequency 869.5/916.5/434mhz
Output Current 4x8A Certifications FCC / RoHS

Output Power 4x(96-288)W Color White

Dimensions 6.6"X2.3"X1.1" Warranty 5-Years limited warranty

IP66
High Efficiency
High Power Factor

LED25W-24 (Power Supply) Optional for Wall Controller

Total Power: 25 Watts
Input Voltage: 100-277 VAC
UL Dry & Damp Location Rated

Analog Dimming (0-10V)
Black Magic Thermal Advantage, Plastic Housing

GUIDE DIAGRAM
Static White

. . Wall Controller DMX Decoder Tape Light
. Static White : RF RF
. © LB-2830A or LB-1009EAWI LB1000-ST-HO
. ‘LB-2833-K5-MONO
24 Volt Power Supply PSU 96-288W
LED25W-24 Constant Voltage
H B Due to the changes of constant improvement in LED technology, all details are
el Ite Www.lusee | I t e.com subject to change without notice. Consult factory for up to date information


https://iuseelite.com/product/lb-1009eawi/

