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Features: Electrical:
:: Pre-applied 3M tape allows for fast, hassle free installation :: Elite LED tape light is offered with a 65W 24V driver (LB100-DR-24V-65W) that
:: Field cuttable every 2” or 3 LED’s. can power one run up to 32’
.2 Available in Warm White 3000K, Cool White 6500K. :: Maximum continuous run of 32", LED
:: Low profile for discreet locations. :: Forward Voltage Drop: 1.92-2.2 V
:: Easy connectors allow for simple plug and play installation. TAPE
:: UV rays and infrared wavelength are non existent.

:: Sold in 32’ rolls.
= Highly efficient 127 Lumens PER/ FT for white LEDs.
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TWPE GOLOR  VOLTAGE  CURRENT(MA) POWER (W/FT) COLORTEMP. VIEWANGLE LWFT #OFDIODESFT ACGESSORES -
L B102-30F-65K (OCOOL WHITE 24V DC <1200 <15 6500K 120° 127 36 LB102-ACC-3 Coupling =
LB102-30F-30K (OWARM WHITE | 24V DC <1200 <15 3000K 120° 109 36 LB102-ACC-4 4" interconnector o
LB102-ACC-5 24" interconnector I
L B102-ACC-6 48" interconnector =
LB102-ACC-7 60" interconnector
LB102-ACC-8 4" Power Connector
L B102-ACC-9 24" Power Connector
LB102-ACC-10 48" Power Connector
LB102-ACC-11 60" Power Connector
EUM-LED-DRIVER-65W-24V  65W Plug-in driver

Due to the changes of constant improvement in LED technology, all details are subject to change without notice. VLM
Consult factory for up to date information. e \:






