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The strip light comes with a 12 ft standard length power cable with anti-wicking, attached to one side. The strip light is IP68 rated, but the connector and wire are IP64.

Average Life (L70) 50,000 hours�

40 PC clips INCLUDED

Power
Voltage
CRI

LED’s Qty
Max Run(ft)

Cutting Length
Dimensions
Working Temp.

 

FEATURES

Max run up to: 32.8 ft /Class 1/
Wet Location (IP68) / Maximum immersion depth: 6.5 ft

FPC Material: Copper + PI film 

Color Temp.

2700K
3000K
3500K
4000K

90+ CRI
Side bend

The strip light is IP68 rated, but the connector and wire are IP64

3 W/ft lm/W

130 lm/ft
135 lm/ft
140 lm/ft
150 lm/ft

42 lm/W
44 lm/W
46 lm/W
50 lm/W

24V
DC

MOUNTING ACCESSORIES

LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

TECHNICAL DETAILS

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

08/12/2026

TECHNICAL DETAILS

3 W/ft
24V
90+

73/ft
32.8 ft

Every 3.94” – Not Field Cuttable
W0.41” X H0.59”

-10°C to +45°C (14°F to +113°F)

 

Swimming Pool LED Strip Light

LB8000-PL-SB-ST-CLIP LB8000-PL-SB-ST-PEXTR 

The Swimming Pool Side Bend Strip Light is a versatile, waterproof 
lighting solution designed for pool and outdoor applications. It offers 
four selectable color temperatures—2700K, 3000K, 3500K, and 
4000K—allowing you to customize the ambiance and create stunning 
lighting effects to enhance any pool environment.

Its waterproof design ensures durability and reliability, even when 
submerged up to a depth of 6.5 feet. With easy mounting options on pool 
edges, decks, or landscaping features, it's ideal for both residential and 
commercial installations. Applications include outdoor and wet 
locations, cove lighting, architectural accents, handrails, and wet bars.

PC Clips

0.76” 0.67”

0.52”

Screws & Wall Plugs included.

PC Panel-Wall Extrusion

Length 4ft / 8ft
Transparent PC

-/+180
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90

120

150-150

-120

-90

-60

-30

UNIT:cd

C0/180,112.5 Ic=159.9

UNIT:cd

C30/210,112.3 Ic=157.7

UNIT:cd

C60/240,111.9 Ic=156.7

UNIT:cd

C90/270,111.1 Ic=156.0

AVERAGE BEAM ANGLE(50%):111.9 DEG

0

40

80

120

160

200

1m 283.54cm49.55,159.9lx

2m 567.07cm12.39,39.97lx

3m 850.61cm5.505,17.76lx

4m 1134.14cm3.097,9.992lx

5m 1417.68cm1.982,6.395lx

6m 1701.21cm1.376,4.441lx

7m 1984.75cm1.011,3.263lx

8m 2268.28cm0.7742,2.498lx

9m 2551.82cm0.6117,1.974lx

10m 2835.36cm0.4955,1.599lx

Height Eavg,Emax DiameterAngle:109.60deg

Flux out:317.5 lm

Maximum immersion depth: 6.5 ft
years warranty
5

Experience unparalleled performance with our 
precision-engineered, high-quality Lumi-PRO 
LB8000-PL-SB-ST LED Strip Light, meticulously 
designed to meet the demands of the most 
challenging applications.

UL 676

POOL-SPA

LUMINOUS DISTRIBUTION DIAGRAM

NOT FIELD-CUTTABLE. FACTORY CUT ONLY. �

Warranty:  5-year warranty for parts and components (labor not included)

DIMENSIONS / For detailed dimensions, please refer to the following page.

1.1” - 30mm 0.59” - 15mm

0.84” - 21.5mm

0.7” - 20mm

12 ft

Side-View



Side-View 0.7” - 20mm
0.59” - 15mm

0.84” - 21.5mm0.84” - 21.5mm

The pool tape light is IP68 rated for wet locations and is submersible up to 2m (6.5 ft), but the connectors 
are rated IP64.

Connector Caution:
Not intended for long-term submersion or submersion deeper than 2m.
Not suitable for use in swimming pools or other water features where humans and/or animals may enter the water.
Not suitable for exposure to chemicals or salt.

A If the wiring terminals in area A do not meet the IP68 
waterproof rating, ensure that the wiring terminals in area A 
are kept in a dry environment to maintain the waterproof 
rating of the entire strip light

A

Front-View

Power cable exiting from the bottom side

0.7” - 20mm

0.65” - 16.5mm

0.41” - 10.5mm

32.8 ft

1.18” - 30mm

Ø0.55” - Ø14mm 

0.84” - 21.5mm

1.4” - 35.8mm

The dotted line area represents the IP68 waterproof safety 
zone. If the tape light or wire within this area is damaged, the 
IP68 waterproof rating will no longer be effective.

Standard Option

30

Cable out from the side

Power cable exiting from the front side

Front-View

Side-View

1.97” - 50mm

Ø0.55” - Ø14mm 

0.81” - 20.8mm

1.9” - 48.3mm

0.84” - 21.5mm

0.41” - 10.5mm
0.7” - 20mm

0.65” - 16.5mm

0.59” - 15mm

0.84” - 21.5mm

Consult factory for this option

LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m



LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

2.The LED Drivers, controllers, and receivers are not IP68 rated.

1. Any custom lengths should be made at the factory, as cutting the tape light in the field 
will damage its IP68-rated protection.The strip light is IP68 rated, but the connector and 
wire are IP64.

ORDERING SELECTION

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

Example: LB8000-PL-SB-ST-3W-33F-27K-24V

SERIES

LB8000-PL-SB-ST 24V - 24V  3W 3W/ft

WATTAGE VOLTAGECCT

2700K
3000K
3500K
4000K

27K
30K
35K
40K

-
-
-
-

LB8000-PL-SB-ST-CLIP
LB8000-PL-SB-ST-PEXTR4

LB8000-PL-SB-ST-PEXTR8

PC Clip
Transparent Panel-Wall Extr
4 ft length
Transparent Panel-Wall Extr
8 ft length
 

-
-

-

ACCESSORIESLENGTH

33F
CUS

-
-

 -
DRIVER

Refer to the 
next pages

for available 
options.

33ft Roll
Custom

(Cutting length
      every 3.94”)

CONTROLLERS 

RF single color controller
RF single color dimmer
Power supply
RF+WiFi receiver

LB-2830A
LB-2833N-K5-MONO

LED25W-24
LB-1009EAWI

-
-
-
-

1

2

2

UL 676

POOL-SPA



LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

NO

OK OK

NO

Minimum Bend Diameter

Bend diameter: 240mm / 9.4”

Bend diameter: 240mm / 9.4”

Wire tesion:Max. 35 lbs

DO NOT TWIST. 



LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

  SCREWDRIVER HAMMER

Transparent Panel-Wall Extrusion

Installation tools

Note:

1

2

3

4

12"

12"

Mark the mounting locations for the LED strip clips at 12-inch intervals (recommended). Drill the 
mounting holes using Drill Bit A. Install the LED strip approximately 18 inches below the water 
surface. Before drilling, verify that the wall can be safely drilled. If drilling is not possible, provide 
a recessed mounting location or an alternate mounting surface on the pool wall or adjacent to the 
pool for the LED strip installation.

Align Mounting Groove D with the 
plug hole, then secure it using 
Screw E and Screwdriver F.

Insert Wall Plug B into the drilled hole, then tap it 
into place using Hammer C until it is flush with the 
wall.

Unless the luminaire is installed in a non-swimming area of the pool and the lens is adequately protected to prevent contact by any person, the luminaire shall be installed 
in or on the pool wall. The top of the lens opening shall be at least 457 mm (18 in.) below the normal water level of the pool.

 

G

D

RUBBER PLUGSCREW

Length 4ft / 8ft
Transparent PC Panel-Wall Extrusion

1.
22

”� 0.
63

”�

0.38”�

0.52”�

PC Panel Installation

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m



 

WALL CONTROLLER
LB-2830A 

LED25W-24 ( Power Supply)
(Optional for wall controller)

Output Signal RF Signal   
Power Supply 12-24 DC 

4X(96-288)W

LB-1009EAWi  

Input Voltage 12-36 VDC  

Output Current 4x8A

Output Power 

Dimensions 6.6”X2.3”X1.1”

ED-288W-24V-TRIAC-DIM10 ED-384W-24V-TRIAC-DIM10

LB-1009EAWi 

Power Supply

Static White / Wall Controller (RF Signal) 

th
gi

L 
ep

aT
 D

EL
Wall Control

LED Receiver

Control 4 zones.

This solution enables the strip light to function with a wall controller (RF signal). It includes the following components:

Driver – Powers the strip light.
Receiver – Receives signals from the wall controller to control the strip light.
Wall Controller (RF Signal) – Used to control the strip light remotely.
LED25W-24 Power Supply – Connected to the wall controller to convert the 120V AC from the wall outlet to 24V DC, which is necessary for the 
controller to function.

This configuration ensures seamless control of the strip light while maintaining the necessary power conversion and signal reception.

ED-96W-24V-TRIAC-DIM10

ED-192W-24V-TRIAC-DIM10

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

LB8000-PL-SB-ST

Components Diagram LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light



LB8000-PL-SB-ST

Components Diagram LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

ED-192W-24V-TRIAC-DIM10 ED-288W-24V-TRIAC-DIM10 ED-384W-24V-TRIAC-DIM10

WALL DIMMER CONTROLLER
LB-2833N-K5-MONO 

 

Output Signal RF Signal   
Power Supply 3V (CR2032 battery) 

Control 1 zone.

 

4X(96-288)W

LB-1009EAWi  

Input Voltage 12-36 VDC  

Output Current 4x8A

Output Power 

Dimensions 6.6”X2.3”X1.1” LB-1009EAWi 

Power Supply

Static White / Wall Dimmer Controller (RF Signal) 

th
gi

L 
ep

aT
 D

EL
Wall Control

LED Receiver

This solution enables the strip light to function with a wall dimmer controller (RF signal). It includes the following components:

Driver – Powers the strip light.
Receiver – Receives signals from the wall dimmer controller to control the strip light.
Wall Dimmer Controller (RF Signal) – Used to control the strip light remotely, powered by a 3V CR2032 battery.

This configuration ensures seamless control of the strip light while maintaining the necessary signal reception.

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m



5 in 1 Dimmable Driver  RATED
CLASS 2

LB8000-PL-SB-ST
LED Strip Light

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

Triac-Phase Cut/Triac ELV/0-10V/1-10V PWM/Potentiometer (5 in 1) Dimmable

11.9”

Dimensions

Dimensions

Dimensions

5.5”

4.3”

4.3”

Model Input Voltage Output Voltage

100-277VAC    24V 192W

Wattage 

PN: ED-192W-24V-TRIAC/DIM10

   Multi 2X96W

Max. Output
current 

Location

Dry, Damp, and
Wet locations

Certificate

UL, cUL, FCC, Class 2, RoHS

Model Input Voltage Output Voltage

100-277VAC    24V 288WED-288W-24V-TRIAC/DIM10

Wattage 

PN: ED-288W-24V-TRIAC/DIM10

   Multi 3X96W

Max. Output
current 

Location

Dry, Damp, and
Wet locations

Certificate

UL, cUL, FCC, Class 2, RoHS

   Multi 4X96W

Model Input Voltage Output Voltage

110-277VAC 24V 384WED-384W-24V-TRIAC/DIM10

Wattage Location

PN: ED-384W-24V-TRIAC/DIM10

Max. Output
current 

Dry, Damp, and
Wet locations

Certificate

UL, cUL, Class 2, RoHS

ite cable to N of Mains AC.

ble (-) to LED Negative side (-).

l(+ ), Pink cable DIM (-) to 0/1-10V dimmer signal (-).

correct connection.

ll not function correctly and could be damaged.

m ²

(A) = 1mm ² x 10A/mm ²=10A

10.9”

1.7”

Ø0.86”

1.7”

Ø0.86”

12.7”

Mechanical Specification

1.8”

Ø0.86”

Frequency

50/60Hz

Frequency

50/60Hz

Frequency

50/60Hz

ED-192W-24V-TRIAC/DIM10

ED-192W-24V-TRIAC/DIM10

ED-288W-24V-TRIAC/DIM10

ED-384W-24V-TRIAC/DIM10



Ultra-sensitive, high-strength glass touch panel features a color line for accurate, 
fast, and precise brightness control.

Control 4 different zones separately or synchronously with endless receivers 
in each zone.  
Save 3 brightness or scenes for each zone. 
256-level brightness adjustment for each white. 

Receivers can work with WiFi-RF converter after installing “Easylighting” app on IOS 
and android systems.   

TECHNICAL DETAILS

RF Single Color ControllerLB-2830A

Wall Control

Single Color DimmerLB-2833N-K5-MONO

TECHNICAL DETAILS

Output Signal RF Signal   

Power Supply 12-24 VDC 

Power Consumption <20 mA 

Operating Temperature 0-40°C / 32°F-104°F

Dimensions 

Mounting 

4.7”X2.9”X1.1”

Wall Mount

Color White

Certifications FCC / RoHS

Zones  4

Frequency   

Surface   

916.5MHz

Glass 

Warranty   5 Year-limited warranty

Control   Single Color

RF wireless Single Color Remote can control 1 zone of receiver. This single 
color controller is compatible with all universal series RF receivers. One receiv-
er can be paired with a maximum of 8 remote controllers. This device contains 
a button lithium battery that should be stored and disposed of properly. DO NOT 
expose the device to moisture.  

Output Signal RF Signal   

Power Supply 3V (CR2032 battery) 

Operating Temperature 0-40°C / 32°F-104°F

Dimensions 2.5”X1.2”X0.35”

Color White

Certifications FCC / RoHS

Zones  Control 1 Zone of receiver 

Frequency   

Rated    

916.5MHz

IP20

Warranty   5 Year-limited warranty

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m

Controllers LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light



Controllers LB8000-PL-SB-ST
Lumi-PRO/Swimming Pool, Side Bend-Static White LED Strip Light

LB-1009EAWI
The RGBW controller LB-1009EAWI is a 12-36 VDC constant voltage RF and WiFi controller 
with 4 channel output, offering 8A per channel. It is compatible with a variety of RF remotes 
and apps installed on iOS and Android systems, enabling control of single-color, dual-color 
LEDs, and RGBW LEDs.

Multiple zones can be controlled separately or synchronously with endless receivers in 
each zone. Built-in changing patterns are available and can be saved to each zone. The 
brightness of each R, G, B, W channel can be adjusted separately to achieve millions of 
changing colors.

Thanks to the built-in WiFi to RF module, a significant advantage of this WiFi controller is its 
compatibility with RF remotes and apps on iOS and Android systems directly, without the 
need for a WiFi-RF converter.

A free app is available (Easylighting) from the App Store and Google Play. Simply download 
it on your iOS or Android device, then search and connect your mobile device WLAN to the 
WiFi controller network. 

Input Voltage 12-36 VDC  

Output Current 4x8A

Output Power 4x(96-288)W

Dimensions 6.6”X2.3”X1.1”

Color White

Certifications FCC / RoHS

Warranty   

869.5/916.5/434mhzFrequency

RF+WiFi Receiver/LED Controller 4Channels 

TECHNICAL DETAILS

5-Year limited warranty

Optional for Wall ControllerLED25W-24 (Power Supply)
Total Power: 25 Watts
Input Voltage: 100-277 VAC
UL Dry & Damp Location Rated
IP66
High Efficiency
High Power Factor
Analog Dimming (0-10V)
Black Magic Thermal Advantage‚ Plastic Housing

Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information.w w w . i u s e e l i t e . c o m


