
Indoor/Outdoor Linear LED Wall Grazer / Wall Washer / Cove Luminaire
LSWG2-WL50
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DIMENSIONS

LENGTH

1’

3’

4’

WATTAGE

9W

27W

36W

LUMENS

1100lm/ft

2’ 18W 2200lm/ft

3300lm/ft

4400lm/ft

Lumens are based on 15° at 3000K. Actual wattage may vary +/- 5%.
Lumen output increases with narrower beam angles and higher CCT, and decreases with wider angles and lower CCT.

Due to the constant improvement in LED technology, all details are subject
to change without notice. Consult factory for up-to-date information.

LSWG2-WL50 delivers refined architectural illumination with a balance of power, 
precision, and flexibility. Designed for effortless integration in both interior and 
exterior spaces, it brings sculptural light to life across walls, coves, and facades.
A 0–90° tilt and curated beam angles invite designers to craft everything from 
subtle grazes to bold washes of texture and depth. High-efficiency output ensures 
luminous impact, while optional anti-glare louvers provide visual comfort. Housed
in a robust, architectural-grade aluminum body and IP66-rated, the LSWG2-WL50 
endures with elegance.

Also available in additional widths: 1.29" and 2.36" to suit varying design needs.

FEATURES

IP66

27K, 30K, 35K, 40K, 50K, 65KCCT

85+ Standard, or optional 90+CRI

2-Step MacAdam EllipseCOLOR QUALITY

Flicker Free 1% Dimming Standard (DIM10),
DIMTR, DALI (DALI excluded for 1 ft length)

DIMMING

Surface Mount, Wall Mount, SpikeMOUNTING

120-277VAC 50/60HzVOLTAGE

LENGTHS 1’, 2’, 3’, 4’

FINISH White (WH), Bronze (BZ), Black (BK), Silver (SI)

-20ºC (-4ºF) to 50ºC (122ºF)WORKING TEMPERATURE

L70 AT 50,000 HoursLIFETIME

8°, 13°, 10x40, 15x60WALL GRAZE OPTICS

20° , 25°, 35°, 55°WALL WASH/COVE OPTICS

1100 lm/ftLUMENS

1’ (11.81"), 2’ (23.98"), 3’ (35.59"), 4’ (47.01")

Available Lengths

3.75"6.30"

2.96"

2.58"

1.97"

Parameter Specification

Default Spacing 

Extended Spacing Options

Nominal 0.79” (± tolerance) 

1 - Use Standard Interlink Cable Length (11.81”, 78.74”, 236.22”) 
2 - Customize Interlink Cable Length
3 - Customize Loop-in Cable

Spacing And Cable Management
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W/ft

9W 120V 1080W 30 (4’) Fixtures 65.5’

Voltage Max Power Max No. of 4’ Fixtures
Max. Cable Length

(Leading + Interlink)

MAXIMUM DAISY CHAIN LIMITS 

OPTICS

CONSTRUCTION

Constructed with optical-grade PMMA lenses, the fixture ensures superior light 
transmission, clarity, and durability. This high-quality material maintains optical 
performance over time, offering excellent resistance to UV radiation and 
yellowing—ideal for precision wall grazing and wall washing in both indoor and 
outdoor environments.

Luminaire available in 1100lm/ft (at 85+ CRI) or 900lm/ft (at 90+ CRI) in color 
temperatures ranging from 2700K-6500K for warm or cool atmospheres.

Optical Distribution Options:

Engineered for precision lighting effects, this luminaire is available with a range of 
high-performance optics to suit a variety of architectural applications:

Wall Graze Optics: 8°, 13°, 10×40°, 15×60° – Ideal for emphasizing surface textures, 
creating dramatic vertical highlights, and enhancing architectural detail.

Wall Wash / Cove Optics: 20°, 25°, 35°, 55° – Designed to deliver smooth, uniform 
illumination across flat surfaces and ceilings for general wall-washing and
ambient uplighting.

Constructed from 6063 high-density extruded aluminum alloy, this fixture offers 
superior strength, corrosion resistance, and thermal conductivity—ideal for both 
indoor and outdoor wall grazing or wall washing applications. The use of 6063 
aluminum ensures excellent heat dissipation and structural integrity, contributing to 
long-term durability and consistent performance in demanding environments.
Available in white, bronze, black, and silver finishes.

INSTALLATION
Designed for both indoor and outdoor applications, this fixture supports mounting 
heights from 8' to 50', making it suitable for a wide range of installations. It comes 
standard with the WL50-FF 0°–90° adjustable bracket and is also compatible with the 
WL50-ML 0°–70° and WL50-MA 0°–55° brackets for added aiming flexibility. 
Additional mounting options include the WL50-DLWMB adjustable arm extension
and the WL50-BLMBA-SPIKE spike mount, both of which are sold separately to
accommodate specialized site conditions.

MOUNTING
Designed for surface and wall-mounted applications, the fixture features integral 
mounting brackets with adjustable, lockable aiming from 0° to 90° in precise 
increments. This allows for flexible positioning to achieve optimal lighting angles for 
wall grazing, wall washing, or cove illumination across a variety of architectural 
environments.

OPTIONS & ACCESSORIES
Options include leading cables for primary power input, interlink cables for connecting 
multiple units, junctions for branching configurations, and termination caps to seal 
unused ports. These components are available separately to provide flexibility for 
various site conditions.
Accessory options are available to enhance performance and adapt to site-specific 
needs. Optional louvers help control light distribution and minimize glare—choose the 
WL50-SYM-L for symmetric light patterns or the WL50-ASYM-L for asymmetric 
forward-throw performance. Both accessories are sold and shipped separately, 
offering added flexibility for various applications.

DIMMING & DRIVER INFORMATION

WARRANTY
5-year warranty for parts and components (labor not included).

LISTINGS
ETL certified.
IP66 Rated.
Suitable for Wet Location.
RoHs compliant – Contains no mercury or lead.

DIM10 - 0-10V dimming down to 1% of initial lumens, standard.
DIMTR - Triac & ELV (Electronic low voltage) dimming. Available in 120V.
DALI - DALI DT6, dimming down to 1%. Not available in 1’ lengths.

Indoor/Outdoor Linear LED Wall Grazer / Wall Washer / Cove Luminaire
LSWG2-WL50

Example: LSWG2-WL50-LED-1-1100L-DIM10-MVOLT-40K-85-35-BK

SERIES CCT

LSWG2-WL50-LED MVOLT
120-277V

120V
(120V OPTION)

DIM10
(0-10V Dimming)

DIMTR
(TRIAC & ELV

available in 120V)
DALI

(DALI EXCLUDED
FOR 1 FT LENGTH)

1’
2’
3’
4’

27K
30K
35K
40K
50K
65K

CRI

85+
90+

LSWG2-WL50

LENGTH

1100L
(lm/ft)

LUMENS DIMMING VOLTAGE FINISH

BZ - Bronze
BK - Black
WH - White
SI - Silver

MOUNTING

WL50-FF
0°-90° Adjustable Bracket
(STANDARD, LEAVE BLANK)

WL50-ML
0°-70° Adjustable Bracket
(SOLD SEPARATELY)

WL50-MA
0°-55° Adjustable Bracket
(SOLD SEPARATELY)

WL50-DLWMB
Adjustable Arm Extension
(SOLD SEPARATELY)

WL50-BLMBA-SPIKE
Spike Mount
(SOLD SEPARATELY)

WL50-SYM-L
Symmetric Louver

WL50-ASYM-L
Asymmetric Louver

(LOUVER ACCESSORIES
SHIP PRE-INSTALLED)

ACCESSORIES

ECACF–(LENGTH)–3PIN
3-pin Power Lead-in
(TRIAC & ELV)

ECACF–(LENGTH)–6PIN
6-pin Power and Data
Combined Lead-in
(0-10V, DALI)

ECDCF(SHIELD)–(LENGTH)–3PIN
3-pin Signal Lead-in
(TRIAC & ELV) 

ECACL–(LENGTH)–3PIN
3-pin Power Extension
(TRIAC & ELV) 

ECACL–(LENGTH)–6PIN
6-pin Power Extension
(0-10V, DALI)

AC–P–INJECT–636
3-pin Power Injector
(TRIAC & ELV)

AC–LEADIN–336
6-pin Power and Signal
Combined T-joint
(0-10V, DALI)

ENDCAP–AC–3PIN
3-pin IP Rated End Cap
(TRIAC & ELV)

ENDCAP–AC–6PIN
6-pin IP Rated End Cap
(0-10V, DALI)

OPTIONSDISTRIBUTION

20°
25°
35°
55°

(WALL WASH/COVE)

8°
13°

10°x40°
15°x 60°

(WALL GRAZE)
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MOUNTING ACCESSORIES (SOLD SEPARATELY)

70° Mount
WL50-ML

55° Mount
WL50-MA

1.61”

1.
18

”

70°

1.97”

3.
50

”

2.
64

”

1.97”

3.
50

”

2.
64

”
1.97”

1.
18

”

0.098”

0.098”

55°

MOUNTING (STANDARD, INCLUDED)

Rotation Angle Height SpecificationsDrilling Template

90° Mount
WL50-FF

90°

2.58” 0.098”

1.
97

”

1.97”

2.
96

”

2.
64

”

RECOMMENDED DISTANCES

Back Distance Purpose Best Use

0.78” - 1.96”

1.96” - 3.93“

3.93” - 7.87”

Narrow Distribution, Smooth Surfaces

Textured Walls

Even Distribution

Cove

Wall Graze

Wall Wash

Recommended setback distances are intended as general guidelines.
Actual placement may vary based on wall texture, height, and desired lighting effect.
On-site adjustments are recommended to achieve optimal results.

Back Distance 

Indoor/Outdoor Linear LED Wall Grazer / Wall Washer / Cove Luminaire
LSWG2-WL50
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ANTI-GLARE ACCESSORIES - LOUVERS (SOLD SEPARATELY)

Symmetrical Louver
Part Number: WL50-SYM-L

Asymmetrical Louver
Part Number: WL50-ASYM-L

2.12”

3.
75

”

0.
78

”

2.12”

3.
75

”

0.
78

”

0.
78

”
0.

78
”

MOUNTING ACCESSORIES CONT. (SOLD SEPARATELY)

Adjustable Arm Extension Spike Mount
Part Number: WL50-BLMBA-SPIKE

1.
97

”

12.05”

Adjustable Arm Extension
Part Number: WL50-DLWMB

5.91” 9.01”

13.98” 22.05”

5.11”

4.33”

4.
72

”

3.
94

”

Indoor/Outdoor Linear LED Wall Grazer / Wall Washer / Cove Luminaire
LSWG2-WL50
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INTERLINK CABLE (SOLD SEPARATELY)

3-pin Power Extension 
Dimming: TRIAC
Length: 0.98’, 6.56’, 19.66’  
Part Number: ECACL–(LENGTH)–3PIN
• PLEASE SPECIFY THE LENGTH

6-pin Power Extension 
Dimming: 0-10V, DALI
Length: 0.98’, 6.56’, 19.66’
Part Number: ECACL–(LENGTH)–6PIN
• PLEASE SPECIFY THE LENGTH

LEAD-IN CABLE (SOLD SEPARATELY)

3-pin Power Lead-in
Dimming: TRIAC, ELV
Length: 0.98’, 6.56’, 19.66‘, 49.21’ 
Part Number: ECACF–(LENGTH)–3PIN
• PLEASE SPECIFY THE LENGTH

6-pin Power and Data Combined Lead-in 
Dimming: 0-10V, DALI
Length: 0.98’, 6.56’, 19.66‘, 49.21’ 
Part Number: ECACF–(LENGTH)–6PIN
• PLEASE SPECIFY THE LENGTH

JUNCTIONS & TERMINATION (SOLD SEPARATELY)

CABLE CORE COLOR CODING

6-pin Power and Signal Combined T-joint  
Dimming: 0-10V, DALI
Part Number: AC–LEADIN–336

3-pin IP Rated End Cap
Dimming: TRIAC, ELV
Part Number: ENDCAP–AC–3PIN

6-pin IP Rated End Cap
Dimming: 0-10V, DALI
Part Number: ENDCAP–AC–6PIN

3-pin Power Injector 
Dimming: 0-10V, DALI
Part Number: AC–P–INJECT–636

CABLE

Power Lead In/
Power Extension Cable 

Data Lead In 

Power and Data
Power Combine

FUNCTION CORE WIRE SIZE

L (live)

N (Neutral) 

GND (Earth)

DIM+

DIM-

N/A

L (live)

N (Neutral) 

GND (Earth)

DIM+

DIM-

N/A

Black

White

Green

Purple

Pink

Yellow

Black

White

Green

Purple

Pink

Yellow

16AWG 

16AWG 

16AWG 

20AWG

20AWG

20AWG

16AWG

16AWG

16AWG

20AWG

20AWG

20AWG 

Indoor/Outdoor Linear LED Wall Grazer / Wall Washer / Cove Luminaire
LSWG2-WL50

END CAP (SOLD SEPARATELY)
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Indoor/Outdoor Linear LED Wall Grazer / Wall Washer / Cove Luminaire
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LSWG2-WL50-LED-2-1100L-DIM10-MVOLT-40K-85-20-BK

LSWG2-WL50-LED-2-1100L-DIM10-MVOLT-40K-85-25-BK
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LSWG2-WL50-LED-2-1100L-DIM10-MVOLT-40K-85-35-BK

LSWG2-WL50-LED-2-1100L-DIM10-MVOLT-40K-85-55-BK


