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2016 TITLE

NON RESIDENTIAL 
LIGHTING

CAN BE USED TO COMPLY WITH 

LUMENS PER FOOT

CCT & TECHNOLOGIES

PHOTOMETRIC TESTS

LIFETIME

EMERGENCY (REMOTE)

DIMMING & CONTROLS

COLOR QUALITY

CRI

500, 750, 1000, 1200

2700K, 3000K, 3500K, 4000K, 5000K

In Accordance w/IES LM79-08, LM-80, and TM-30, TM-21

L70 > 60,000 hour reported lifetime
L70 > 200,000 hour calculated lifetime

10W - Up to 1000L Output (Bodine BSL310)
20W - Up to 2000L Output (Bodine BSL20)

0-10V Flicker Free 1% Dimming Standard (DIM10), DALI-2

2 Step MacAdam Ellipse

90+

1.3”

2’, 4’, 8’, Continuous in 1” increments

Suspended

4”, 6”, 8”, 12”, 16”

Continuous Run, *for shape options, refer to Verse spec sheets*

Diffuser, Louver, Frosted Block Diffuser,
Micro Linear Distribution: 12º, 24º, 34º, 48º

Refer to SoftSense Material Color Chart   ( P.5 )

WH (White), BK (Black), SI (Silver), Custom RAL

WIDTH

LENGTHS

MATERIAL COLORS

FIXTURE FINISH

DISTRIBUTIONS

CONFIGURATIONS

MOUNTING

HEIGHTS

“Stanza” family consists of acoustic suspended linear fixtures. Our OMLS acoustic 
wrapped fixture gives you continuous, uniform, and glare-free illumination with the 
added advantage of sound absorption. The slim profile allows for seamless integration 
between baffles, creating a sophisticated and uniform look for modern interiors.
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CONSTRUCTION
Luminaire - One-piece rigid aluminum extrusion, made of T6063-T5 
aluminum, with cast aluminum end caps. A precision cut, smooth white 
extruded frosted lens with snap in design attaches firmly into the grooves of 
the body and can be easily removed for access to the driver and LED boards.
End Cap - Quality flat endcaps made with extra durable and corrosion 
resistant diecast aluminum. Prevents 100% of light leakage.
Joining Kit - Intuitive internal wire connectors make installation and mainte-
nance easy. Comes standard in every fixture at no extra cost.
Acoustic - Minimizing hardware and allowing ease of removal, our acoustic 
slips over the luminaire and sits on top of the fixture from the inside with the 
help of gravity.

CRM INSTALLATION  - continuous row mounting
The first luminaire in the row will always be the power supply feed. After 
plugging in the male and female harnesses, which are supplied with each 
luminaire, they will easily slide together. Then secure with two screws from 
opposite directions in the connecting brackets. This allows the luminaires to 
be continuously connected by only removing the lenses. There is no need to 
remove any other parts in the fixture to install the continuous run. Make sure 
to add the acoustic as your last step before suspending the product to your 
desired height.

ACOUSTIC MATERIAL - 9mm / 0.35” Thickness
Due to variations in production batches, slight color differences may occur in 
the acoustic material. While we strive for consistency, exact color matches 
cannot be guaranteed.

Our panels come in 4’ x 8’ and are made from 100% polyethylene 
terephthalate (PET), with 50% post-consumer recycled material. PET is a 
moisture resistant green product with no added chemicals, binders, 
adhesives or dyes.

ACOUSTIC PANEL PERFORMANCE - 4’ x 8’ Panels
Acoustic performance of specific fixture / product will greatly vary based on 
mounting, installation, and configuration in a space. 

Noise Reduction Coefficient (NRC) - 0.75
Weighted Sound Absorption Coefficient - aw = 0.85

NRC is a widely used standard to test sound absorption for 2-dimensional 
objects. It is the average absorption coefficient obtained from four key 1/3 
octave frequencies: 250, 500, 1000, 2000 Hz.

OPTICS & PERFORMANCE
Fabricated from 20-gauge aluminum with mitered corners and post-painted 
with 95% reflective premium paint. The optical system delivers high efficien-
cy LED light that passes through a high quality acrylic lens for optimal 
distribution patterns, creating glare-free and even distribution. There is a 
selection of professional lens options such as diffuser, louver, micro 
reflector, and convex to meet your different required distributions with zero 
light leakage.

DISTRIBUTION PATTERNS & DIFFUSER
Diffuse Distribution - A high-quality, smooth white frosted efficient acrylic 
lens is shipped standard for optimal distribution patterns, for most applica-
tions, and provides glare-free, even illumination. 
Frosted Block Distribution - 0.3” Drop Down Lens made of highly efficient 
acrylic. Available with a solid endcap or an endcap with a diffuse filler to 
continue the luminous aesthetic.
Micro Linear Distribution - crafted to refract and reflect beams with great 
precision, effectively keeping glare to a minimum while delivering light of 
exceptional quality and visual comfort. 
Louver - reduce perceived fixture brightness, reducing glare and resulting in 
improved visual comfort.

SUPPORT CABLE / FEED
Standard suspension is conductive feed/suspension cable. The adjustable 
power cable comes in a standard 5’ length. A 5-conductor cable is standard 
for delivering independend uplight, downlight,  or combined up/down lights. 
Maximum support every 8 feet. 2 and 5 inch canopy available in round and 
square, with 5-inch only option designed for power cable.

DRIVER ELECTRICAL INFORMATION
Powered by high-quality constant-current power LED drivers which are rated 
for 50 to 60Hz at 120-277V input, produce less than 20% THD, and have a 
power factor of .90 to 1.00. Male and female 18-gauge 6 wire plug connec-
tors are included with every luminaire to allow for simple hassle-free contin-
uous wiring, and each luminaire must be installed male to female.

DIMMING & DRIVER INFORMATION
DIM10 - Flicker Free 1% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT, 120, or 277.

MAINTENANCE / CARE
Acoustic material can be cleaned with a clean, soft, lint-free cloth or a vacuum.

LISTINGS
c-UL-us - Listed for Feed Through Wiring. (luminaire)
All LED luminaires are rated and tested to LM-79 and LM-80 standards by an 
independent laboratory.
Listed for DLC, California Title 24 compliant (luminaire)
Listed for Damp location. (luminaire)
ASTM E-84 Fire Rated (acoustic)
SCS Recycled Content Certified (acoustic)

WARRANTY
Five-year warranty for parts and components. (Labor not included)

OPTIONS
Available without a light source. Refer to OMLS-STANZA-SOFT-1
For just the acoustic sleeve, please consult factory.

Acoustic Performance
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Example: OMLS-D-STANZA-SOFT-1-S-4-12IN-D500L-DF-DIM10-MVOLT-35K-85-BK-GRN

OMLS-D-STANZA-SOFT

SERIES HEIGHT LUMENS DISTRIBUTION DIMMING VOLTAGE CRI

EMERGENCY OTHER OPTIONS

OMLS-D-STANZA-SOFT
SoftSense Suspended mini LED Linear

4IN
6IN
8IN

12IN
16IN
XXIN

- 4 in.
- 6 in.
- 8 in.
- 12 in.
- 16 in.
- Custom 1

LENGTH 3

D500L
D750L

D1000L
NLS

- per ft.
- per ft.
- per ft.
- No Light Source 2

WH
SI

BK
RAL

- White
- Silver
- Black
- Custom 1

DF
MLD
LVR
BF

120
277

MVOLT

85
90

0-EMG-LED-10W
0-EMG-LED-20W

contact factory for details.
Remote Mounted Installation.

- Diffuser
- Micro Linear
- Louver
- Frosted Block Diffuser

DIM10 - 0-10V Dimming

TREATMENT

[BLANK]
TM-CARVE
TM-STITCH

TM-SLAT
TM-PEBBLE

- no treatment
- Carve
- Stitch
- Slat
- Pebble (dual)

FBF
SBF
RIS

USA
2R
2S
5R

5S

- Internal Fast Blow Fuse
- Internal Slow Blow Fuse
- Radio Interf. Sensor
- Made in America Compliance
- 2 inch Round No Feed
- 2 inch Square No Feed
- 5 inch Round
(designed for power cable)
- 5 inch Square
(designed for power cable)

FINISH
27K
30K
35K
40K
50K

CCT
- 2700K
- 3000K
- 3500K
- 4000K
- 5000K

2
4
8

XX

- 2’
- 4’
- 8’
- Custom 1

unit: feet.inches  /  example:
12.6 - 12FT 6IN

any size up to 8’ is a single unit

WIDTH
1 - 1.3”

STYLE
[BLANK]
SQUARE

BLADE
CUSHION

- Standard 4

- Square
- Blade
- Cushion

optional optional

S
CR

- Single
- Continuous Run

SHAPE

any size up to 8’ is a single unit

refer to page 4

refer to page 4

remote only

proceed to 
“EMERGENCY”

1 Consult Factory
2 No Light Source, please skip to material color
3 Length indicates fixture length without endcaps and acoustic wrapping
4 Dual color for standard wrap only available with NLS option

GRN EC-GRN

COLOR 2ND COLOR
refer to SoftSense material color chart for options

2nd color option will create a fixture using two colors.
Please see below for examples.

optional
dual color

3rd COLOR

optional
end color

example:
GRN

example:
EC-GRN- Green

DISTRIBUTION PATTERNS
Direct

Diffuser

Direct

Louver

Direct - 12º Direct - 24º Direct - 34º Direct - 48º

Direct

Frosted Block Diffuser

Micro Linear Distribution

Continuous with 1” Increments

0.35”

Luminaire
Luminaire Endcap
Acoustic Sleeve

0.08”

Single Run - 2’, 4’, 8’ Standard

DIMENSIONS

LUMEN DETAILS
Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

LUMENS PER FOOT WATTS PER FOOT

9
7.6
5.7

1200
1000
750

3.8500

DIRECT

4”, 6”, 8”,
12”, 16”

0.35”
1.3”



w w w . i u s e e l i t e . c o m
Due to the constant improvement in LED technology, all details are subject 

to change without notice. Consult factory for up-to-date information.

03.04.26

By Elite Lighting
SoftSense LED Suspended Linear - Direct 1”OMLS-D-STANZA-SOFT

STYLE AND TREATMENT VARIATIONS

Square 4

STANDARD SQUARE

ACOUSTIC STYLE

BLADE CUSHION
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corner wraps around inset ends,
square edges

inset ends,
soft edges

inset ends, inset light
rounded edges
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SoftSense LED Suspended Linear - Direct 1”OMLS-D-STANZA-SOFT
By Elite Lighting

STANDARD COLORS

quick ship available for any color depending on order quantity
*all colors are ASTM E84-16 fire rated, select colors are available as Class A

Panel Thickness: 9 mm / 0.35” (+/- 0.25 mm)

STANDARD PRINTS

All panels ASTM E84-16 Fire Rated

Panel Thickness: 8.5 mm / 0.34” (+/- 0.5 mm)

GRAVEL
GRV

PURE
PUR

GRAY NOISE
NSE

PEBBLE
PEB

SHADOW
SHD

ASPHALT
ASP

EVERGREEN
EVG

MOSS
MOS

COFFEE
CFE

WINE
WIN

ABYSS
ABS

NIGHT
NIT

MIDNIGHT
MDN

LATTE
LTE

BONE
BNE

SAND
SND

DUST
DST

CLAY
CLA

KELP
KLP

MATCHA
MCH

OLIVE
OLV

GREEN
GRN

SUNSHINE
SUN

CROCODILE
CRC

SAGE
SGE

PISTACHIO
PST

WENGE
WD-WNG

MAHOGANY
WD-MGY

CHESTNUT
WD-CHS

CHERRY
WD-CHY

SMOKED OAK
WD-SMO

CLOTH
P-CLO

DRIFTWOOD
WD-DRF

WALNUT
WD-WLN

SIBERIAN LARCH
WD-LCH

WHITE MARBLE
P-WMB

GRAY MARBLE
P-GMB

BIRCH
WD-BCH

MAPLE
WD-MPL

BRONZE
BRZ

PEACH
PCH

ORANGE
ORA

BRASS
BRS

RUST
RST

PECAN
PEC

PLUM
PLU

CABBAGE
CBG

PINK
PNK

PASSION
PAS

FIG
FIG

EGGPLANT
EGP

AMETHYST
AME

WARM GRAY
WGR

STONE
STN

GREIGE
GRG

FOG
FOG

HIPPO
HIP

PERIWINKLE
PRW

SEAWEED
SWD

BAY
BAY

SEA
SEA

DARK TEAL
DTL

SKY BLUE
SBL

SAPPHIRE
SAP

NAVY
NVY

Print (on one side only)

Base Panel Color

prints shown at 12% scale

Declare.
Label Pending

ASTM-E84
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