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By Elite Lighting

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. 

RS160719

LUMENS

WORKING
TEMPERATURE

CCT 

CRI

MOUNTING

DISTRIBUTION

ORHB4-LED
Architectural Round LED High Bay

 21000/24000/26000

-40C to 40C

35K/40K/50K

80+ Standard

Suspended 

WD-110° 

DIMENSIONS

P/N: AST-HB05-200WSBCGD2-aaK
Note:
AST= Company name
HB05 = Product series, LED High Bay Light
200W = Rating Power
S= Driver manufacturer, SOSEN
B = LED manufacturer, Samsung 2835
CG = Cover type, Flat clear glass
D2 = Version number
aaK = CCT, 40K=4000K, 50K=5000K, 57K=5700K

ADVANTAGE

 UL cUL DLC certificate.
 IP65 driver, input voltage 100-277VAC.
 No UV or IR in the beam.
 Easy to install and operate.
 Energy saving, long lifespan.
 Light is soft and uniform, safe to eyes.
 Instant start, NO flickering, NO humming.
 Green and eco-friendly without mercury.

APPLICATION

 Warehouse, factory and workshops;
 Highway toll station and gas station;
 Exhibition hall;
 Gymnasium and supermarkets, etc.

PREMIUM
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LUMENS

COLOR QUALITY

CRI

CCT 

LENGTH

MOUNTING

EMERGENCY

DIMMING & 
CONTROL

LIFETIME

PHOTOMETRIC TESTS

3000/4000/5000

10W - Up to 1000L output

0-10V Flicker Free 10% Dimming Standard (DIM10)

35K/40K/50K

3 Step MacAdam Ellipse

4’’

Suspended or Surface

85+

L70 at 50,000 Hours

In Accordance with IES LM79-08, LM80 and TM-30,
TM-21

FEATURES
The slim profile of the Architectural LED Linear makes it ideal for 
library stacks or narrow layouts. Flexible design delivers continuous, 
uniform and glare-free illumination. Available in single pendant or 
continuous mounting for seamless connection from luminaire to 
luminaire, with adjustable mounting heights. For use as general 
or task lighting in hallways, corridors, parking lots, educational, 
healthcare, office, and industrial applications.

Architectural LED Suspended Linear-Direct

CRI
90

VOLT DIMMING
120V TRIAC

WATT
5

CCT
40K
up to

2-7/16”

6-11/16”

48”

5000
LUMENS

52
WATT

• Shallow design is ideal for commercial, industrial and residential spaces requiring 

• Suitable for dry and damp environments

• Lightweight design enables easier installation

NEWOEW-LED SERIES

50,000 HRS

L70
LIFETIME

C A LC U L AT E D

(On selected configuration, consult factory)
CLDdefiilauqfotsilroF**

fixture, please consult factory

000

DLC Test Results

Catalog Number OEW-LED

Project Name

Type

MULTILUMEN
S E L E C T O R 3500K •4000K • 5000K

EASY 3 COLORS

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

21000 147 W

24000 174 W

26000 195 W

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

Accessories on page 2 

Candlepower Distribution Curve
WD WIDE DISTRIBUTION

FEATURES
The Oracle LED UFO High Bay is manufactured with a polycarbonate 
lens fixed to a die-cast aluminum housing which is powder coated 
to provide superior resistance in any installation. It provides superior 
service in high temperature applications and is, wet environments, 
resistive to corrotion from airborne contaminats. High lumen output 
and circular form factor leave no dark corners. Built-in hanging hook 
included for easy installation. Applications include warehouses, 
commercial facilities, retail, roadways, campuses, garages with 
high ceiling, and gymnasiums. The fixture is designed to accept and 
optioanl motion sensor(sold separately) if required.

21540

24536

26742

 15000/19000/17000

PHOTOMETRIC TESTS

LIFETIME

In Accordance with IES LM79-08, LM80 and TM-30, 
TM-21

L70 at 50,000 Hours

EMG-LED-ORHB1-40-BK
EMG-LED-ORHB1-40-WH
EMG-LED-ORHB1-RC
REMOTE CONTROL FOR ORHB1-EMGERGENCY, CAN 
REMOTE TEST FOR EMERGENCY FUNCTION 
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PERFORMANCE
Efficacy up to 130lm/W, designed to replace 400W metal halide (MH) bulbs 
while consuming 200W. Increase energy savings with optional bi-level 
motion sensor.

OPTICS
The polycarbonate lens protects LEDs. Reflector and lens options provide 
maximum versatility and uniformity. 

CONSTRUCTION
One-piece, sealed die-cast aluminum housing requires no additional parts. 
Heat sink included in casting, preventing high bay from heating up during 
use. Wet location rating serves both indoor and outdoor applications.

INSTALLATION
Included: Hook mount, safety cable and 0-10V dimming cord. 

Surge Protection Level: Built-in 6kV surge protection; class 2 product
(shock-resistant).

ELECTRICAL
Powered by high-quality constant-current power LED drivers which are rated 
for 50 to 60Hz at 120-347V, produce less than 20% THD, and have a power
factor of .90 to 1.00.

DIMMING & DRIVER INFORMATION
DIM10 - Flicker Free 1% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT 120, 347V.

RATINGS
cULus wet location rated
IP65-rated; completely sealed to protect against water and dirt
DLC Premium-listed
RoHS reach

Architectural Round LED High Bay
ORHB4-LED

SERIES
ORHB4-Oracle 

LED Round 
High Bay Series

Example: ORHB4-LED-21000L/24000L/26000L-120-347V-35/40K/50K-WD-BK

ORHB4 WD

LUMENSTYPE
LED

FINISH
ORHB4-MS - Motion Sensor

CCT OPTICSVOLTAGE
120-347V 35/40K/50K15000L/19000L/17000L

EMERGENCY

LED

WD - 110º
21000L/24000L/26000L

OPTIONS

*REMOTE CONTROL FOR ORHB1-EMGERGENCY, CAN REMOTE TEST FOR EMERGENCY FUNCTION

EMG-LED-ORHB1-40-BK 
 EMG-LED-ORHB1-40-WH
EMG-LED-ORHB1-RC*

BK - Black



ORHB4-LED-21000L-24000L-26000L-120-347V-35K-40K-50K-WD-BK(21000L) TEST NO.: EL08232228
INPUT WATTS: 147.4 LUMENS: 21540 EFFICACY: 146 BEAM ANGLE: 114 SPACING CRITERIA: 1.24

CANDELA DISTRIBUTION

0° 10°
20°

30°
40°

50°

60°

70°

80°

90°90°

80°

70°

60°

50°

40°
30°

20°
10° 0°

1000

2000

3000

4000

5000

6000

7000

8000

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°
0° 7497 7497

10° 7306 7507
20° 6912 7254
30° 6289 6771
40° 5425 6051
50° 4300 5078
60° 2935 3833
70° 1325 2349
80° 170 776
90° 12 30

0.00° 90.00°
0.00° 102742 102742

45.00° 94927 108511
55.00° 87125 107174
65.00° 68805 101476
75.00° 33945 77616
85.00° 3074 37766

ZONE LUMENS
0° - 10° 712
10° - 20° 2048
20° - 30° 3143
30° - 40° 3845
40° - 50° 4031
50° - 60° 3617
60° - 70° 2582
70° - 80° 1137
80° - 90° 179

ZONE UMENS % LUMINAIRE
0° - 20° 2760 13%
0° - 30° 5903 27%
0° - 40° 9748 45%
0° - 60° 17396 81%
0° - 80° 21115 98%
0° - 90° 21293 99%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
ρf 20% 0%
ρc 80% 70% 50% 30% 10% 0%
ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
0 119 119 119 119 116 116 116 116 110 110 110 106 106 106 101 101 101 99
1 109 105 101 97 106 102 99 95 98 95 92 94 91 89 90 88 86 84
2 99 91 85 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 65 62 59
4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 62 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 50 46 44
6 70 57 48 42 68 56 48 42 54 47 41 52 46 41 51 45 40 38
7 65 52 43 37 63 51 43 37 49 42 36 48 41 36 46 40 36 34
8 61 47 39 33 59 46 38 33 45 38 33 44 37 32 42 36 32 30
9 57 43 35 30 55 43 35 29 41 34 29 40 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 26 37 31 26 36 30 26 24

ORHB4-LED-21000L-24000L-26000L-120-347V-35K-40K-50K-WD-BK(24000L) TEST NO.: EL08232228
INPUT WATTS: 174.9 LUMENS: 24536 EFFICACY: 140 BEAM ANGLE: 114 SPACING CRITERIA: 1.24

CANDELA DISTRIBUTION
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CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°
0° 8556 8556

10° 8351 8515
20° 7902 8217
30° 7185 7658
40° 6199 6849
50° 4920 5756
60° 3340 4353
70° 1506 2696
80° 191 907
90° 14 37

0.00° 90.00°
0.00° 117265 117265

45.00° 108452 122905
55.00° 99610 121609
65.00° 78305 115418
75.00° 38354 89314
85.00° 4191 45371

ZONE LUMENS
0° - 10° 813
10° - 20° 2336
20° - 30° 3580
30° - 40° 4379
40° - 50° 4591
50° - 60° 4119
60° - 70° 2937
70° - 80° 1296
80° - 90° 205

ZONE UMENS % LUMINAIRE
0° - 20° 3149 13%
0° - 30° 6729 27%
0° - 40° 11108 45%
0° - 60° 19818 81%
0° - 80° 24051 98%
0° - 90° 24256 99%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
ρf 20% 0%
ρc 80% 70% 50% 30% 10% 0%
ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
0 119 119 119 119 116 116 116 116 110 110 110 106 106 106 101 101 101 99
1 109 105 101 97 106 102 99 95 98 95 92 94 91 89 90 88 86 84
2 99 91 85 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 65 62 59
4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 62 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 50 46 44
6 70 57 48 42 68 56 48 42 54 47 41 52 46 41 51 45 40 38
7 65 52 43 37 63 51 43 37 49 42 36 48 41 36 46 40 36 34
8 61 47 39 33 59 46 38 33 45 38 33 44 37 32 42 36 32 30
9 57 43 35 30 55 43 35 29 41 34 29 40 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 37 31 26 36 30 26 24

ORHB4-LED-21000L-24000L-26000L-120-347V-35K-40K-50K-WD-BK(26000L) TEST NO.: EL08232228
INPUT WATTS: 195.6 LUMENS: 26742 EFFICACY: 137 BEAM ANGLE: 114 SPACING CRITERIA: 1.24

CANDELA DISTRIBUTION
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CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°
0° 9325 9325

10° 9100 9277
20° 8606 8967
30° 7831 8385
40° 6756 7460
50° 5357 6269
60° 3639 4742
70° 1641 2932
80° 209 989
90° 15 39

0.00° 90.00°
0.00° 127802 127802

45.00° 118119 133887
55.00° 108458 132441
65.00° 85427 125703
75.00° 41872 97092
85.00° 4571 48737

ZONE LUMENS
0° - 10° 886
10° - 20° 2547
20° - 30° 3907
30° - 40° 4772
40° - 50° 5002
50° - 60° 4489
60° - 70° 3201
70° - 80° 1411
80° - 90° 223

ZONE UMENS % LUMINAIRE
0° - 20° 3433 13%
0° - 30° 7340 27%
0° - 40° 12112 45%
0° - 60° 21603 81%
0° - 80° 26215 98%
0° - 90° 26438 99%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
ρf 20% 0%
ρc 80% 70% 50% 30% 10% 0%
ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
0 119 119 119 119 116 116 116 116 110 110 110 106 106 106 101 101 101 99
1 109 105 101 97 106 102 99 95 98 95 92 94 91 89 90 88 86 84
2 99 91 85 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 59
4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 62 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 50 46 44
6 70 57 48 42 68 56 48 42 54 47 41 52 46 41 51 45 40 38
7 65 52 43 37 63 51 43 37 49 42 36 48 41 36 46 40 36 34
8 61 47 39 33 59 46 38 33 45 38 33 44 37 32 42 36 32 30
9 57 43 35 30 55 43 35 29 41 34 29 40 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 37 31 26 36 30 26 24

MOUNTING HEIGHT FC AT BEAM CENTER BEAM DIA. 0°-180° BEAM DIA. 90°-270°
6.0 ft 208.2 fc 18.7 ft 18.9 ft
8.0 ft 117.1 fc 24.9 ft 25.2 ft

10.0 ft 75.0 fc 31.2 ft 31.5 ft
12.0 ft 52.1 fc 37.4 ft 37.8 ft
14.0 ft 38.2 fc 43.6 ft 44.1 ft
16.0 ft 29.3 fc 49.9 ft 50.4 ft
18.0 ft 23.1 fc 56.1 ft 56.7 ft
20.0 ft 18.7 fc 62.3 ft 62.9 ft

MOUNTING HEIGHT FC AT BEAM CENTER BEAM DIA. 0°-180° BEAM DIA. 90°-270°
6.0 ft 237.7 fc 18.8 ft 18.8 ft
8.0 ft 133.7 fc 25.0 ft 25.1 ft

10.0 ft 85.6 fc 31.3 ft 31.4 ft
12.0 ft 59.4 fc 37.6 ft 37.7 ft
14.0 ft 43.7 fc 43.8 ft 43.9 ft
16.0 ft 33.4 fc 50.1 ft 50.2 ft
18.0 ft 26.4 fc 56.4 ft 56.5 ft
20.0 ft 21.4 fc 62.6 ft 62.8 ft

MOUNTING HEIGHT FC AT BEAM CENTER BEAM DIA. 0°-180° BEAM DIA. 90°-270°
6.0 ft 259.0 fc 18.8 ft 18.8 ft
8.0 ft 145.7 fc 25.0 ft 25.1 ft

10.0 ft 93.3 fc 31.3 ft 31.4 ft
12.0 ft 64.8 fc 37.5 ft 37.6 ft
14.0 ft 47.6 fc 43.8 ft 43.9 ft
16.0 ft 36.4 fc 50.1 ft 50.2 ft
18.0 ft 28.8 fc 56.3 ft 56.5 ft
20.0 ft 23.3 fc 62.6 ft 62.7 ft




