OSP-106-300W ‘ OSP-106-400W ‘ OSP-106-500W ‘ OSP-106-600W
e LED Sports Lighter

- The versatile LED Sports Lighter, specifically engineered for large spaces
<> ) including sports arenas, harbors, streets, and other expansive outdoor areas.
With a focus on maximum illumination efficiency and unrivaled precision, this
Rotate 355° Tilt 240° luminaire guarantees exceptional lighting performance. Its advanced heat-dissi-

pating exterior ensures efficient thermal management, effectively extending the
lifespan of the product. llluminate your surroundings with unparalleled brilliance
and reliability, making every space shine with confidence.

FEATURES

IP66 waterproof rating for exceptional performance in harsh weather
conditions.

5-year warranty provides long-term peace of mind and customer support.
Easy assembly and disassembly for convenient maintenance.
High-strength structure with corrosion-resistant polyester powder
coating for enhanced durability.

Multiple beam angle options for customizable illumination.

Optional color temperature to suit specific needs and preferences.
Certified product meeting CE, RoHS, DLC, FCC, and UL standards.
Versatile application in stadiums, sports fields, high mast lighting, light
towers, ports, and more.

Lighting Simulation service available for tailored lighting design.
Dimming control options include 0-10V, DMX, Dali, and Synapse.
Ambient operating temperature ranges from -40 - 122°F.
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SERIES LED Sports Lighter - 300W-600W

WATTAGE 300W, 400W, 500W, 600W

EFFICIENCY 150lm/W

LUMINOUS FLUX 51,000Lm - 88,000Lm

SERIES DELIVERED LUMENS WATTAGE ccT 3000K, 4000K, 5000K (Standard), 5700K, 6500K
OSP-106-300W 51000 300W

Narrow Spot 15°, Narrow Flood 30°, Flood 40°,
Wide Flood 60°

BEAM ANGLE

CRI

OSP-106-400W 64000 400W

OSP-106-500W 78000 500W

OSP-106-600W 88000 600W NEMA TYPE 3(15°), 4 (30°), 5 (40°), 6 (60°)

Based on 5000K, >70 CRI. Actual wattage may vary +/- 5%

® re 3 ce 7.

70 (Standard), 80, 90

CONTROL

0-10V, DMX, Dali, Synapse

<
o
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10KV SPD (Standard), 20KV SPD

subject to change without notice. Consult factory for up to date information
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Due to the changes of constant improverment in LED technology, all details are
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ORACLE | 0sP-106-300W | 0SP-106-400W | OSP-106-500W | OSP-106-600W
LED Sports Lighter
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AVERAGE BEAM ANGLE(50%):14.8 DEG

Narrow Spot (15°) Narrow Flood (30°) Flood (40°) Wide Flood (60°)

Reference IES files for additional distribution curve information.

ELECTRICAL DATA:

PowerSupply Input Voltage Power Frequency Power Efficiency Power Factor Total Harmonic Distortion
INVENTRONICS 100-277 50/60Hz >95% 0.95 <15%
277-480
OTHERS:
. Lifetime . . . . . .
IP Rating (L70 Standard) Heat Radiator | Lens Material Carton Dimensions Gross Weight Net Weight
IP66 50,000 hours Die-cast PC 17.7"x17.7"x14" 32 lbs (300-500W) 27.5 |bs (300-500W)
aluminum 37.5 Ibs (600W) 33 Ibs (600W)

EXAMPLE:

SERIES VOLTAGE WATTAGE BEAM ANGLE | CCT CRI CONTROL VPR ACCESSORY

OSP-106 [ 100-277V | [ 300W [ NS=15° 30k 70 [0-10v [ 10KV [ OSP-106-ACC-2-LAD

1 277-480v [ 400W [ NFL=30° [140K [180 [1DMX [l 20KV  [J OSP-106-ACC-1-300-500
(1 500W [ FL=40° 150K [190 [Dali
(1600W 1 WFL=60° [157K (1 Synapse
] 65K

e Due to the changes of constant improvement in LED technology, all details are
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OSP-106-300W ‘ OSP-106-400W ‘ OSP-106-500W ‘ OSP-106-600W
e LED Sports Lighter

RADIATOR

The OSP series sports lighting utilizes fin heat sinks for improved heat dissipation, leading to a longer lifespan. The back cover acts as a
cooling mechanism, efficiently dissipating heat generated by the power source. This design ensures optimal performance and durability.

LASER AIMING DEVICES (OPTIONAL)

The laser aiming device provides precise control for angling and aiming each sport light, allowing you to achieve the exact optimal position
with ease and accuracy.

>

OSP-106-ACC-2-LAD

SLIP FITTER BRACKET (OPTIONAL)

The default mount york is included. The optional advanced slip fitter bracket offers a stable and compact footprint while allowing for
rotation and tilt in various angles, providing the flexibility to position the sport light according to your specific requirements.

g

OSP-106-ACC-1-300-500

Due to the changes of constant improverment in LED technology, all details are
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L 1 6 H T I N G

LED Sports Lighter

OSP-106-300W-30°

TEST NO.: C

INPUT WATTS: 300.6

LUMENS: 51334

EFFICACY: 171

BEAM ANGLE: 30

SPACING CRITERIA: 0.46

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
10000 i 0° 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
30000 800 0° 145980 145980 0.00° 0 0 0°-10° 10858 0°-20° 27913 54%

50000 } 10° 95394 117110 4500° O 0 10°-20° 17055 0°-30° 38923 76%
Go000 7 20° 51809 42492 55.00° 0 0 20°-30° 11010 0°-40° 44912 87%
Soooo Fo° 30° 15221 15352 65.00° 0 0 30° - 40° 5989 0°-60° 50099 98%
100000 500 40° 8038 6863 75000 0 0 40° - 50° 3418 0°-80° 51303 100%
120000 400 50° 3365 3020 8500° O 0 50° - 60° 1769 0°-90° 51334 100%
1o 300 60° 1204 1300 60° - 70° 842
150000 150 20° 70° 640 596 70° - 80° 362
80° 0 221 80° - 90° 31
9 0 3
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER | 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0ft 4056.0fc | 29t 3.0ft 1 114 111 109 106 111 109 107 105 105 103 101 101 100 98 98 97 96 94
8.0t 2280.9fc 391t 401t 2 108 104 100 96 106 102 98 95 99 96 93 96 93 91 93 91 89 88
10.0 ft 1459.8fc 4.8t 5.0t 3 103 97 92 8 101 9% 91 88 93 89 8 91 88 8 89 8 84 82
12.01t 10138fc 581t 6.0 ft 4 99 91 8 8 97 9 8 8 88 8 8 8 8 8 84 8 79 77
14.0 ft 744.8fc  6.8ft 7.0t 5 94 8 8 77 93 8 80 77 84 79 76 8 78 75 8 77 715 73
16.01t 5702fc 7.7t 8.0 ft 6 9 8 76 72 8 8 76 72 80 75 72 78 74 71 77 73 71 69
18.0ft 450.6fc 8.7t 9.0 ft 7 8 78 72 68 8 77 72 68 76 71 68 75 71 68 74 70 67 66
20.0ft 3649fc  9.7ft 101 ft 8 8 74 69 65 8 74 69 65 73 68 65 72 67 64 71 67 64 63
9 8 71 e 62 79 71 65 62 70 65 62 69 65 61 68 64 61 60
10 77 68 63 59 76 68 63 59 67 62 59 66 62 59 65 62 59 58
OSP-106-300W-40° TESTNO.: C
INPUT WATTS: 301.9 LUMENS: 50520 EFFICACY: 167 BEAM ANGLE: 40 SPACING CRITERIA: 0.60
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
10000 i 0° 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
20000 80° 0° 99252 99252 0.00° 0 0 0°-10° 8084 0°-20° 24579 49%
30000 ! 10° 74881 81532 4500° O 0 10°-20° 16495 0°-30° 37626 74%
:gggg 7° 20° 46762 43799 55.00° 0 0 20° - 30° 13047 0°-40° 44046 87%
20000 60° 30° 14894 15692 65.00° O 0 30° - 40° 6420 0°-60° 49146 97%
70000 500 40° 7296 5731 7500° O 0 40° - 50° 3278 0°-80° 50485 100%
80000 400 50° 2778 2621 8500° O 0 50° - 60° 1822 0°-90° 50520 100%
90000 300 60° 1340 1341 60° - 70° 946
100000, 40 20° 70° 695 577 70° - 80° 393
go° 0 169 80° - 90° 35
90° O 4
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™ 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0t 2757.0fc | 4.2ft 401t 1 113 110 108 106 111 108 106 104 104 102 101 100 99 98 97 96 95 93
8.0 ft 15508fc 561t 5.3 ft 2 108 103 99 95 105 101 97 94 98 95 92 95 92 90 92 90 88 87
1001t 992.5fc 7.0t 6.7 ft 3 102 9 91 87 100 94 9 8 92 8 8 89 8 84 87 8 82 81
12.0ft 689.3fc  8.4ft 8.0ft 4 97 90 8 8 95 89 84 80 87 82 79 8 8 78 8 80 77 76
14.01t 506.4fc  9.8ft 9.4 ft 5 93 8 79 75 91 8 78 74 8 77 74 80 76 73 79 75 72 71
16.0 ft 387.7fc  11.2ft 1071t 6 8 8 74 70 8 79 74 70 78 73 69 76 72 69 75 71 68 67
18.0 ft 3063fc  126ft 1201t 7 8 76 70 66 8 75 69 66 74 69 65 72 68 65 71 67 64 63
20.0ft 2481fc  14.0ft 1341t 8 8 72 66 62 8 71 66 62 70 65 62 69 65 61 68 64 61 60
9 77 68 63 59 76 68 62 59 67 62 58 66 62 58 65 61 58 57
10 74 65 60 56 73 65 59 56 64 59 56 63 59 56 62 58 55 54
OSP-106-ACC-1-300-500
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OSP-106-300W \ OSP-106-400W \ OSP-106-500W \ OSP-106-600W
LED Sports Lighter

OSP-106-300W-60°

TEST NO.: €

INPUT WATTS: 299.0

LUMENS: 51358

EFFICACY: 172

BEAM ANGLE: 60

SPACING CRITERIA: 0.82

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
5000 7 0° 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
igggg 80° 0° 56755 56755 0.00° 0 0 0°-10° 5098 0°-20° 18032 35%
20000 e 10° 50895 53323 45.00° O 0 10°-20° 12934 0°-30° 32334 63%
2000 20° 39772 40970 5500° O 0 20°-30° 14302 0°-40° 42417 83%
35000 60° 30° 23388 23506 6500° O 0 30°-40° 10083 0°-60° 49825 97%
40000 500 40° 11798 9924 7500° O 0 40° - 50° 5076 0°-80° 51323 100%
o a0 50° 4508 3710 85.00° O 0 50°-60° 2332 0°-90° 51358 100%
55000 30° 60° 1518 1515 60° - 70° 1058
60000 ygo 20° 70° 786 663 70° - 80° 440
80° 0 211 80° - 90° 35
90° 0 4
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAMDIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTERm 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0ft 1576.5fc 6.1t 6.1 ft 1 113 109 107 104 110 107 105 103 103 101 99 100 98 97 96 95 94 92
8.0 ft 8868fc  8.1ft 8.2 ft 2 106 101 96 93 104 99 95 92 96 93 90 93 90 88 90 8 86 84
1001t 567.5fc 102t 10.2ft 3 100 93 8 8 98 92 8 8 89 8 8 87 8 80 84 8 79 77
1201t 3941fc  122ft  12.3ft 4 95 8 8 76 93 8 8 75 83 78 74 8 77 73 79 76 73 71
14.01t 289.6fc 1421t 14.3ft 5 8 8 74 69 8 79 73 69 77 72 68 76 71 68 74 70 67 66
16.0 ft 221.7fc  163ft  16.3ft 6 8 75 68 64 8 74 68 64 73 67 63 71 66 63 70 66 62 61
18.0 ft 175.2fc  18.3ft 1841t 7 8 70 64 59 79 69 63 59 68 63 59 67 62 58 66 61 58 56
20.0ft 141.9fc  203ft  204ft 8 76 66 59 55 75 65 59 55 64 59 55 63 58 54 62 58 54 53
9 72 6 5 5 71 61 5 51 60 55 51 60 55 51 59 54 51 49
10 69 58 52 48 68 58 52 48 57 52 48 56 51 48 56 51 48 46
OSP-106-400W TEST NO.: EL0O6152321
INPUT WATTS: 402.0 LUMENS: 59203 EFFICACY: 147 BEAM ANGLE: 15 SPACING CRITERIA: 0.28
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
§§§§§ i 0 90 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
100000 80° 0° 484204 484204 0.00° 0 0 0°-10° 25351 0°-20° 42547 72%
160000 : 10° 162783 133881 4500° O 0 10°-20° 17196 0°-30° 50051 85%
720000 7° 20° 27566 24822 5500° O 0 20° - 30° 7504 0°-40° 54161 91%
330000 60° 30° 9556 8557 6500° O 0 30° - 40° 4110 0°-60° 57670 97%
340000 500 40° 4082 3712 7500° O 0 40° - 50° 2193 0°-80° 59086 100%
300008 400 50° 1871 1692 85.00° 0 0 50° - 60° 1317 0°-90° 59203 100%
prore 300 60° 1260 1120 60° - 70° 919
490000 - yge 20° 70° 790 632 70° - 80° 497
80° 367 202 80° - 90° 117
90° 0 3
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° ow 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™ 0°-180° 0o 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 13450.1fc . 161t 151 1 114 112 110 108 112 110 108 106 106 104 103 102 101 100 99 98 97 95
8.0 ft 7565.7fc 2.1t 2.0t 2 110 106 103 100 108 104 101 99 101 99 97 98 96 95 96 94 93 Of
10.0ft 4842.0fc 2.7t 2.51ft 3 106 101 97 94 104 100 96 93 97 94 92 95 92 90 93 91 89 88
1201t 3362.5fc 321t 3t 4 103 97 92 8 101 96 92 88 94 90 87 92 89 8 90 87 86 84
14.0ft 2470.4fc 3.7t 3.6t 5 99 93 8 8 98 92 8 8 90 87 84 89 8 83 87 8 83 81
16.01t 1891.4fc 421t 411t 6 9 8 8 8 95 89 8 8 87 8 8 8 8 8 8 8 80 79
18.0 ft 1494.5fc 4.8t 4.6 ft 7 93 8 8 79 92 8 8 79 8 8 78 84 80 78 8 8 78 76
20.0ft 12105fc 531t 5.1ft 8 91 8 79 76 9 8 79 76 8 79 76 8 78 76 8 78 75 74
9 8 8 77 74 8 8 77 74 80 76 74 79 76 74 79 76 73 72
10 8 79 75 72 8 79 75 72 78 75 72 78 74 72 77 74 72 71
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G H T I N G

LED Sports Lighter

OSP-106-400W

TEST NO.: EL06152321

INPUT WATTS: 423.5

LUMENS: 67359

EFFICACY: 159

BEAM ANGLE: 30

SPACING CRITERIA: 0.46

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
10008 il 0° 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
E 80° 0° 192210 192210 0.00° 0 0 0°-10° 14271 0°-20° 36581 54%

G e 10° 125020 153940 4500° O 0 10°-20° 22311 0°-30° 50993 76%
1§§§§§ 20° 67639 55586 55.00° 0 0 20° - 30° 14412 0°-40° 58872 87%
119000 60° 30° 20061 20179 65.00° O 0 30° - 40° 7879 0°-60° 65720 98%
ggggg 500 40° 10613 9047 75.00° 0 0 40° - 50° 4509 0°-80° 67318 100%
o a00 50° 4460 3992 8500° O 0 50° - 60° 2339 0°-90° 67359 100%
s o 60° 1601 1722 60° - 70° 1116
0o 10° 70° 857 793 70° - 80° 482
80° 0 295 80° - 90° 41
9° 0 4
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER | 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 5339.2fc 2.9t 3.0ft 1 114 111 108 106 111 109 107 105 105 103 101 101 100 98 98 97 96 94
8.0 ft 3003.3fc  3.8ft 4.0 ft 2 108 104 100 96 106 102 98 95 99 96 93 96 93 91 93 91 89 88
1001t 19221 fc 481t 5.0ft 3 103 97 92 89 101 96 91 8 93 8 8 91 8 8 88 8 84 82
12.0 1t 13348fc 571t 6.0ft 4 99 91 8 8 97 9 8 82 88 84 81 8 8 80 84 81 79 77
14.0 ft 980.7fc 6.7t 7.0t 5 94 8 8 77 93 8 8 76 84 79 76 8 78 75 8 77 75 73
16.0ft 7508fc 7.7t 8.0 ft 6 9 8 76 72 8 8 76 72 80 75 72 78 74 71 77 73 71 69
18.0 ft 593.2fc 861t 9.0 ft 7 8 78 72 68 8 77 72 68 76 71 68 75 71 68 74 70 67 66
20.0ft 480.5fc 9.6t 1001t 8 8 74 69 65 8 74 68 65 73 68 65 72 67 64 71 67 64 63
9 8 71 66 62 79 70 65 62 70 65 62 69 64 61 68 64 61 60
10 77 68 63 59 76 68 63 59 67 62 59 66 62 59 65 61 59 57
OSP-106-400W TEST NO.: EL0O6152321
INPUT WATTS: 401.6 LUMENS: 64135 EFFICACY: 160 BEAM ANGLE: 40 SPACING CRITERIA: 0.60
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
10000 207 0° 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
20000 80° 0° 127330 127330 000° O 0 0°-10° 10344 0°-20° 31328 49%
40000 Lo 10° 95693 104150 4500° O 0 10°-20° 20983 0°-30° 47819 75%
20000 20° 59547 55449 5500° O 0 20°-30° 16491 0°-40° 55916 87%
70000 60° 30° 18896 19762 65.00° O 0 30° - 40° 8097 0°-60° 62389 97%
90000 500 40° 9284 7254 7500° O 0 40° - 50° 4150 0°-80° 64093 100%
100000 400 50° 3564 3328 85.00° 0 0 50° - 60° 2322 0°-90° 64135 100%
120000 300 60° 1734 1730 60° - 70° 1206
1300000 g0 20° 70° 894 737 70° - 80° 498
80° 0 215 80° - 90° 42
90° 0 5
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER 0°-180° 0o 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0ft 3536.9fc | 4.2t 4.0ft 1 113 110 108 106 111 108 106 104 104 102 101 100 99 98 97 96 95 93
8.0 ft 1989.5fc 5.6t 5.3t 2 108 103 99 95 105 101 97 94 98 95 92 95 92 90 92 90 88 87
1001t 12733fc 691t 6.6 ft 3 102 96 91 8 100 95 90 8 92 8 8 90 8 84 8 8 82 81
12.0 1t 8842fc 831t 8.0ft 4 97 90 8 8 9 8 84 80 87 82 79 8 8 78 8 8 77 76
14.0 ft 649.6fc 9.7t 9.3 ft 5 93 8 79 75 91 8 78 74 8 77 74 80 76 73 79 75 72 71
16.01ft 497.4fc 1111t 1061t 6 8 8 74 70 8 79 74 70 78 73 69 76 72 69 75 71 68 67
18.0 ft 393.0fc  12.5ft  11.9ft 7 8 76 70 66 8 75 70 66 74 69 65 73 68 65 71 68 65 63
200t 3183fc  13.9ft 133t 8 8 72 66 62 8 71 66 62 70 65 62 69 65 62 68 64 61 60
9 78 68 63 59 76 68 62 59 67 62 59 66 62 58 65 61 58 57
10 74 65 60 56 73 65 59 56 64 59 56 63 59 56 63 58 55 54
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OSP-106-300W \ OSP-106-400W \ OSP-106-500W \ OSP-106-600W
LED Sports Lighter

OSP-106-400W

TEST NO.: EL06152321

INPUT WATTS: 403.7

LUMENS: 66147

EFFICACY: 164

BEAM ANGLE: 60

SPACING CRITERIA: 0.81

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
5000 jid 00 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS 9% LUMINAIRE
15000 80° 0° 74062 74062 0.00° 0 0 0°-10° 6641 0°-20° 23412 35%

25000 } 10° 66211 69436 4500° O 0 10°-20° 16771 0°-30° 41819 63%
35008 7° 20° 51504 52907 55.00° O 0 20°-30° 18407 0°-40° 54706 83%
0000 60° 30° 29940 30080 65.00° 0 0 30° - 40° 12887 0°-60° 64169 97%
50000 500 40° 15083 12663 7500° O 0 40° - 50° 6476 0°-80° 66101 100%
g0000 a0 50° 5753 4739 85.00° O 0 50° - 60° 2987 0°-90° 66147 100%
59000 30° 60° 1949 1953 60° - 70° 1363
75000, yge 20° 70° 1014 857 70° - 80° 569
80° O 273 80° - 90° 46
9° 0 5
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER, 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 2057.3fc | 6.0ft 6.1 1t 1 113 110 107 104 110 107 105 103 103 101 100 100 98 97 96 95 94 92
8.0ft 1157.2fc 8.0t 8.1 1t 2 106 101 97 93 104 99 95 92 9 93 90 93 90 88 90 88 86 84
10.0ft 7406fc  10.1ft 1011t 3 100 93 8 84 98 92 87 8 89 8 81 87 8 8 84 8 79 77
12.0t 5143fc 1211t 1211t 4 95 8 8 76 93 8 80 75 83 78 74 8 77 74 79 76 73 71
14.0t 377.9fc  141ft 1411t 5 8 8 74 69 8 79 74 69 78 72 68 76 71 68 74 70 67 66
16.0 ft 289.3fc  16.1ft  16.21t 6 8 75 69 64 8 74 68 64 73 67 63 71 67 63 70 66 62 61
18.0 ft 2286fc  18.1ft 1821t 7 8 70 64 59 79 70 63 59 68 63 59 67 62 58 66 61 58 57
20.0 ft 185.2fc  20.1ft  202ft 8 76 66 60 55 75 65 59 55 64 59 55 63 58 55 62 58 54 53
9 72 62 5 52 71 62 5 51 61 55 51 60 55 51 59 54 51 50
10 69 59 52 48 68 58 52 48 57 52 48 56 52 48 56 51 48 46
OSP-106-500W TEST NO.: ELO6152321

INPUT WATTS: 501.7

LUMENS: 71194

EFFICACY: 142

BEAM ANGLE: 15

SPACING CRITERIA: 0.27

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
i 00 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS 9% LUMINAIRE
100000 80° 0° 579656 579656 0.00° 0 0 0°-10° 30330 0°-20° 51082 72%
200000 e 10° 195053 158113 4500° O 0 10°-20° 20753 0°-30° 60134 84%
200000 20° 33323 29945 55.00° O 0 20° - 30° 9052 0°-40° 65095 91%
60° 30° 11544 10301 65.00° O 0 30° - 40° 4961 0°-60° 69343 97%
400000 500 40° 4953 4480 7500° O 0 40° - 50° 2652 0°-80° 71058 100%
500000 a0 50° 2276 2044 85.00° O 0 50° - 60° 1596 0°-90° 71194 100%
300 60° 1546 1351 60° - 70° 1115
600000, ygo 20° 70° 965 765 70° - 80° 600
80° 433 244 80° - 90° 136
9° 0 4
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™, 0°-180° 0o 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 16101.6fc 161t 151 1 114 112 110 108 112 110 108 106 106 104 103 102 101 100 99 98 97 95
8.0ft 9057.1fc 2.1t 2.01t 2 110 106 103 100 108 104 101 99 101 99 97 98 96 95 96 94 93 Of
10.0ft 5796.6fc 2.6t 2.61t 3 106 101 97 94 104 100 9 93 97 94 92 95 92 90 93 91 89 87
12.0t 4025.4fc 3.2t 3.1t 4 103 97 92 8 101 9 91 88 93 90 87 92 89 8 90 8 8 84
14.0t 2957.4fc  3.7ft 3.6t 5 99 93 8 8 98 92 88 8 9 87 84 89 8 83 8 8 8 81
16.0ft  22643fc  42ft 411t 6 9 8 8 8 95 89 84 8 87 8 8 8 8 8 8 8 80 79
18.0 ft 1789.1fc 4.8t 4.61t 7 93 8 8 79 92 8 8 79 8 81 78 84 8 78 8 80 77 76
20.0 ft 1449.1fc  53ft 5.1 ft 8 91 8 79 76 9 8 79 76 8 79 76 8 78 76 8 78 75 74
9 8 8 77 74 8 8 77 74 80 76 74 79 76 74 79 76 73 72
10 8 79 75 72 8 79 75 72 78 74 72 77 74 72 77 74 T2 71
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OSP-106-500W TEST NO.: ELO6152321
INPUT WATTS: 498.2 LUMENS: 78264 EFFICACY: 157 BEAM ANGLE: 30 SPACING CRITERIA: 0.50 x 0.50
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
10000 o 00 o0 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
50000 80° 0° 222910 222910 0.00° 0 0 0°-10° 17303 0°-20° 44410 57%
70000 e 10° 167230 173010 4500° O 0 10°-20° 27107 0°-30° 59687 76%
oo 20° 57129 60277 55.00° O 0 200-30° 15277 0°-40° 68609 88%
130000 60° 30° 22970 22453 65.00° O 0 30° - 40° 8923 0°-60° 76315 98%
ggggg 500 40° 10292 10120 75.00° 0 0 40° - 50° 5106 0°-80° 78166 100%
190000 40° 50° 4325 4463 85.00° 0 0 50° - 60° 2600 0°-90° 78264 100%
210000 300 60° 1833 1941 60° - 70° 1273
230000 yg0 20° 70° 858 895 70° - 80° 577
80° 307 323 80° - 90° 98
90° 0 5
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER ", 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 6191.9fc 3.1t 3.0t 1 114 111 109 106 111 109 107 105 105 103 102 101 100 98 98 97 96 94
8.0 ft 34830fc  4.1ft 4.0t 2 108 104 100 97 106 102 99 96 99 96 93 96 94 91 93 91 90 88
100ft  22291fc  S52ft 5.0 ft 3 103 97 93 8 101 96 92 88 93 90 8 91 8 85 8 8 84 83
12,01t 1548.0fc 6.2t 6.0t 4 99 92 8 8 97 91 8 8 89 84 81 87 83 80 8 8 79 78
14.0ft 137.3fc 7.2t 7.0t 5 95 8 8 77 93 8 8 77 8 80 76 83 79 76 8 78 75 74
16.0ft 870.7fc  8.3ft 8.0 ft 6 o1 8 77 73 8 8 77 73 80 76 72 79 75 72 78 74 71 70
18.0 ft 688.0fc  9.3ft 9.0 ft 7 8 78 73 69 8 78 73 69 77 72 69 75 71 68 74 71 68 67
20.0 ft 557.3fc  10.3ft  10.0ft 8 8 75 70 66 8 74 69 66 73 69 65 72 68 65 71 68 65 64
9 8 72 66 63 79 71 66 63 70 66 63 70 65 62 69 65 62 61
10 77 69 64 60 77 68 63 60 68 63 60 67 63 60 66 62 60 58
OSP-106-500W TEST NO.: EL0O6152321
INPUT WATTS: 493.1 LUMENS: 78435 EFFICACY: 159 BEAM ANGLE: 40 SPACING CRITERIA: 0.60
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
10000 9 0° 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
30000 80° 0° 154820 154820 0.00° 0 0 0°-10° 12651 0°-20° 38480 49%
50000 Lo 10° 117150 123150 4500° O 0 10°-20° 25828 0°-30° 58899 75%
70000 20° 73345 64691 5500° O 0 20°-30° 20419 0°-40° 68773 88%
30000 60° 30° 23397 23051 65.00° O 0 30° - 40° 9874 0°-60° 76356 97%
110000 500 40° 11421 8649 75.00° O 0 40° - 50° 4877 0°-80° 78388 100%
120008 A 50° 4308 3975 8500° O 0 50° - 60° 2706 0°-90° 78435 100%
10000 300 60° 2058 1927 60° - 70° 1442
160000150 20° 70° 1031 842 70° - 80° 591
80° 0 226 80° - 90° 47
90° 0 7
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™, 0°-180° 0o 118 118 118 118 115 115 115 115 110 110 110 105 105 105 101 101 101 99
6.0ft 4300.6fc | 4.2t 3.9 1t 1 112 110 107 105 110 108 105 103 103 102 100 100 98 97 96 95 94 93
8.0 ft 2419.1fc 561t St 2 107 102 98 95 105 100 97 94 97 94 92 94 92 9 91 90 88 86
1001t 15482fc 7.0t 6.4 1t 3 102 95 91 8 100 94 90 8 91 88 8 89 8 83 87 84 82 80
12.0 ft 1075.1fc 8.3t 7.7t 4 97 89 84 8 95 8 8 80 8 8 79 84 81 78 8 79 77 75
14.0 ft 789.9fc 9.7 ft 9.0ft 5 92 8 79 74 91 8 78 74 8 77 73 8 76 73 78 75 72 71
16.0ft 604.8fc 111t 10.3ft 6 8 8 74 70 8 79 73 69 77 73 69 76 72 69 75 71 68 67
18.0 ft 477.8fc  125ft 116t 7 8 75 70 66 8 75 69 65 73 69 65 72 68 65 71 67 64 63
20.0ft 387.1fc  139ft  12.8ft 8 8 72 6 62 79 71 66 62 70 65 62 69 65 61 68 64 61 60
9 77 68 62 59 76 68 62 59 67 62 58 66 61 58 65 61 58 57
10 74 65 59 56 73 65 59 56 64 59 56 63 59 55 62 58 55 54
stant improvement in LED t logy, all details are
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OSP-106-500W

TEST NO.: EL06152321

INPUT WATTS: 502.2

LUMENS: 79344

EFFICACY: 158

BEAM ANGLE: 60

SPACING CRITERIA: 0.73

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
10000 7 00 90° 0.00° _ 90.00° ZONE__ LUMENS 7ONE__UMENS % LUMINAIRE
20000 80° 0° 88746 88746 0.00° 0 0 0°-10° 7959 0°-20° 28093 35%

30000 Jpe 10° 73316 82724 4500° O 0 10°-20° 20134 0°-30° 50232 63%
40000 20° 53831 62842 5500° O 0 20°-30° 22139 0°-40° 65722 83%
50000 60° 30° 30290 35735 6500° 0 0 30°-40° 15490 0°-60° 77016 97%
60000 500 40° 15632 15012 7500° O 0 40° - 50° 7749 0°-80° 79291 100%
70000 400 50° 6178 5582 8500° O 0 50° - 60° 3545 0°-90° 79344 100%
80000 300 60° 1928 2269 60° - 70° 1607
900004 g0 20° 70° 1031 996 70° - 80° 668
80° O 317 80° - 90° 53
90° 0 6
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. pc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 2485.2fc | 6.0t 6.1 ft 1 113 110 107 105 110 108 105 103 104 102 100 100 98 97 96 95 94 92
8.0t 1386.7fc 8.0t 8.1ft 2 107 101 97 93 104 99 95 92 9 93 90 93 90 88 90 88 86 84
1001t 887.5fc  10.0ft  10.1ft 3 101 94 88 84 98 92 87 8 89 8 8 87 8 8 8 8 79 77
12.01t 6163fc  12.0ft 1221t 4 95 8 8 76 93 8 80 76 83 79 75 8 77 74 79 76 73 71
14.0 ft 4528fc  14.0ft 1421t 5 90 8 74 70 8 80 74 69 78 73 69 76 72 68 75 71 67 66
16.0ft 346.7fc  16.0ft  16.21t 6 8 75 69 64 8 74 68 64 73 68 63 71 67 63 70 66 63 61
18.0 ft 2739fc  18.0ft 1821t 7 8 70 64 59 79 70 64 59 68 63 59 67 62 59 66 62 58 57
20.0 ft 221.9fc 2001t 20.3ft 8 76 66 60 55 75 66 59 55 64 59 55 63 58 55 62 58 54 53
9 72 62 5 52 71 62 5 52 61 55 51 60 55 51 59 54 51 50
10 69 59 53 49 68 58 52 48 57 52 48 57 52 48 56 51 48 47
OSP-106-600W TEST NO.: EL0O6152321
INPUT WATTS: 594.2 LUMENS: 81038 EFFICACY: 136 BEAM ANGLE: 15 SPACING CRITERIA: 0.27
CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY
o000 i 00 90 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
80° 0° 637012 637012 0.00° 0 0 0°-10° 33550 0°-20° 57620 1%
200000 Joo 10° 208652 181124 45.00° 0 0 10° - 20° 24070 0°-30° 68123 84%
300000 20° 37637 34844 5500° O 0 20°-30° 10503 0°-40° 73914 91%
400000 60° 30° 13581 11955 65.00° 0 0 30° - 40° 5790 0°-60° 78913 97%
500000 500 40° 5884 5248 75.00° O 0 40° - 50° 3127 0°-80° 80908 100%
J 400 50° 2607 2381 85.00° O 0 50° - 60° 1872 0°-90° 81038 100%
30° 60° 1809 1595 60° - 70° 1308
700000, yg0 20° 70° 1088 898 70° - 80° 688
80° 423 288 80° - 90° 129
90° 0 5
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™| 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 17694.8fc 161t 151t 1 114 112 110 108 112 110 108 106 106 104 103 102 101 100 99 98 97 95
8.0 ft 99533 fc 2.1t 2.1t 2 110 106 103 100 108 104 101 99 101 99 97 98 96 95 96 94 93  Of
100ft  6370.1fc  27ft 2.6 ft 3 106 101 97 94 104 99 9 93 97 94 91 95 92 90 92 90 89 87
12.0t 4423.7fc 3.2t 3.t 4 102 9 92 8 101 95 91 8 93 90 87 91 88 8 90 87 85 84
14.0 ft 32501 fc 3.7t 3.6t 5 99 92 8 8 98 92 8 84 9 8 83 88 8 83 8 84 8 81
16.0ft  24883fc  43ft 411t 6 9 8 8 8 95 8 84 8 8 8 8 8 8 8 84 8 79 78
18.0 ft 1966.1fc 4.8t 4.6t 7 93 8 8 78 92 8 8 78 84 80 78 8 8 77 8 79 77 76
20.0 ft 1592.5fc  5.4ft 5.1t 8 9 8 79 76 8 8 79 76 8 78 75 8 77 75 80 77 75 74
9 8 8 76 73 8 8 76 73 8 76 73 79 75 73 78 75 73 72
10 8 79 74 71 8 78 74 71 78 74 7 77 713 71 76 73 71 70
Due to the chanc stant improvement in LED t logy, all details are
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OSP-106-600W

TEST NO.: EL06152321

INPUT WATTS: 607.9

LUMENS: 89500

EFFICACY: 147

BEAM ANGLE: 30

SPACING CRITERIA: 0.46

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
10000 i oo 90 0.00°  90.00° ZONE _ LUMENS ZONE _UMENS % LUMINAIRE
50000 800 0° 257180 257180 0.00° 0 0 0°-10° 19051 0°-20° 48597 54%
49000 e 10° 167390 198810 45000 O 0 10°-20° 29546 0°-30° 67636 76%
110000 20° 90542 69014 55.00° O 0 20°-30° 19039 0°-40° 78103 87%
150000 60° 30° 26631 25648 65.00° O 0 30°-40° 10467 0°-60° 87246 97%
ggggg 500 40° 14095 11598 75.00° 0 0 40° - 50° 6012 0°-80° 89432 100%
210000 00 50° 5936 5115 85.00° O 0 50° - 60° 3130 0°-90° 89500 100%
ggggg = 300 60° 2151 2218 60° - 70° 1510
260000g0 100 700 1205 1027 70° - 80° 676

80° 0 371 80° - 90° 67

90° 0 6
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER | 0°-180° 0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 7143.9fc | 2.9t 3.01t 1 114 111 108 106 111 109 107 105 105 103 101 101 100 98 98 97 96 94
8.0 ft 4018.4fc  3.8ft 4.01t 2 108 104 100 96 106 102 98 95 99 96 93 9 93 91 93 91 89 88
100ft  2571.8fc  4.8ft 5.0t 3 103 97 92 88 101 96 91 8 93 89 8 91 8 8 88 8 84 82
1201t 1786.0fc 571t 6.0t 4 98 91 8 8 97 9 8 8 8 8 81 8 8 80 8 8 79 77
14.0ft 13121fc 6.7t 7.0t 5 94 8 8 77 93 8 80 76 84 79 76 8 78 75 8 77 74 73
16.0 ft 1004.6fc  7.7ft 8.0 ft 6 9 8 76 72 8 8 76 72 80 75 72 78 74 71 77 73 71 69
18.0 ft 793.8fc 861t 9.0t 7 8 78 72 68 8 77 72 68 76 71 68 75 71 67 74 70 67 66
20.0ft 643.0fc 9.6t 9.9t 8 8 74 69 65 8 74 68 65 73 68 65 72 67 64 71 67 64 63
9 8 71 66 62 79 70 65 62 70 65 62 69 64 61 68 64 61 60
10 77 68 63 59 76 68 63 59 67 62 59 66 62 59 65 61 59 57
OSP-106-600W TEST NO.: ELO6152321

INPUT WATTS: 606.0

LUMENS: 92744

EFFICACY: 153

BEAM ANGLE: 40

SPACING CRITERIA: 0.60 x 0.60

ZONAL LUMEN SUMMARY

CANDELA DISTRIBUTION CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE
1000 i 00 90° 0.00°  90.00° ZONE  LUMENS ZONE UMENS % LUMINAIRE
§§§§§ 800 0° 181090 181090 0.00° 0 0 0°-10° 14773 0°-20° 45006 49%
son0d e 10° 136590 149090 4500° O 0 10°-20° 30233 0°-30° 68978 74%

o0 20° 85239 80462 55.00° O 0 20°-30° 23972 0°-40° 80797 87%
ﬁ§§§§ 6o 30° 27032 29010 65.00° O 0 30°-40° 11819 0°-60° 90194 97%
130000 500 40° 13253 10559 7500° O 0 40° - 50° 6042 0°-80° 92676 100%
150000 a0 50° 5059 4826 85.00° O 0 50° - 60° 3356 0°-90° 92744 100%
150000 300 60° 2447 2452 60° - 70° 1745
190000 150 20° 70° 1295 1058 70° - 80° 736
80° 0 310 80° - 90° 68
9° 0 7
CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION
of 20% 0%
MOUNTING FCAT  BEAM BEAM DIA. oc 80% 70% 50% 30% 10% 0%
HEIGHT BEAM DIA.  90°-270° pw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%
CENTER™, 0°-180° 0o 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
6.0 ft 5030.3fc | 4.2ft 4.0t 1 113 110 108 106 111 108 106 104 104 102 101 101 99 98 97 96 95 93
8.0 ft 2829.5fc 561t 541t 2 108 103 99 95 105 101 97 94 98 95 92 95 92 90 92 90 88 87
10.0ft 18109fc  7.0ft 6.7 ft 3 102 9 91 87 100 95 9 8 92 8 8 89 8 84 87 8 82 81
12.0t 1257.6fc  8.4ft 8.11t 4 97 90 8 80 9 89 84 80 87 82 79 8 8 78 8 80 77 76
14.0ft 9239fc  9.8ft 9.41t 5 93 8 79 75 91 8 78 74 8 77 74 80 76 73 79 75 72 71
16.0 ft 7074fc 11.2ft 1071t 6 8 8 74 70 8 79 74 70 78 73 69 76 72 69 75 71 68 67
18.0 ft 5%89fc  126ft 1211t 7 8 76 70 66 8 75 69 66 74 69 65 72 68 65 71 67 64 63
20.0 ft 452.7fc 1411t 1341t 8 8 72 66 62 8 71 66 62 70 65 62 69 65 61 68 64 61 60
9 77 68 63 59 76 68 62 59 67 62 58 66 61 58 65 61 58 57
10 74 65 60 56 73 65 59 56 64 59 56 63 59 55 62 58 55 54
Due to the chanc stant improvement in LED t logy, all details are
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OSP-106-600W-60 TEST NO.: Cc
INPUT WATTS: 604.468 LUMENS: 90249 CRI:70 EFFICACY:149 CCT: 5000K SPACING CRITERIA: 0.84
e 2 .
Candle Power Distribution (Candelas) Zonal Lumens Summary Luminance (Average candela)/M Lumens Per Zone Candela Tabulation
90° .
Zone Lumens %Lamp  %Fixt Angle in ,Average Average ST s 0
25320 . Degrees AVerage 0° 5 90° 0.0 101280.000
80 0-20 31988.16 35.50 35.40 g
0-10 9076.34 5.0 95788.000
0-30 57115.82 63.40 63.30 45 0 0 0
50640 700 0-40 74670.25 82.80 82.70 55 0 0 ° 10-20 22911.83 15.0 85023.000
: ’ ) 20-30  25127.66 25.0 55424.000
600 0-60 87526.72 97.10 97.00 65 0 0 0 30-40 17554.43 35.0 30534.000
75960 0-80 90172.29 100.00 99.90 75 0 0 0 40-50 8811.86 45.0 10352.000
50° 0-90 90248.76 100.10 100.00 85 0 0 (1] ' 55.0 5212.400
50-60 4044.61 65.0 2018.600
101280 40° 60-70  1856.28 75.0 770.520
e Coefficients of Utilization - Zonal Cavity Method 70-80  789.27 85.0 0.000
10° Effective Floor Cavity Reflectance 0.20 80-90 76.49 90.0 0.000
RC 80% 70% 50% 30% 10% 0%
RW | 70% 50% 30% 10% | 70% 50% 30% 10% | 50% 30% 10% | 50% 30% 10% [ 50% 30% 10% | 0%
0 119 119 119 119 | 116 116 116 116 | 111 1m 1m 107 107 107 | 102 102 102 | 100
1 113 110 107 105 | 111 108 105 103 | 104 102 100 | 100 98 97 97 95 94 92
o 2 107 101 97 93 104 100 96 92 96 93 90 93 91 88 90 88 86 85
2 3 101 94 88 84 99 92 87 83 90 85 82 87 83 80 85 82 79 78
£ 4 95 87 81 76 93 86 80 76 83 79 75 81 77 74 79 76 73 71
t 5 90 81 74 70 88 80 74 69 78 73 69 76 72 68 75 7 68 66
S 6 85 75 69 64 83 75 68 64 73 68 64 72 67 63 70 66 63 61
S 7 81 71 64 60 79 70 64 59 69 63 59 67 62 59 66 62 58 57
s 8 76 66 60 55 75 66 60 55 64 59 55 63 58 55 62 58 55 53
g 9 73 62 56 52 71 62 56 52 61 55 52 60 55 51 59 54 51 50
& 10 69 59 53 49 68 58 52 49 58 52 48 57 52 48 56 51 48 47
Due to the changes of constant improvement in LED t ology, all details are
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