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LED Sports Lighter
OSP-1063-350W OSP-1063-500W OSP-1063-600W

Rotate 355° Tilt 240°

SERIES DELIVERED  LUMENS WATTAGE

51000lm 350WOSP-1063-350W

70000lm 500WOSP-1063-500W

82000lm 600WOSP-1063-600W

Based on 5000K, >70 CRI. Actual wattage may vary +/- 5%

Net Weight: 37.56 lb for 350W, 39.26 lb for 500W, 40.99 lb for 600W

VOLTAGE

CCT

LUMINOUS FLUX

BEAM ANGLE

CRI

120-277V, 347-480V

WATTAGE 350W, 500W, 600W

SERIES LED Sports Light - 350W, 500W, 600W

 

51,000Lm - 82,000Lm

Narrow Spot 15°, Spot 20°, Narrow Flood 25°,
Flood 40°, Wide Flood 60°,Very Wide Flood 80°

70 (Standard), 80, 90

MENA TYPE

CONTROL 0-10V Dimming

LIFESPAN Estimated 100,000-hour LED lifespan based on IES 
LM-80 results and TM-21 calculations

FEATURES

3 (20°), 4 (40°), 5 (60°)

4000K, 5000K, 5700K

20-5/8’’

15-1/4’’

16
-3

/8
’’

IP65 waterproof rating for exceptional performance in harsh weather 
conditions.
10-year warranty provides long-term peace of mind and customer support.
Easy assembly and disassembly for convenient maintenance.
High-strength structure with corrosion-resistant polyester powder coating for 
enhanced durability.
Multiple beam angle options for customizable illumination.
Optional color temperature to suit specific needs and preferences.
DesignLights Consortium™ qualified, and UL cUL wet location listed.
Versatile application in stadiums, sports fields, high mast lighting, light towers, 
ports, and more.
Lighting Simulation service available for tailored lighting design.
Dimming control options include 0-10V, DMX, Dali, and Synapse.
Ambient operating temperature ranges from -40 - 131°F.

The versatile LED Sports Lighter, specifically engineered for large spaces including sports 
arenas, harbors, streets, and other expansive outdoor areas. With a focus on maximum 
illumination efficiency and unrivaled precision, this luminaire guarantees exceptional 
lighting performance. Its advanced heat-dissipating exterior ensures efficient thermal 
management, effectively extending the lifespan of the product. Illuminate your surroundings 
with unparalleled brilliance and reliability, making every space shine with confidence.

Due to the changes of constant improvement in LED  technology, all details are subject to 
change without notice. Consult factory for up to date information.
DM20240730



LED Sports Lighter
OSP-1063-350W OSP-1063-500W OSP-1063-600W
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OSP-1063 30K

50K
57K

40K

65K

NS=15°
NFL=30°
FL=40°
WFL =60°

70 OSP-106-ACC-2-LAD
OSP-106-ACC-1-300-50080

90

0-10V
DMX

10KV
20KV

Dali
Synapse

SERIES BEAM ANGLE

350W
500W
600W

120-277V
347-480V

WATTAGEVOLTAGE CCT CONTROL VPRCRI ACCESSORY

PERFORMANCE DATA

Due to the changes of constant improvement in LED  technology, all details are subject to 
change without notice. Consult factory for up to date information.
DM20240730

SYSTEM
WATTS VOLTAGE

350W 4Hx4V 1.8911 51000lm 51000lm 49500lm146 lm/W 146 lm/W 141 lm/W70120V-277V/347-480V

505W 4Hx4V 1.8911 70000lm 70000lm 68000lm139 lm/W 139 lm/W 135 lm/W70120V-277V/347-480V

600W 4Hx4V 1.8911 82000lm 82000lm 80000lm137 lm/W 137 lm/W 133 lm/W70120V-277V/347-480V

NEMA EPA LUMENS
(4000K)

LPW
(4000K)

LPW
(5000K)

LUMENS
(5000K)

LUMENS
(5700K)

LUMENS
(5700K)CRI

ELECTRICAL DATA

ORDERING CHART

NO. OF
DRIVERS

DRIVER CURRENT
(mA)
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LED Sports Lighter
OSP-1063-350W OSP-1063-500W OSP-1063-600W
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Due to the changes of constant improvement in LED technology, all details are 

subject to change without notice. Consult factory for up to date information.
DM20190712

MOUNTING BRACKET (OPTIONAL)

OPTIONAL ACCESSORIES

Integrated Control | OSP-1063-ACC-3

Yoke Adaptor | OSP-1063-ACC-1-350-600

Top Visor Aiming Device

Square Beam Mounting Bracket | OSP-1063-ACC-1-350-600

Glare Control Shield | OSP-1063-ACC-4

DEFAULT ACCESSORIES


