OSP-125-F-600W

L I G HT I N G Sports & Arena Light

<SS ~ Introducing our versatile Sports and Arena Light, specifically engineered

l for large spaces including sports arenas, harbors, streets, and other
expansive outdoor areas. With a focus on maximum illumination
efficiency and unrivaled precision, this luminaire guarantees exceptional
lighting performance. Its advanced heat-dissipating exterior ensures
efficient thermal management, effectively extending the lifespan of the
product. llluminate your surroundings with unparalleled brilliance and
reliability, making every space shine with confidence.

Rotate 270°  Tilt 60°

16"

2 | rw 8 FEATURES
3 i ) )
—— 4 gy —— 1. IP66 waterproof rating for superior weather protection.

r? J q 2. 5-year warranty for long-term reliability and support.
i 2 i 3. Modular design for convenient assembly and maintenance.
i) = ~ =M @ O 4. High-strength structure with corrosion-resistant coating.
lh & /] L LT\ 252 . 5. Multiple beam angle options for customizable illumination.
L A . ® 6. Optional color temperature for desired ambiance.
’ﬁ- 1 AN 2 7.  Certified product meeting CE, RoHS, DLC, FCC, and UL standards.

U 230 N | 8. Versatile application in stadiums, sports fields, high mast lighting,
i: | ) — il o) and more.
1@ i 9. Suitable for a wide range of spaces.
h i i H 10. Lighting Simulation service available for optimal lighting design.
. N / o 11. Heavy duty die-cast aluminum housing.

) 12. Ambient operating temperature ranges from -40 - 122°F.

—81/2 |

Sports and Arena Light - 600W

WATTAGE 600W

EFFICIENCY 150lm/W

LUMINOUS FLUX 80,000Lm

CCT

SERIES DELIVERED LUMENS WATTAGE 3000K, 4000K, 5000K, 5700K, 6500K

OSP-125-F-600W 80000 600W

15°,30°, 60°,90°, 120°, 150°*60, 20*30°,

HEL LIS WB-P60°, 130*30°, T3-VS

Based on 5000K, >70 CRI. Actual wattage may vary +/- 5%

NEMA TYPE 3(15%), 4 (30°), 5 (60°), 6 (90°), 7 (120°)

‘®) (ce) (7.) (cB)

VPR 10KV SPD

subject to change without notice. Consult factory for up to date information
DM20190712

Due to the changes of constant improverment in LED technology, all details are
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OSP-125-F-600W

Sports & Arena Light

ELECTRICAL DATA:

Input Voltage

Power Frequency

Output Voltage

Power Efficiency

Power Factor Total Harmonic Distortion

AC100-277V

OTHERS:

IP Rating

Lifetime (L70 Standard)

50/60Hz

DC54V

Heat Radiator

Lens Thickness Lens Material

0.95 <15%

Gross Weight Fixture Dimension

IP66

PHOTOMETRIC DIAGRAMS

50,000 hours

Die-cast aluminum

PC 30.1 Ibs 16"x 22"x 8.6"
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T3-VS 20x30° WB-P60 130x30° 150x60°

/+180

-/+180

EXAMPLE:

-/+180 -/+180
-150

D
W
astg

: (>
s\

il
W
W

GvE g%é:%‘, San
SN
240
l.ln

{

9!
é\‘
8
ﬁ“ %“
5

%
el

m WATTAGE BEAM ANGLE CONTROL ACCESSORY

OSP-125-F

] 600W

15°

1 30°

1 60°
(190°
1120°

(L1 150x60°
(1 20x30°
(L1 WB-P60°
(1 130x30°
1 T3-vs

(1 30K
(1 40K
(1] 50K
57K
[ 65K

(L1 0-10V-100-277V
(1 0-10V-277-480V

(L1 OSP-125-F-ACC-3
(] OSP-125-F-ACC-2-LAD
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Due to the changes of constant improvement in LED technology, all details are
subject to change without notice. Consult factory for up to date information



OSP-125-F-600W

Sports & Arena Light

L 1 6 H T I N G

The default mount york is included and the other options are available.

Screw off the wing nuts to the horizon of rear of light. Rotational Revolving the arrow to the horizontal of bracket, slideable gear.
angle of single light £30°.

= r

Put the lights to the clip, screw down the wing nuts to 90° angle. Driver temperature rise 32°, chip temperature rise 60°.
Insert the waterproof connector to the socket, light up the light.
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OSP-125-F-600W

Lo S H T L NG Sports & Arena Light
AUXILIARY ACCESSORIES
Light barrier Laser diode aiming device

OSP-125-F-ACC-3 OSP-125-F-ACC-2-LAD

Wire Guard (included)

Due to the changes of constant improverment in LED technology, all details are

ellte ww w.iuseelite.co m subject to change without notice. Consult factory for up to date information




OSP-125-F-600W

e ———— Sports & Arena Light
0SP-125-F-600W(30D) TEST NO.: EL06152321
INPUT WATTS: 594.8 LUMENS: 88601 CRI: >70 EFFICACY: 149 CCT: 5000K SPACING CRITERIA: 0.58
Candle Power Distribution (Candelas) Zonal Lumens Summary Luminance (Average candela/M? Lumens Per Zone Candela Tabulation

90° )
1008 Zone Lumens  %Lamp  %Fixt Angle in Average (° Average  Average Zone TS 0
80° - Degrees 45° 90° 0.0 203640.543
0-20 48664.6 54.90 54.90
0-10 16879.75 5.0 185758.033
0-30 6894604  77.80 77.80 45 0 0 0 . 50 199990 151
102006 o 0-40  78059.01 8810 8810 55 0 0 0 1020 3178492 ; :
: . . 20-30 20281.37 25.0 51083.056
o 0-60 85665.01 96.70 96.70 65 0 0 0 3040 9112.07 35.0 17242117
153008 0-80 88496.18  99.90 99.90 75 0 0 0 40-50 4607.07 45.0 6744.719
500 0-90 88601.19  100.00 100.00 85 0 0 0 50-60 9998.94 55.0 3531.874
B 65.0 1972.492
204011 400 60-70 1949.08 750 816.093
e Coefficients of Utilization - Zonal Cavity Method 70-80 881.99 850 0.000
100 Effective Floor Cavity Reflectance 0.20 80-90 105.11 90.0 0.000
RC 80% 70% 50% 30% 10% 0%
RW | 70% 50% 30% 10% | 70% 50% 30% 10% | 50% 30% 10% | 50% 30% 10% | 50% 30% 10% 0%
0 19 19 119 119 | 116 16 116 116 | 111 11 m 106 106 106 102 102 102 100
1 114 11 108 106 | 111 109 106 104 105 103 101 101 100 98 97 %6 9% 94
2 108 103 99 %6 106 102 98 % 98 9% 93 % 93 91 93 91 89 87
o 3 103 97 % 88 101 9% 91 88 93 89 86 91 87 85 88 86 84 82
E 4 98 91 86 82 97 90 8 81 88 84 80 86 82 80 84 81 79 77
£ 5 9% 86 81 77 92 85 80 76 84 79 76 82 78 75 80 77 74 73
E 6 90 82 76 72 89 81 76 72 79 75 71 78 74 71 77 73 70 69
z 7 86 78 72 68 85 77 72 68 76 7 68 75 70 67 74 70 67 66
S 3 83 74 69 65 82 74 68 65 73 68 64 72 67 64 71 67 64 63
£ o 80 7 65 62 79 70 65 62 69 65 61 69 64 61 68 64 61 60
2 0 77 68 63 59 76 67 62 59 67 62 59 66 62 59 65 61 59 57
RC - Ceiling Cavity Reflectance RW - Wall Reflectance
0SP-125-F-600W(60D) TEST NO.: EL06152321
INPUT WATTS: 607.621 LUMENS: 77066 CRI: >70 EFFICACY: 127 CCT: 5000K SPACING CRITERIA: 0.94
Candle Power Distribution (Candelas) Zonal Lumens Summary Luminance (Average candela/M? Lumens Per Zone Candela Tabulation
90° .
15750 Zone Lumens  %Lamp  %Fixt Angle in Average 0° Average  Average Zons Jmmens 0
80° - Degrees 45° 90° 0.0 63040.026
0-20 20167.19 26.20 26.20
0-10 5648.32 5.0 58323.716
0-30 37939.97 49.20 49.20 45 0 0 0 1 176.4
31520 o 040 5378306 6980  69.80 5 0 0 1020 1451887 50 d9176452
i : 20-30 17772.78 25.0 34981.943
o 0-60 71978.84  93.40 93.40 65 0 0 0 3040 15843.09 350 29588.748
47280 0-80 76959.3 99.90 99.90 75 0 0 0 40-50 11276.6 45.0 11997.065
50° 0-90 77066.03  100.00 100.00 85 0 0 0 50-60 6919, 1.8 55.0 6837.659
: ) 65.0 3148.831
63040 o 60-70 360598 750 930.401
o Coefficients of Utilization - Zonal Cavity Method 70-80 157434 850 0.000
10° Effective Floor Cavity Reflectance 0.20 80-90 106.88 90.0 0.000
RC 80% 70% 50% 30% 10% 0%
RW | 70% 50% 30% 10% | 70% 50% 30% 10% | 50% 30% 10% | 50% 30% 10% | 50% 30% 10% | 0%
0 19 119 119 19 | 116 116 116 116 | 111 11 11 106 106 106 | 102 102 102 | 100
1 12 108 105 102 109 106 103 101 102 100 98 98 9% 95 9% 93 9 90
2 104 98 93 89 102 9% 9% 88 93 89 86 90 87 84 87 85 82 80
o 3 97 89 83 78 9% 88 82 77 85 80 76 83 78 75 80 7 74 72
E 4 91 82 75 69 89 80 74 69 78 72 68 76 7 67 74 70 66 65
£ 5 85 75 68 62 83 74 67 62 72 66 61 70 65 61 68 64 60 58
E 6 80 69 62 56 78 68 61 56 66 60 56 65 60 55 63 59 55 53
z 7 75 64 57 51 74 63 56 51 62 56 51 60 55 51 59 54 50 49
S 3 71 59 52 47 69 59 52 47 57 51 47 56 51 47 55 50 46 45
g 9 67 55 48 44 65 55 48 44 54 48 43 53 47 43 52 47 43 41
2 10 63 52 45 40 62 51 45 40 50 44 40 50 44 40 49 44 40 38
RC - Ceiling Cavity Reflectance RW - Wall Reflectance
0SP-125-F-600W(90D) TEST NO.: EL06152321
INPUT WATTS: 607.32 LUMENS: 76189 CRI: >70 EFFICACY: 125 CCT: 5000K SPACING CRITERIA: 1.32
Candle Power Distribution (Candelas) Zonal Lumens Summary Luminance (Average candela/M? Lumens Per Zone Candela Tabulation
90°
Zone Lumens  %Lamp 9%Fixt Angle in Average  Average 0
Zone Lumens
8489 o g Degrees AVera9e0° 5 90° 00 33831.446
0-20 12440.03 16.30 16.30 010 319087 50 33867 568
0-30 26556.89 34.80 34.90 45 0 0 0 10-20 9249‘17 15‘ 0 33943.615
70° - . | A
16978 0-40 42919.21 56.30 56.30 55 0 0 20-30 14116.85 250 31892.245
o 0-60 6803369 8920  89.30 65 0 0 0 040 1636232 350 27342.728
0-80 76068.56 99.70 99.80 75 0 0 0 ' 45.0 20298.867
25466 40-50 14684.26
50° 0-90 76189.21 99.90 100.00 85 0 0 0 50-60 10430.92 55.0 12441112
B . 65.0 6276.546
33955 @ 60-70 5882.26 75.0 1805.016
e Coefficients of Utilization - Zonal Cavity Method 70-80 215246 850 0.000
100 Effective Floor Cavity Reflectance 0.20 80-90 120.81 90.0 0.000
RC 80% 70% 50% 30% 10% 0%
RW | 70% 50% 30% 10% | 70% 50% 30% 10% | 50% 30% 10% | 50% 30% 10% | 50% 30% 10% 0%
0 19 19 119 119 | 116 16 116 116 | 111 1 m 106 106 106 102 102 102 100
1 11 107 103 100 | 108 104 101 98 100 98 9% %6 9% 92 93 91 90 88
2 102 9% 89 84 99 93 88 83 90 85 81 86 83 80 84 81 78 76
o 3 94 85 78 72 9 83 77 7 80 75 70 78 73 69 75 7 68 66
E 4 87 76 68 62 85 75 67 62 72 66 61 70 65 60 68 63 59 57
£ 5 80 69 60 54 78 67 60 54 65 59 54 64 58 53 62 57 52 51
E 6 74 62 54 48 73 61 54 48 60 53 48 58 52 47 56 51 47 45
Z 7 69 57 49 43 68 56 48 43 54 48 2 53 47 42 52 46 42 40
S 3 65 52 44 39 63 51 44 38 50 43 38 49 43 38 48 42 38 36
£ o 61 48 40 35 59 47 40 35 4% 39 35 45 39 35 44 39 34 33
2 0 57 44 37 2 56 44 37 2 43 36 32 42 36 32 4 35 31 30
RC - Ceiling Cavity Reflectance RW - Wall Reflectance

Due to the changes of constant improverment in LED technology, all details are
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OSP-125-F-600W

e ———— Sports & Arena Light
0SP-125-F-600W(120D) TEST NO.: EL06152321
INPUT WATTS: 604.2 LUMENS: 79085 CRI: >70 EFFICACY: 131 CCT: 5000K SPACING CRITERIA: 1.68
Candle Power Distribution (Candelas) Zonal Lumens Summary Luminance (Average candela/M? Lumens Per Zone Candela Tabulation
90° N
Zone Lumens  %Lamp Y%Fixt Angle in o Average  Average Zone Lumens 0
6824 800 . Degrees 45° 90° 0.0 22408.038
0-20 8867.93 11.20 11.20
0-10 217472 5.0 20624.877
030 2050617 2590 25.90 45 0 0 0
13649 70° 040 0208 4570 4680 55 0 0 10-20 6693.22 15.0 23058.555
) ' ’ 20-30 11638.23 25.0 24572.451
o 060 6983049 8820  88.30 65 0 0 0 040 1681440 350 25084638
20473 0-80 7891926 99.60  99.80 75 0 0 0 1050 1871089 450 25195117
50° 0-90 79085.13 99.90 100.00 85 0 0 0 ' 55.0 15056.793
50-60 14099.01 65.0 7995190
27208 a0 60-70 6802.51 750 1700198
o o Coefficients of Utilization - Zonal Cavity Method 70-80 2286.37 85.0 0.000
100 Effective Floor Cavity Reflectance 0.20 80-90 165.75 9.0 0.000
RC 80% 70% 50% 30% 10% 0%
RW [ 70% 50% 30% 10% | 70% 50% 30% 10% | 50% 30% 10% | 50% 30% 10% | 50% 30% 10% | 0%
0 119 19 19 19 116 116 116 116 11 11 11 106 106 106 102 102 102 100
1 110 106 102 9 107 104 100 97 99 97 9 9% 93 91 92 % 89 87
2 101 93 87 82 98 91 86 81 88 83 79 85 81 7 82 78 76 73
o 3 92 82 75 69 90 81 74 68 78 72 67 75 70 66 73 68 65 62
£ 4 84 73 65 58 82 72 64 58 69 62 57 67 61 56 65 60 56 53
& 5 7 65 56 50 75 64 56 50 62 55 49 60 54 49 58 53 48 46
E 6 7 58 50 43 69 57 49 43 56 48 43 54 47 42 52 47 42 40
g 7 66 53 44 38 64 52 44 38 50 43 38 49 42 37 48 42 37 35
S s 61 48 39 34 60 47 39 33 46 38 33 45 38 33 43 37 33 31
£ 57 44 35 30 56 43 35 30 42 35 30 4 34 30 40 34 29 28
2 10 53 40 32 27 52 39 32 27 38 31 27 38 31 27 37 31 2 25
RC - Ceiling Cavity Reflectance RW - Wall Reflectance

Due to the changes of constant improverment in LED technology, all details are
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