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85+CRI

3-Step MacAdam EllipseCOLOR QUALITY

40K/50KCCT

4000L/5000L/6000/7000LLUMENS

Ceiling Mount or Optional Pendant MountMOUNTING

RATING IP65

EMERGENCY Optional Back-up

OPERATING TEMP -40ºC (-40ºF) to 45ºC (113ºF)

L70 AT 100,000 HoursLIFETIME

FINISH BZ (Bronze), BK (Black), WH (White)

VOLTAGE 120-277VAC 50/60Hz

DIMMING DIM10 - 0-10% Flicker Free 10% Dimming

FEATURES
The OVR-209-ML-CCT delivers powerful, energy-efficient illumination in a slim, 
weather-resistant form factor—ideal for parking garages, canopies, loading 
docks, covered walkways, stairwells, and building perimeters. Its low-profile 
design maximizes overhead clearance for SUVs, trucks, and vehicles with roof 
racks, making it a smart choice for high-traffic areas. Field-adjustable wattage 
and CCT reduce SKUs and streamline project planning. With universal voltage 
input and flexible mounting options, installation is fast and versatile. Optional 
photocell and motion sensing boosts energy savings, while the durable die-cast 
housing ensures long-term reliability in tough environments. Backed by a 5-year 
warranty, the OVR-209 is built to perform across a wide range of commercial 
and industrial applications.

Dimensions

NOMINAL LUMENS

7000L

DELIVERED LUMENS

7517L

WATTAGE

60W

6000L 6045L 46W

5000L 5302L 34W

4000L 4015L 22W

Based on 4000K, 85+ CRI. Actual wattage may vary +/-5%

LED Round Garage Canopy with Multi-Lumen and Multi-CCT
OVR-209-LED-ML-CCT
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Example: OVR-209-LED-4000L/5000L/6000L/7000L-DIM10-MVOLT-40K/50K-WH

SERIES CCT

OVR-209-LED MVOLT
120-277V

40K/50KDIM10
0-10 Dimming

4000L/5000L/6000L/7000L

FINISH

BZ - Bronze
BK - Black
WH - White

OPTIONS

(Blank Without function)
PHC - Photocell
10SPD - 10KVSPD
MS-PIR-BI-SR-101 - Bi-level Motion sensor
EMG8W - Emergency option

OVR-209-LED

LUMENS DIMMING VOLTAGE

OPTICS

CONSTRUCTION

MOUNTING

Equipped with a standard frosted polycarbonate lens for durability and glare control.

Luminaire available in 4000L/5000L/6000L/7000L with two selectable color 
temperatures of 4000K/5000K enable different warm to cool moods and 
atmospheres.

CCT factory set to 50K.

Ceiling Mount
Standard. Designed for direct overhead installation. Ideal for ceiling-mounted 
applications in parking structures, storage areas, covered loading docks, and similar 
sheltered environments.

Pendant Mount
Designed for suspension from junction boxes or conduit systems. Ideal for garage 
bays, warehouses, workshops, high-ceiling storage areas, and other applications 
requiring focused, overhead illumination from extended mounting heights.

Rugged die-cast aluminum housing with a UV-stabilized polyester powder coat finish 
for lasting durability. An integrated heat sink ensures efficient thermal management, 
while a one-piece silicone gasket provides a weather-tight seal. Rated to meet ANSI 
C136.31 3G vibration standards, it's ideal for high-traffic areas like parking garages, 
stairwells, and building exteriors.

Available in bronze, black, and white finishes.

OVR-209-LED-ML-CCT

DIMMING & DRIVER INFORMATION

WARRANTY
5-year warranty for parts and components (labor not included).

LISTINGS
cUL certified.
Wet Location rated.
IP65 rated and suitable for outdoor wet location use.
RoHs compliant – Contains no mercury or lead.
DLC listed.

DIM10 - Flicker Free 10% Dimming Standard (DIM10) 0-10V dimming on 
either MVOLT 120 or 277V.

OPTIONS & ACCESSORIES
• Separately Sold: Photocell for detection of changing light levels and saving energy
by turning off during the day.

• Separately Sold: Motion sensor. Radius: 13’ - 26’. Supports mounting heights up
to 39’ with a Fresnel lens providing up to 120° coverage.

EMERGENCY OPTION
Battery Backup (separately sold):
• EMG8W
• Provides 90 minutes of emergency illumination.

10SPD PHC MS-PIR-BI-SR-101 EMG8W

LED Round Garage Canopy with Multi-Lumen and Multi-CCT
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OVR-209-LED-ML-CCT
LED Round Garage Canopy with Multi-Lumen and Multi-CCT
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