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LED Large Vandal Resistant Canopy Series
OVR-301-LED

up to 45 Wattage / up to 6000 Lumens

APPLICATIONS:
The large Vandal Resistant LED Canopy Light is designed to provide a traditional style 
appearance to blend with a buildings existing aesthetic. Ideal for parking garages, 
walkways, storage areas, underpasses, stairwells, and public areas where safety is a 
concern.

CONSTRUCTION: 
Die-cast aluminum housing with 1/2” coin plugs with O-rings for conduit and photocell. 
Back reflector is made of white powder coat steel. The one-piece silicone gasket effectively 
limits outside contaminants by sealing off the optical chamber.

FINISH:
Dark bronze corrosion- and UV-resistant polyester powder coat finish comes standard. 

OPTICS:
Polycarbonate frosted lens scatters LED light to provide even illumination and hide LED 
lamp image. Lens design guarantees zero glare at high angles. High-performance LEDs 
maintain at least 70% of light output at 50,000 hours of service life.

LENS:
High transparency tempered glass lens.

SPECIFICATIONS:

LUMENS 2000 / 4000 / 6000 lumens

WATTAGE 25W / 45W / 60W

CCT 40K, 50K

CRI 70

VOLTAGE 120/277 VAC

POWER FREQUENCY 50/60 Hz

FINISH Bronze

APPLICABLE ENVIRONMENT Dry/Damp/Wet location

Ordering Guide    Example: OVR-301-LED-6000L-MVOLT-40K-BZ-PHC

OVR-301-LED

SERIES

OVR-301-LED

PERFORMANCE

2000L
4000L
6000L

- 2000 lumens
- 4000 lumens
- 6000 lumens

VOLTAGE

MVOLT - 120-277V

OPTION

PHC - Photocell

CCT

40K
50K

- 4000K
- 5000K

FINISH

BZ - Bronze

DIMENSION:

7" 

12-3/8" 
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OVR-301-LED-2000L-MVOLT-40K-BZ TEST NO.:   EL05311994
INPUT WATTS:  25.9 LUMENS: 2811 CRI: N/A EFFICACY:  109             CCT: 4000K SPACING CRITERIA: 1.46

OVR-301-LED-4000L-MVOLT-40K-BZ TEST NO.:  EL05082054
INPUT WATTS:  38.5 LUMENS: 4142 CRI: N/A EFFICACY:  107 CCT: 4000K SPACING CRITERIA: 1.38

 OVR-301-LED-6000L-MVOLT-50K-BZ TEST NO.:   EL101805
INPUT WATTS:  50.2 LUMENS: 6229 CRI: N/A EFFICACY:  124 CCT: 5000K SPACING CRITERIA: 1.62

Candle Power Distribution (Candelas)

Candle Power Distribution (Candelas)

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance

RC - Ceiling Cavity Reflectance              RW - Wall Reflectance
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Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

Zonal Lumens Summary

Zonal Lumens Summary

0
Candela Tabulation

0
Candela Tabulation

0
Candela Tabulation

Lumens Per Zone

Lumens Per Zone

Lumens Per Zone

Zone Lumens

0-10 75.92
10-20 211.32
20-30 319.54
30-40 401.64
40-50 437.49
50-60 425.13
60-70 340.36
70-80 220.82
80-90 101.41

Zone Lumens

0-10 157.45
10-20 448.09
20-30 686.8
30-40 822.04
40-50 814.79
50-60 631.14
60-70 319.07
70-80 99.37
80-90 32.61

Zone Lumens

0-10 138.69
10-20 413.62
20-30 660.63
30-40 840.74
40-50 924.82
50-60 910.62
60-70 769.91
70-80 520.12
80-90 262.59

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 1946 2353 1943
55 1851 2478 1757
65 1885 2509 1890
75 1828 2580 1753
85 2425 3100 2037

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 8995 10982 8320
55 7738 7449 6404
65 4263 4759 3908
75 1468 2189 1624
85 2148 2494 887

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 15376 19876 17941
55 15228 22905 17908
65 14253 24907 18505
75 17210 24221 19178
85 21295 32915 26763

0 810.465
5 784.17
15 719.18
25 666.77
35 619.18
45 511.76
55 394.88
65 296.31
75 175.95
85 78.61
90 52.65

0 1715.3
5 1638.1
15 1576.8
25 1498.8
35 1469.2
45 999.61
55 697.52
65 283.1
75 59.724
85 29.423
90 26.167

0 1460.532
5 1451.15
15 1427.21
25 1354.23
35 1205.86
45 1011.03
55 812.2
65 560.14
75 414.21
85 172.59
90 145.71

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 117 117 117 117 113 113 113 113 106 106 106 99 99 99 93 93 93 90
1 105 100 95 91 102 97 93 89 91 87 84 85 82 80 80 78 76 73
2 95 86 79 73 92 84 77 71 78 73 68 74 69 65 69 66 62 60
3 86 75 67 60 83 73 65 59 69 62 57 64 59 54 61 56 52 49
4 79 66 57 50 76 64 56 49 61 53 48 57 51 46 54 49 44 42
5 72 59 50 43 69 57 49 42 54 47 41 51 45 40 48 43 38 36
6 67 53 44 37 64 51 43 37 49 41 36 46 39 34 43 38 33 31
7 62 48 39 33 59 46 38 32 44 37 31 42 35 30 40 34 29 27
8 57 43 35 29 55 42 34 29 40 33 28 38 32 27 36 31 26 24
9 53 40 31 26 51 39 31 26 37 30 25 35 29 24 33 28 24 22

10 50 37 29 23 48 36 28 23 34 27 22 32 26 22 31 25 21 20

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 118 118 118 118 115 115 115 115 109 109 109 104 104 104 99 99 99 97
1 110 106 102 99 107 103 100 97 98 96 93 94 92 90 90 88 87 84
2 101 94 88 83 98 91 86 81 88 83 79 84 80 77 80 77 75 72
3 93 83 76 70 90 81 75 69 78 72 68 75 70 66 72 68 65 62
4 85 74 66 60 83 73 65 60 70 64 59 67 62 57 65 60 56 54
5 79 67 59 52 76 66 58 52 63 56 51 61 55 50 59 54 50 47
6 73 60 52 46 71 59 51 46 57 50 45 55 49 44 53 48 44 42
7 68 55 47 41 66 54 46 41 52 45 40 51 44 40 49 43 39 37
8 63 50 42 37 61 49 42 36 48 41 36 46 40 36 45 39 35 33
9 59 46 38 33 57 45 38 33 44 37 32 43 37 32 42 36 32 30

10 55 43 35 30 54 42 35 30 41 34 30 40 34 29 39 33 29 27

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 116 116 116 116 112 112 112 112 104 104 104 97 97 97 91 91 91 88
1 105 99 94 90 101 96 91 87 89 86 82 83 80 77 77 75 73 70
2 94 85 78 72 90 82 76 70 77 71 66 71 67 63 67 63 60 57
3 85 74 65 58 82 72 64 57 67 60 54 62 57 52 58 53 50 47
4 78 65 56 49 74 63 54 48 59 51 46 55 49 44 51 46 42 39
5 71 58 48 41 68 56 47 41 52 45 39 49 43 37 46 40 36 33
6 66 52 42 36 63 50 41 35 47 39 34 44 37 32 41 36 31 29
7 61 47 38 31 58 45 37 31 42 35 30 40 33 29 38 32 27 25
8 56 42 34 28 54 41 33 27 39 31 26 36 30 25 34 29 24 22
9 52 39 30 25 50 38 30 24 35 28 23 33 27 23 32 26 22 20

10 49 36 27 22 47 35 27 22 33 26 21 31 25 20 29 24 20 18

Zone Lumens %Lamp %Fixt

0-20 287.24 10.2 10.2
0-30 606.78 21.6 21.6
0-40 1008.42 35.9 35.9
0-60 1871.04 66.6 66.6
0-80 2432.21 86.5 86.5
0-90 2533.63 90.1 90.1

Zone Lumens %Lamp %Fixt

0-20 605.54 14.6 14.6
0-30 1292.34 31.2 31.2
0-40 2114.38 51 51
0-60 3560.32 86 85.9
0-80 3978.75 96.1 96.1
0-90 4011.37 96.8 96.8

Zone Lumens %Lamp %Fixt

0-20 552.32 8.9 8.9
0-30 1212.95 19.6 19.5
0-40 2053.68 33.1 33
0-60 3889.12 62.7 62.5
0-80 5179.14 83.5 83.2
0-90 5441.73 87.8 87.5
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up to 45 Wattage / up to 6000 Lumens




