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FEATURES

OWP-FC-206-LED
Adjustable LED Wall Pack With Photo Sensor And Emergency Battery Backup

Project Name:

Note:

Catalog Number:

up to 300 Wattage / 39000 Lumens

ORHB1-LED
LED Circular High Bay Series

DIMENSION:

SPECIFICATIONS:

LUMENS 19000 / 26000

WATTAGE 150W / 200W

CCT 40K, 50K

CRI 80

LIGHT EFFICIENCY 130 lumens/watt

DIMMING 0-10V dimming standard

VOLTAGE 120-277 VAC

POWER FREQUENCY 50/60 Hz

FINISH Black

APPLICABLE ENVIRONMENT Dry/Damp/Wet location/IP65 Rating

WORKING TEMPERATURE -40ºF to 131ºF (-40ºC to 55ºC)

APPLICATIONS:

different applications such as warehouses, retail, walkways, roadways, campuses, facade 
lighting, grocery stores and other public areas.

FEATURES:

• Optional integrated lens of either 90 or 120º
• Hook or Conduit pendant way for different applications
• ON/OFF or Bi-level sensor can be offered for maximizing energy savings
• Superior colour rendition index compared to HPS
• Resistant to shock and vibration

LED LIGHT ENGINE:
LED light engine eliminates the need for a glass lens for maximum light output. Use of 
latest generation LEDs means more light from fewer LEDs, resulting in lower costs.

Ordering Guide Example: ORHB1-LED-26000L-MVOLT-40K-WD-BK-ORHB1-ALR-ORHB1-CB

12 -1/2" 

5-5/8"

9-5/8" 

7-1/4"

2-1/8" 

The optimal choice for everyday wall-mounted lighting needs. There's
no compromise between performance and aesthetics. These wall 
packs are cost-effective, visually pleasing, and install cleanly, 
eliminating the need for additional wall patching and repairs.
Featuring an emergency battery backup, a photocell sensor, and
multiple available finishes, this series can meet the requirements of 
nearly any application.

LUMENS  
9000lm @ 4000k AC mode 82W
1500lm in emergency mode 12W

NORMAL SUPPLY
 

Normal Supply 120-277V 60Hz

CCT 3000K/4000/5000K   

CRI 80+ Standard

COLOR QUALITY 3 Step MacAdam Ellipse

MOUNTING Wall mount with back power lead or conduit power lead

DIMMING  0-10V

EMERGENCY TEST 
FUNCTION

Auto/ Manual Test Switch &
Emergency Test Button

EMERGENCY 24 hours charge, 90 Minutes Min. Discharge
Disable Photo Sensor using the Light Shield Kit (included)

9.6V LiFePO4 battery @1500lm emergency
Full recharge within 24 hours after 90 minute dischargeBATTERY

WORKING
TEMPERATURE

-20°C to 50°C (-4˚F to 122˚F)
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IP65 IK10

NOMINAL LUMENS

9000

DELIVERED LUMENS

9079

WATTAGE

82W

Auto & Manual
Switch

Emergency Test
Button

Selectable CCT
Switch



Type:

19000 / 26000  lumens

40K, 50K

130 lumens/watt

0-10V dimming standard

Dry/Damp/Wet location/IP65 Rating

-40ºF to 131ºF (-40ºC to 55ºC)

different applications such as warehouses, retail, walkways, roadways, campuses, facade 

• Hook or Conduit pendant way for different applications
• ON/OFF or Bi-level sensor can be offered for maximizing energy savings

LED light engine eliminates the need for a glass lens for maximum light output. Use of 
latest generation LEDs means more light from fewer LEDs, resulting in lower costs.

OWP-FC-206-LED
LED Wall Pack With Photo Sensor And Emergency Battery Backup

Due to the changes of constant improvement in LED technology, all details are 
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CONSTRUCTION
A slim, low-profile LED fixture crafted from rugged, one-piece die-cast aluminum. This fixture features a 

removable hinged door and back box for effortless maintenance. The secure lock hinge ensures safe 

and easy tool-less electrical connections using the included push-in connectors. The back box is 

equipped with three 1/2" NPT threaded conduit entry points and supports both small and medium 

housings, mounting to standard 3-1/2” to 4” round and octagonal junction boxes, as well as 4” square, 

single gang, and masonry junction boxes. A keyhole gasket allows for easy adaptation to junction 

boxes or walls.

OPTICS
No UV or IR in the beam. The light is soft and uniform, safe for eyes.

PERFORMANCE
LED technologies offer a higher return on investment than any other lighting technology. The light 

engines are rated at 85+ CRI and available in selectable CCTs: 3000K, 4000K, and 5000K. All LEDs and 

LED fixtures are rated and tested to LM-79 and LM-80 standards. The LEDs are also binned to a 3-step 

MacAdam ellipse to achieve consistent color from fixture to fixture.

THERMAL MANAGEMENT
Our advanced thermal management system allows the light output of the LED engines to be maintained 

at 70% of initial lumens at 60,000 hours of operation.

BACK-UP BATTERY
• Includes self-diagnostic/self-test feature to monitor proper operation.

• Includes long-life 7.2V Nickel Cadmium battery for UL-recognized 90 minute operation.

• Full re-charge within 24 hours after 90 mins discharge.

• Provided with waterproof test switch and AC-On indicator.

Finish
Durable powder coat paint available in Bronze, Black, White, or Aluminum. This coating is designed to 

withstand extreme climate conditions while providing optimal color and gloss retention throughout its 

installed life.

PHOTOCELL
Photocell (comes standard with fixture) detects changing light levels and saves energy by turning off 

during the day.

DIM10
Flicker Free 5% Dimming Standard (DIM10) 0-10V dimming on either MVOLT 120 or 277.

ELECTRICAL
Powered by constant-current power LED drivers rated for 50 to 60Hz at 120-277V input, produce less 

than 20% THD, and have a power factor of .90 to 1.00.

WARRANTY
Five-year limited warranty on parts and components (labor not included).

RATINGS
• cULus wet location rated

• IP65-rated; completely sealed to protect against water and dirt

• RoHS compliant



OWP-FC-206-LED
LED Wall Pack With Photo Sensor And Emergency Battery Backup

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. 

w w w . I u s e E l i t e . c o m

w w w . i u s e e l i t e . c o m
LC06282024

NFPA 101 requires 1.0 foot-candle average and 0.1 foot-candle minimum with a 40:1 maximum/minimum ratio.
The corridor used is 80 feet long, with a 9-foot ceiling, a 6-foot-wide walkway, and a 6-foot path of egress.
The reflectance values are 80% for the ceiling, 50% for the walls, and 20% for the floors. The fixture mounting height is 10/12/15 feet.

OWP-FC-206-LED 9000L DIM10 MVOLT 30K-40K-50K BZ O-EMG-LED PHC

SERIES

OWP-FC-206-LED

PERFORMANCE VOLTAGE

MVOLT - 120-277V9000L - 9000 lumens

CCT

30K
40K

- 3000K
- 4000K

50K - 5000K

FINISH

BZ - Bronze

EMERGENCY

O-EMG-LED- 

ACCESSORIES

PHC - Photocell

Ordering Guide    Example: OWP-FC-206-LED-9000L-DIM10-MVOLT-30K/40K/50K-BZ-O-EMG-LED-PHC
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OWP-FC-206-LED-9000L-DIM10-MVOLT-30K-40K-50K-BZ-O-EMG-LED-PHC TEST NO.: EL09272331
INPUT WATTS: 82.4 LUMENS: 9080 EFFICACY: 110 BEAM ANGLE: 99 SPACING CRITERIA: 1.49

CANDELA DISTRIBUTION
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CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 3427 3448

10° 3597 3397

20° 3665 3239

30° 3542 2979

40° 3202 2605

50° 2722 2100

60° 1795 1474

70° 820 787

80° 53 192

90° 0 0

0.00° 90.00°

0.00° 293528 295331

45.00° 359876 287266

55.00° 358891 268245

65.00° 242961 228802

75.00° 63083 155123

85.00° 20403 36246

ZONE LUMENS
0° - 10° 344

10° - 20° 933
20° - 30° 1424
30° - 40° 1715
40° - 50° 1749
50° - 60° 1502
60° - 70° 974
70° - 80° 388
80° - 90° 47

ZONE UMENS % LUMINAIRE
0° - 20° 1277 14%
0° - 30° 2701 30%
0° - 40° 4417 49%
0° - 60° 7667 84%
0° - 80° 9030 99%
0° - 90° 9077 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%
ρc 80% 70% 50% 30% 10% 0%
ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 98 107 103 100 97 99 96 94 95 93 91 92 90 88 86
2 100 93 86 81 98 91 85 80 87 83 78 84 80 77 81 78 75 73
3 92 82 74 68 90 80 73 68 77 71 66 75 70 65 72 68 64 62
4 84 73 65 58 82 72 64 58 69 62 57 67 61 56 65 60 55 53
5 78 65 57 50 76 64 56 50 62 55 49 60 54 49 58 53 48 46
6 72 59 50 44 70 58 50 44 56 49 43 54 48 43 53 47 43 41
7 67 53 45 39 65 53 45 39 51 44 38 50 43 38 48 42 38 36
8 62 49 40 35 60 48 40 35 47 40 34 46 39 34 44 38 34 32
9 58 45 37 31 57 44 37 31 43 36 31 42 36 31 41 35 31 29

10 54 41 34 28 53 41 33 28 40 33 28 39 33 28 38 32 28 26

MOUNTING
HEIGHT

FC AT
BEAM

CENTER

BEAM
DIA.

0°-180°

BEAM DIA.
90°-270°

6.0 ft 95.2 fc 15.1 ft 16.6 ft
8.0 ft 53.5 fc 20.1 ft 22.1 ft

10.0 ft 34.3 fc 25.1 ft 27.7 ft
12.0 ft 23.8 fc 30.2 ft 33.2 ft
14.0 ft 17.5 fc 35.2 ft 38.7 ft
16.0 ft 13.4 fc 40.2 ft 44.3 ft
18.0 ft 10.6 fc 45.3 ft 49.8 ft
20.0 ft 8.6 fc 50.3 ft 55.3 ft


