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INSTALLATION

Cut hole in ceiling. Insert luminaire into opening by squeezing spring clips on both sides 
of luminaire. The width in ceiling needed for the driver to fit is 3”. 

You MUST seal all gaps between the ceiling and fixture with weatherproof silicone 
sealant. This deters moisture and water from damaging fixtures and other mechanical 
ceiling elements.

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

DIMENSIONS

NOMINAL LUMENS DELIVERED LUMENS WATTAGES

1100 1095 15W

950 975 12W

750 781 9W

4"RPL428
4” LED Lumen and CCT Selectable Smooth Reflector Retrofit Downlight

• Aluminum Housing
• PC Lens
• Input Voltage: 120V and 120-277V
• 10%-100% Dimming
• Working temperature: 0ºF - 104ºF
• Energy Star, ETL and Title 24 Compliance.
• The Elite LED lighting system carries a five-year carefree warranty for parts and components.

(Labor not included)

In Accordance with IES LM79-08, LM80 and TM-30, TM-21

750L/950L/1100L

27K/30K/35K/40K/50K

90

WH (White)

3-Step MacAdam Ellipse

DIMTR ( Triac Dimming), DIM10 ( 0-10V Dimming)

Smooth Reflector

16W high voltage inverter ( remote)

W (White)

L70 at 50,000 Hours

LUMENS

CCT

CRI

COLOR QUALITY

TRIM

REFLECTOR COLOR

FLANGE COLOR

DIMMING

EMERGENCY

LIFETIME

PHOTOMETRIC TESTS

FEATURE
The LED 4’’ round Smooth Reflector multi-Lumen/CCT “Canless Downlight” engineered for new 
construction, remodel, or retrofit to accommodate insulated or dropped ceilings. Easily access 
field-adjustable 3-Lumens and 5-Color SeleCCTor switch by lowering the luminaire from the 
opening. Recessed housing not required, especially with limited plenum applications. Remote driver 
allows easy installation and maintenance. Small aperture and shallow depth are ideal for unlimited 
applications.  

OPEN 6-1/2”

5.9”

   3.17”

1.4”

   12.6”

2.5”

4.9”

2.06”
1.1”

2.8”

4”
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TRIM ACCESSORIES

ACCESSORIES (Not Included)

RL-ACC-SLIM-1-10F - 10ft Long Extension 
RL-ACC-SLIM-1-20F - 20ft Long Extension 
RL-UNV-4/5/6 - Universal Mounting Plate for 4”,5” and 6” 
RL-ACC-SLIM-4-ROUGHPLATE - 4” Mounting Plate 
AL-ACC-SLIM-4-F-ROUGHPLATE - 4” Flanged Roughplate

TYPE LUMEN CCT CRI FINISH

RPL428 750L/950L/1100L-DIMTR/120-DIM10/MVOLT 27K/30K/35K/40K/50K 90 W-WH (White)

4"RPL428
4” LED Lumen and CCT Selectable Smooth Reflector Retrofit Downlight

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. w w w . i u s e e l i t e . c o m

4”4 Inch Round Slim Multi CCT LED
RL475

ACCESSORIES
o RL475-RT-BZ-Bronze
o RL475-RT-BK-Black
o RL475-RT-CH-Chrome
o RL475-RT-CP-Copper
o RL475-RT-SN-Satin Nickel

RL475-RT-BZ RL-ACC-SLIM-1-10F

442

2”
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S H I P P I N G   AVA I L A B L E

1” GIMBAL LED FIXTURE WITH REFLECTOR
w 1-5/8” THICK LED FIXTURE WITH HIGHER BRIGHTNESS
w FOR NEW CONSTRUCTION – INSULATED AND DROPPED CEILINGS

w FEATURES
1” fixtures with integral LEDs  Isolated external driver factory installed inside junction box.
One driver for every fixture required PF>0.98.

w Cast aluminum trim

w Dimmable

w ETL approved and Energy Star Certifie

w Type IC Rated – Approved for direct contact with insulation

w Air-tight and damp location approved

w Fast and easy to install in limited space locations

w External driver factory mounted inside connection box - 120V

w New construction rough-in plates and jumper cables available

w Available Temperatures (3000K, 3500K and 4000K)

w 50,000 Hours Life; 5 Year Warranty

TECHNICAL SPECIFICATIONS

w WATTAGES: 5W

w OUTPUT: Default Driver Voltage: 120V AC 60 Hz (Dimmable)

w CRI: 90+

w AMBIENT TEMPERATURE: -40°F (-40°C) to +104°F (+40°C)

w ADJUSTABLE: 30º tilt and 360º rotation

CERTIFICATIONS
• ETL listed
• ENERGY STAR

INSTALLATION

• Cut hole in ceiling and snap fixture in opening
with attached spring clips. Space in ceiling 
needed for the driver to fit through the ceiling
height – 3".

360
DIMENSION

INPUT VOLT. INPUT FREQ. THD POWER FACTOR INPUT POWER LUMENS

120 60Hz <20% >0.98  5W(+/-5%) 360L

12-7/8”

2-3/4”

1-3/4”

2”

TYPE LUMEN CCT CRI FINISH ACCESSORIES

RL173 o 360L-DIMTR-120 o 30K
o 35K
o 40K

90+ WH o RL-ACC-SLIM-1-10F
o RL-ACC-SLIM-1-20F

EXAMPLE: RL173-360L-DIMTR-120-30K-90-WH

RL-ACC-SLIM-1-10F
10-ft long extension

RL-ACC-SLIM-1-20F
20-ft long extension
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RL173 LED
1” GIMBAL LED FIXTURE WITH REFLECTOR
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(Bronze)

(Black)

(Chrome

(Copper)

(Satin  Nickel)

RL475-RT-BZ

RL475-RT-BK

RL475-RT-CH

RL475-RT-CP

RL475-RT-SN

SLIM TRIM TRIM RINGS ACCESSORIES

RL-ACC-SLIM-4-ROUGHPLATE
Rough-in plate for use with 4” downlights

TYPE LUMEN CCT CRI FINISH
RL475 o 27K/30K/35K/40K/50K o 90+ o WH - White

EXAMPLE:
RL475-550L-DIMTR-120-27K/30K/35K/40K/50K-90-WH

o 550L-DIMTR-120
o 550L-DIM10-120-347
o 850L-DIMTR-120
o 850L-DIM10-120-347

OPTIONS

3-7/8”

3-3/4”

3/4”7-

RL-UNV-4/5/6
4”, 5”, 6”For use with: 

AL-ACC-SLIM-4-F-ROUGHPLATE
For 4” downlight

13-3/4”

6-7/8”4-1/4”

15-1/8”

1/8”13-

  4” Opening
5” Opening
6” Opening

❏ RL-ACC-SLIM-1-10F - 10ft Long Extension
❏ RL-ACC-SLIM-1-20F - 20ft Long Extension
❏ RL-UNV-4/5/6 - Universal Mounting Plate for 4”,5” and 6”
❏ RL-ACC-SLIM-4-ROUGHPLATE - 4” Mounting Plate
❏ AL-ACC-SLIM-4-F-ROUGHPLATE - 4” Flanged Roughplate

6-1/8”      6-9/16"

26”
13” 4-1/4”

3-1/16”

3/16”

EXAMPLE: RPL428-750L/950L/1100L-DIMTR/120-DIM10/MVOLT-27K/30K/35K/40K/50K-90-W-WH EXAMPLE: RL-ACC-SLIM-1-10F

LUMEN SELECTOR: 750L/950L/1100L

CCT SELECTOR: 27K/30K/35K/40K/50K



RPL428-750L-950L-1100L-DIMTR-120-DIM10-MVOLT-27K-30K-35K-40K-50K-90-W-WH(1100L) TEST NO.: EL07052301

INPUT WATTS: 15.1 LUMENS: 1214 EFFICACY: 80 BEAM ANGLE: 85 SPACING CRITERIA: 1.14

CANDELA DISTRIBUTION

0° 10° 20°
30°

40°

50°

60°

70°

80°

90°

0°

50
100
150
200
250
300
350
400
450
500
550
600
650

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 642 642

10° 627 631

20° 579 587

30° 493 504

40° 364 378

50° 217 228

60° 104 109

70° 49 52

80° 21 24

90° 0 0

0.00° 90.00°

0.00° 54961 54961

45.00° 35062 36651

55.00° 22832 24161

65.00° 14192 14865

75.00° 11282 12110

85.00° 8197 10732

ZONE LUMENS

0° - 10° 64

10° - 20° 170

20° - 30° 246

30° - 40° 265

40° - 50° 217

50° - 60° 134

60° - 70° 70

70° - 80° 36

80° - 90° 10

ZONE UMENS % LUMINAIRE

0° - 20° 234 19%

0° - 30° 480 40%

0° - 40° 746 61%

0° - 60° 1097 90%

0° - 80° 1203 99%

0° - 90° 1213 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 86 83 87 84 81 85 82 79 77

3 95 86 79 74 93 85 78 73 82 76 72 79 75 71 77 73 70 68

4 88 78 70 65 86 77 70 64 74 68 63 72 67 63 70 65 62 60

5 82 71 63 57 80 70 62 57 68 61 56 66 60 56 64 59 55 53

6 76 65 57 51 75 64 56 51 62 55 50 60 55 50 59 54 50 48

7 71 59 51 46 70 59 51 46 57 50 45 56 50 45 54 49 45 43

8 67 55 47 42 65 54 47 42 53 46 41 52 45 41 50 45 41 39

9 63 51 43 38 61 50 43 38 49 42 38 48 42 38 47 41 37 36

10 59 47 40 35 58 46 39 35 46 39 35 45 39 35 44 38 34 33

RPL428-750L-950L-1100L-DIMTR-120-DIM10-MVOLT-27K-30K-35K-40K-50K-90-W-WH(750L) TEST NO.: EL07052301

INPUT WATTS: 9.2 LUMENS: 814 EFFICACY: 88 BEAM ANGLE: 85 SPACING CRITERIA: 1.15

CANDELA DISTRIBUTION

0° 10° 20°
30°

40°

50°

60°

70°

80°

90°

0°

50
100
150
200
250
300
350
400
450

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 430 430

10° 420 425

20° 389 395

30° 331 339

40° 246 254

50° 146 153

60° 70 73

70° 33 35

80° 15 16

90° 0 0

0.00° 90.00°

0.00° 36868 36868

45.00° 23664 24625

55.00° 15507 16130

65.00° 9581 9897

75.00° 7612 8055

85.00° 5710 6998

ZONE LUMENS

0° - 10° 43

10° - 20° 114

20° - 30° 165

30° - 40° 178

40° - 50° 146

50° - 60° 90

60° - 70° 47

70° - 80° 24

80° - 90° 7

ZONE UMENS % LUMINAIRE

0° - 20° 157 19%

0° - 30° 322 40%

0° - 40° 500 61%

0° - 60° 736 90%

0° - 80° 806 99%

0° - 90° 813 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 86 83 87 84 81 85 82 79 77

3 95 86 79 74 93 85 78 73 82 76 72 79 75 71 77 73 70 68

4 88 78 70 65 86 77 70 64 74 68 63 72 67 63 70 65 62 60

5 82 71 63 57 80 70 62 57 68 61 56 66 60 56 64 59 55 53

6 76 65 57 51 75 64 56 51 62 55 50 60 55 50 59 54 50 48

7 71 59 51 46 70 59 51 46 57 50 45 56 50 45 54 49 45 43

8 67 55 47 42 65 54 47 42 53 46 41 52 46 41 50 45 41 39

9 63 51 43 38 61 50 43 38 49 42 38 48 42 38 47 41 37 36

10 59 47 40 35 58 46 39 35 46 39 35 45 39 35 44 38 34 33

RPL428-750L-950L-1100L-DIMTR-120-DIM10-MVOLT-27K-30K-35K-40K-50K-90-W-WH(950L) TEST NO.: EL07052301

INPUT WATTS: 11.8 LUMENS: 1002 EFFICACY: 85 BEAM ANGLE: 85 SPACING CRITERIA: 1.14

CANDELA DISTRIBUTION

0° 10° 20°
30°

40°

50°

60°

70°

80°

90°

0°

50
100
150
200
250
300
350
400
450
500
550

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 530 530

10° 518 520

20° 479 484

30° 407 414

40° 301 310

50° 179 186

60° 86 89

70° 41 42

80° 18 19

90° 0 0

0.00° 90.00°

0.00° 45394 45394

45.00° 29005 30055

55.00° 18851 19699

65.00° 11735 12110

75.00° 9333 9895

85.00° 6840 8580

ZONE LUMENS

0° - 10° 53

10° - 20° 140

20° - 30° 203

30° - 40° 219

40° - 50° 179

50° - 60° 111

60° - 70° 58

70° - 80° 30

80° - 90° 9

ZONE UMENS % LUMINAIRE

0° - 20° 193 19%

0° - 30° 397 40%

0° - 40° 616 61%

0° - 60° 906 90%

0° - 80° 994 99%

0° - 90° 1002 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 86 83 87 84 81 85 82 79 77

3 95 86 79 74 93 85 78 73 82 76 72 79 75 71 77 73 70 68

4 88 78 70 65 86 77 70 64 74 68 63 72 67 63 70 65 62 60

5 82 71 63 57 80 70 62 57 68 61 56 66 60 56 64 59 55 53

6 76 65 57 51 75 64 56 51 62 55 50 60 55 50 59 54 50 48

7 71 59 51 46 70 59 51 46 57 50 45 56 50 45 54 49 45 43

8 67 55 47 42 65 54 47 42 53 46 41 52 45 41 50 45 41 39

9 63 51 43 38 61 50 43 38 49 42 38 48 42 38 47 41 37 36

10 59 47 40 35 58 46 39 35 46 39 35 45 39 35 44 38 34 33

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 17.8 fc 11.0 ft 11.0 ft

8.0 ft 10.0 fc 14.7 ft 14.7 ft

10.0 ft 6.4 fc 18.3 ft 18.4 ft

12.0 ft 4.5 fc 22.0 ft 22.1 ft

14.0 ft 3.3 fc 25.7 ft 25.8 ft

16.0 ft 2.5 fc 29.3 ft 29.4 ft

18.0 ft 2.0 fc 33.0 ft 33.1 ft

20.0 ft 1.6 fc 36.7 ft 36.8 ft

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 12.0 fc 11.0 ft 11.0 ft

8.0 ft 6.7 fc 14.6 ft 14.7 ft

10.0 ft 4.3 fc 18.3 ft 18.4 ft

12.0 ft 3.0 fc 21.9 ft 22.1 ft

14.0 ft 2.2 fc 25.6 ft 25.7 ft

16.0 ft 1.7 fc 29.2 ft 29.4 ft

18.0 ft 1.3 fc 32.9 ft 33.1 ft

20.0 ft 1.1 fc 36.5 ft 36.8 ft

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 14.7 fc 11.0 ft 11.0 ft

8.0 ft 8.3 fc 14.7 ft 14.7 ft

10.0 ft 5.3 fc 18.3 ft 18.4 ft

12.0 ft 3.7 fc 22.0 ft 22.1 ft

14.0 ft 2.7 fc 25.7 ft 25.7 ft

16.0 ft 2.1 fc 29.3 ft 29.4 ft

18.0 ft 1.6 fc 33.0 ft 33.1 ft

20.0 ft 1.3 fc 36.7 ft 36.8 ft




