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INSTALLATION

Cut hole in ceiling. Insert luminaire into opening by squeezing spring clips on both sides 
of luminaire. The width in ceiling needed for the driver to fit is 3”. 

You MUST seal all gaps between the ceiling and fixture with weatherproof silicone 
sealant. This deters moisture and water from damaging fixtures and other mechanical 
ceiling elements.

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

DIMENSIONS

NOMINAL LUMENS DELIVERED LUMENS WATTAGES

1200 1195 15W

1000 975 12W

800 781 9W

5"RPL537
5” LED Lumen and CCT Selectable Baffle Retrofit Downlight

• Aluminum Housing
• PC Lens
• Input Voltage: 120V and 120-277V
• 10%-100% Dimming
• Working temperature: 0ºF - 104ºF
• Energy Star, ETL and Title 24 Compliance.
•	The Elite LED lighting system carries a five-year carefree warranty for parts and components. 

(Labor not included)

In Accordance with IES LM79-08, LM80 and TM-30, TM-21

800L/1000L/1200L

27K/30K/35K/40K/50K

90

WH (White)

3-Step MacAdam Ellipse

DIMTR ( Triac Dimming), DIM10 ( 0-10V Dimming)

Baffle Trim

16W high voltage inverter ( remote)

W (White)

L70 at 50,000 Hours

LUMENS

CCT

CRI

COLOR QUALITY

TRIM

REFLECTOR COLOR

FLANGE COLOR

DIMMING

EMERGENCY

LIFETIME

PHOTOMETRIC TESTS

FEATURE
The LED 5’’ round baffle multi-Lumen/CCT “Canless Downlight” engineered for new construction, 
remodel, or retrofit to accommodate insulated or dropped ceilings. Easily access field-adjustable 
3-Lumens and 5-Color SeleCCTor switch by lowering the luminaire from the opening. Recessed
housing not required, especially with limited plenum applications. Remote driver allows easy
installation and maintenance. Small aperture and shallow depth are ideal for unlimited applications.OPEN 6-1/2”

5.9”

   3.17”

1.4”

   12.6”

2.5”

6.3”

2.8”

3.5”

5.3”

1.6”
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5” Economy LED Retrofit Lighting Module with CCT Selectable 5”REL537

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

FEATURES
Elite REL Retrofits are ideal for new construction or remodel 
applications when paired with an Elite recessed housing. Engineered 
for quick and easy retrofitting into existing incandescent recessed 
housings. An easy 5-Color SeleCCTor switch allows the contractor 
to easily switch between 5 different color temperatures in the field. 
Multiple trim types, trim finishes, and apertures make the REL 
Retrofits perfect for hotels and restaurants, assisted living facilities, 
dormitories, and kitchens. 

REFLECTOR COLORS

FLANGE COLORS

LUMENS

DIMMING

CCT 

COLOR QUALITY

CRI

LIFETIME

TRIM

WH (White) 

W (White)

950

DIMTR (Triac)

27K/30K/35K/40K/50K

3 Step MacAdam Ellipses

90+

50,000 Hours

Baffle, Aluminum die-cast body and trim

EMERGENCY 16W high voltage inverter ( Installed into the housing)*

PHOTOMETRIC TESTS In Accordance with IES LM79-08, LM80 and TM-30, 
TM-21

* Consult Factory

TRIM INSERTS OPTIONS

BAFFLES

REFLECTORS

REL537-BT-SN-SN

REL537-RT-CL-WH REL537-RT-DBZ-DBZ REL537-RT-P-BK REL537-RT-SN-SN

REL537-BT-P-BK REL537-BT-DBZ-DBZ

UNIQUELY ENGINEERED FOR NEW AND EXISTING CONSTRUCTION
The REL637 is the newest, most efficient, and advanced LED retrofit 
modules from ELITE Lighting. It’s unique design delivers color quality 
above a 90 CRI rating. The color matching has never been so close,
with a binning as low as 3-step MacAdams Ellipse. The REL637 LED 
retrofits meet all new mandatory California Title 24 requirements.

The Elite REL637 LED Module has been engineered for new constructions 
to meet Title-24’s “No Edison Socket” mandate. The Elite REL637 LED 
system works in our dedicated (LD6IC-AT, LD6RIC-AT, LD5IC-AT, and 
LD5RIC-AT) housings and our existing 6” Incandescent housings (B6IC-
AT, EZ6IC-AT, B26IC-AT, B26RIC-AT, B6RIC-AT) but is also suitable for 
using in most 6” & 5” Incandescent recessed downlight housings in the 

◗ FEATURES
• Over 1200 usable lumens are directed from the luminaire to

the work surface
• Greater light output than a 26W CFL or a 65W BR30
• Rated at 90+ CRI to meet California Title-24 strict compliance

standards
• Life tested to ensure light output up to 50,000 hours of operation to

L70
• Glare reducing cut-off angle of 55 degrees
• High performance optic hides LED chip image but still delivers an

even beam oflight
• Elite’s highly selective LED chips produce zero ultraviolet and virtually

no infrared light
• Tested to LM-79 and LM-80 standards
• UL listed for safety

• Utilizes industry standard V springs, installs in most 6”
incandescent down lights.

• Insert V springs into can and press trim to ceiling.

EZ connector to use with special High efficacy housing 
or Edison base adapter for retrofitting into existing 6”
Incandescent Housings.

INSTALLATION

LUMEN PER WATT

CCT

OPTIC

WARRANTY

Up to 64

27K/30K/35K/40K/50K

45º Cut-Off

5 Years

Our die-cast system pulls the heat from the LED chip, allowing the 
continued cool operation for years. Our LED driver is rated for 50 to 60 
Hz at 120V input, and produces less than 20% THD, has a power factor 
between 0.90 and 1.00 and is thermal protected for additional safety.

The Elite LED Module is dimmable down to 15% ofinitial light 
output with compatable dimmers. Consult factory for complete list of 

The Elite LED lighting system carries a five-year carefree warranty for 

3.74”

2.6”

7.2”

CERTIFICATIONS

• cULus/ETL
• RoHS
• IECC
• New York state

• Washington state
• LM79/LM80

• Made in USA
• UL/cUL Listed for Wet
• UL/cUL Listed for Damp Location
• California Title 24

INPUT POWER LUMENS

15W(+/-5%) 950

I S S U E 1 5 G 2 1 R e v . 0 . 1

WWW.IUSEELITE.COM • TEL 1-877-375-5555 • FAX 1-877-375-3333
I S S U E 1 6 H 0 9 R e v . 0 . 1

W(+/-5%) 1200

EASY 5-COLOR SELECCTOR SWITCH
Easy 5-Color SeleCCTor switch can be adjusted to a choice of 5
different Kelvin color temperatures in the field. Options include 
27K/30K/35K/40K/50K. The SeleCCTor switch is located on the 
junction box for easy adjustment before and after installation. 
The SeleCCTor switch is easily accessible by lowering the luminaire 
from the opening.

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. w w w . i u s e e l i t e . c o m

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

650 861 10W

4” LED Retrofit Die-Cast Aluminum Lensed Baffle 4”RL431

Based on 4000K, 90+ CRI. Actual wattage may vary +/- 5%

Due to the changes of constant improvement in LED technology, all details are subject to change without notice. 
Consult factory for up to date information. 

Before After

Example: RL427-650L-DIMTR-120-30K-90-CL-WH

TYPE 650L SERIES CCT CRI FINISH OPTION
RL427
(Reflector)

❏ 650L-DIMTR-120 ❏ 27K
❏ 30K
❏ 35K

❏ 40K
❏ 50K
   (85 CRI only)

❏ 90+
❏ 85+

❏ CL-WH ❏ GU24SA
GU24 SOCKET 
ADAPTER

INSTALLATION

• Socket adapter removes from module, allowing installation to be quick and easy. Simply
screw in the adapter and plug in the module. Turning off the entire module is not required.

• Utilizes industry standard friction blades, installs in most 4” incandescent down lights.
Insert friction blades into can and press trim to ceiling.

*RECOMMENDED DIMMERS FOR ELITE RL427 LED SYSTEM

LUTRON DIMMERS (DIMTR)
Diva DVCL-153P
Skylark CTCL-153P
Nova N-600
NovaT NT-600
Skylark S-600
Ariadni AY-600P
Nova NTLV-600
Nova NLV-600

Maestro MRF2-6ND
NovaT NTELV-600
Diva DVELV-300P
Skylark SELV-300P
Nova NELV-450

 4.9” 

 3.4” 

 1.24”

any lamp type on your
existing fixture.

Ordering Guide for Compatible Housing

IC - New Construction Non-IC New Construction IC - For Remodel Non-IC For Remodel

LD4IC-AT LD4-AT LD4RIC-AT LD4R-AT

HLD4IC-AT HLD4-AT HLD4R-AT

B4IC-AT B4-AT B4R-AT

RL427-650L-DIMTR-120-30K-90-CL-WH TEST NO.: EL111742
INPUT WATTS: 10.4 LUMENS: 767 CRI: 85+ EFFICACY: 74 CCT: 3000K SPACING CRITERIA: 1.32

Candle Power Distribution (Candelas)

RC - Ceiling Cavity Reflectance RW - Wall Reflectance

R
O

O
M

C
A

VI
TY

R
A

TI
O

Coefficients of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20

Zonal Lumens Summary

0
Candela TabulationLumens Per Zone

Zone Lumens

0-10 35.34
10-20 103.33
20-30 160.15
30-40 187.10
40-50 159.55
50-60 89.16
60-70 28.56
70-80 4.13
80-90 0.10

Luminance (Average candela/M2)
Angle
in 
Degrees

Average
0º

Average
45º

Average
90º

45 16293 15475 16104
55 10054 8241 8261
65 4582 3288 2372
75 119 787 95
85 0 0 50

0 372.45
5 370.21
15 365.72
25 343.71
35 291.92
45 210.35
55 105.29
65 35.36
75 0.56
85 0.00
90 0.00

RC 80% 70% 50% 30% 10% 0%

RW 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 137 137 137 137 134 134 134 134 128 128 128 122 122 122 117 117 117 115
1 128 124 121 117 125 122 118 116 117 114 112 113 111 109 109 107 105 103
2 119 112 106 101 117 110 104 100 106 101 97 103 99 95 99 96 93 91
3 111 101 93 87 108 99 92 87 96 90 85 93 88 84 90 86 83 80
4 103 91 83 77 100 90 82 76 87 80 75 85 79 74 82 77 73 71
5 95 83 74 68 93 82 73 67 79 72 67 77 71 66 75 70 65 63
6 89 75 67 60 87 74 66 60 73 65 59 71 64 59 69 63 59 56
7 83 69 60 54 81 68 60 54 67 59 53 65 58 53 64 57 53 51
8 77 63 55 49 76 63 54 49 61 54 48 60 53 48 59 52 48 46
9 72 59 50 44 71 58 50 44 57 49 44 55 49 44 54 48 44 42

10 68 54 46 40 67 54 46 40 53 45 40 52 45 40 51 44 40 38

Zone Lumens %Lamp %Fixt

0-20 138.67 20.80 18.10
0-30 298.82 44.70 38.90
0-40 485.92 72.80 63.30
0-60 734.63 110.00 95.70
0-80 767.32 114.90 100.00
0-90 767.42 114.90 100.00

93

186

279

373

90º

80º

70º

60º

50º

40º

30º
20º

10º

Cone of Light

BEAM DIA. MEASURED AT 50% OF NADIR F.C.

Distance to 
Plane

Initial 
Footcandle 

at Nadir
Beam

diameter

4.0 23.3 fc 8.8 ft

8.0 5.82 fc 17.5 ft

12.0 2.59 fc 26.3 ft

16.0 1.45 fc 35.1 ft

20.0 0.93 fc 43.9 ft

24.0 0.65 fc 52.6 ft

RL427

REFLECTOR COLORS

FLANGE COLORS

LUMENS

DIMMING

CCT 

COLOR QUALITY

CRI

LIFETIME

TRIM

W (White)

WH (White)

650

DIMTR (Triac)

27K, 30K, 35K, 40K, 50K

3 Step MacAdam Ellipses

90+

50,000 Hours

Aluminum die-cast body and trim

FEATURES
The RL431 is the newest, most efficient, and advanced LED retrofit
modules from ELITE Lighting. It’s unique design delivers color 
quality above a 90 CRI rating. The color matching has n ever been 
so close, with a binning as low as 3 MacAdams ellipses. The RL431
LED retrofit meet all new mandatory California Title 24 requirements.
The Elite RL431` LED Module has been engineered for new 
constructions to meet Title-24’s ‘No Edison Socket” mandate. The 
Elite LED Module system works in our dedicated (LD4IC-AT, LD4-AT, 
LD4R-AT) housings and our existing 4” incandescent housings (or 
standard B4IC-AT, B4-AT and B4R-AT) but is also suitable for use in 
most 4”recessed downlight housings in the market.

Elite LED Retrofits come standard with quick 
connectors ready for installation in Elite Lighting’s 
LD series recessed housing that are Energy Star 
and Title 24 rated (LD4IC-AT, LD5IC, LD6IC-AT). 

INSTALLATION

OPTICS AND REFLECTOR
The Elite-Engineered LED Module system is much more than just 
a simple LED retrofit. The Elite LED system is a highly engineered 
work of design and optical science which produces over 900
lumens. Our meticulously crafted optics gather the light scattered 
by the LED chip and shape it into a functional beam with uniform 
light distribution. The baffle also offers the benefits of a smooth 
integrated light with glare reduction at a 55 degree cut-off, which 
minimizes brightness.

NOMINAL LUMENS DELIVERED LUMENS WATTAGE

950 1168 14W

INSTALLATION

Elite LED Retrofits come standard with quick
connectors ready for installation in Elite Lighting’s 
LD series recessed housing that are Energy Star 
and Title 24 rated (LD4IC-AT, LD5IC, LD6IC-AT). 

You MUST seal all gaps between the ceiling and 
fixture with weatherproof silicone sealant. This 
deters moisture and water from damaging 
fixtures and other mechanical ceiling elements.

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information

08132021. 

3.7”

6.5”
4.75”

2.6”
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TRIM ACCESSORIES

ACCESSORIES (Not Included)

RL-ACC-SLIM-1-10F - 10ft Long Extension 
RL-ACC-SLIM-1-20F - 20ft Long Extension 

and 6” RL-UNV-4/5/6 - Universal Mounting Plate for 4”,5” 
RL-ACC-SLIM-5-ROUGHPLATE - 5” Mounting Plate 

5"RPL537
5” LED Lumen and CCT Selectable Baffle Retrofit Downlight

Due to the changes of constant improvement in LED technology, all details are 
subject to change without notice. Consult factory for up to date information. w w w . i u s e e l i t e . c o m

6”6 Inch Round Slim LED with Multi CCT
RL675

RL-ACC-SLIM-1-10F

442

2”

I S S U E  1 5 G 2 1 R e v . 0 . 1

WWW.IUSEELITE.COM • TEL 1-877-375-5555 • FAX 1-877-375-3333

S H I P P I N G   AVA I L A B L E

1” GIMBAL LED FIXTURE WITH REFLECTOR
w 1-5/8” THICK LED FIXTURE WITH HIGHER BRIGHTNESS
w FOR NEW CONSTRUCTION – INSULATED AND DROPPED CEILINGS

w FEATURES
1” fixtures with integral LEDs  Isolated external driver factory installed inside junction box.
One driver for every fixture required PF>0.98.

w Cast aluminum trim

w Dimmable

w ETL approved and Energy Star Certifie

w Type IC Rated – Approved for direct contact with insulation

w Air-tight and damp location approved

w Fast and easy to install in limited space locations

w External driver factory mounted inside connection box - 120V

w New construction rough-in plates and jumper cables available

w Available Temperatures (3000K, 3500K and 4000K)

w 50,000 Hours Life; 5 Year Warranty

TECHNICAL SPECIFICATIONS

w WATTAGES: 5W

w OUTPUT: Default Driver Voltage: 120V AC 60 Hz (Dimmable)

w CRI: 90+

w AMBIENT TEMPERATURE: -40°F (-40°C) to +104°F (+40°C)

w ADJUSTABLE: 30º tilt and 360º rotation

CERTIFICATIONS
• ETL listed
• ENERGY STAR

INSTALLATION

• Cut hole in ceiling and snap fixture in opening
with attached spring clips. Space in ceiling 
needed for the driver to fit through the ceiling
height – 3".

360
DIMENSION

INPUT VOLT. INPUT FREQ. THD POWER FACTOR INPUT POWER LUMENS

120 60Hz <20% >0.98  5W(+/-5%) 360L

12-7/8”

2-3/4”

1-3/4”

2”

TYPE LUMEN CCT CRI FINISH ACCESSORIES

RL173 o 360L-DIMTR-120 o 30K
o 35K
o 40K

90+ WH o RL-ACC-SLIM-1-10F
o RL-ACC-SLIM-1-20F

EXAMPLE: RL173-360L-DIMTR-120-30K-90-WH

RL-ACC-SLIM-1-10F
10-ft long extension

RL-ACC-SLIM-1-20F
20-ft long extension

2
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RL173 LED
1” GIMBAL LED FIXTURE WITH REFLECTOR

2-1/2”

1-5/8”

SLIM TRIM TRIM RINGS ACCESSORIES

TYPE LUMEN CCT CRI FINISH
RL675 o 27K/30K/35K/40K/50K o 90+ o WH - White

EXAMPLE:
RL675-700L-DIMTR-120-27K/30K/35K/40K/50K-90-WH

ACCESSORIES
o RL675-RT-BZ-Bronze
o RL675-RT-BK-Black
o RL675-RT-CH-Chrome
o RL675-RT-CP-Copper
o RL675-RT-SN-Satin Nickel

RL675-RT-BZ

(Bronze)

(Black)

(Chrome

(Copper)

(Satin  Nickel)

RL675-RT-BZ

RL675-RT-BK

RL675-RT-CH

RL675-RT-CP

RL675-RT-SN

26"

8 38 "

4 3
16 "

13"

6 1116 "

3
16 "

5 3
16 "

RL-ACC-SLIM-5-ROUGHPLATE

7 34 "

27"

13 12 "

9 12 "

4 34 "

7 1316 "

3
16 "RL-ACC-SLIM-8-ROUGHPLATE

o 700L-DIMTR-120
o 700L-DIM10-120-347
o 1100L-DIMTR-120
o 1100L-DIM10-120-347

OPTIONS

7-3/4”

RL-UNV-4/5/6
For use with: 4”, 5”, 6” 

Universal mounting plate

13-1/8”

15-1/8”

3-7/8”

3-3/4”
  4” Opening
 5” Opening

ening6” Op

❏ RL-ACC-SLIM-1-10F - 10ft Long Extension
❏ RL-ACC-SLIM-1-20F - 20ft Long Extension
❏ RL-UNV-4/5/6 - Universal Mounting Plate for 4”,5” and 6”
❏ RL-ACC-SLIM-6-ROUGHPLATE - 6” Mounting Plate
❏ AL-ACC-SLIM-6-F-ROUGHPLATE - 6” Flanged Roughplate

o BK - Black

EXAMPLE: RL-ACC-SLIM-1-10F

LUMEN SELECTOR: 800L/1000L/1200L

CCT SELECTOR: 
27K/30K/35K/40K/50K

TYPE LUMEN CCT CRI FINISH

RPL537 800L/1000L/1200L-DIMTR/120-DIM10/MVOLT 27K/30K/35K/40K/50K 90 W-WH (White)

BAFFLE SMOOTH REFLECTOR

REL537-BT-SN-SN
REL537-BT-P-BK
REL537-BT-DBZ-DBZ

REL537-RT-CL-WH
REL537-RT-DBZ-DBZ
REL537-RT-P-BK
REL537-RT-SN-SN

EXAMPLE: RPL537-800L/1000L/1200L-DIMTR/120-DIM10/MVOLT-27K/30K/35K/40K/50K-90-W-WH

TRIM RING ACCESSORIES

RL-ACC-SLIM-5-ROUGHPLATE
Rough-in plate for use with 5” downlights

  26”
  13”

3-1/16”
6-1/8”

5-1/4”

6-9/16”

  3/16”



RPL537-800L-1000L-1200L-DIMTR-120-DIM10-MVOLT-27K-30K-35K-40K-50K-90-W-WH(1000L) TEST NO.: EL07062305

INPUT WATTS: 11.8 LUMENS: 1008 EFFICACY: 85 BEAM ANGLE: 85 SPACING CRITERIA: 1.12

CANDELA DISTRIBUTION

0° 10° 20°
30°

40°

50°

60°

70°

80°

90°

0°

50
100
150
200
250
300
350
400
450
500
550

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 540 541

10° 524 526

20° 481 487

30° 405 417

40° 286 300

50° 156 168

60° 71 77

70° 34 37

80° 14 16

90° 0 0

0.00° 90.00°

0.00° 46260 46308

45.00° 26531 28238

55.00° 15689 17038

65.00° 9994 10708

75.00° 8045 8724

85.00° 5002 6545

ZONE LUMENS

0° - 10° 54

10° - 20° 143

20° - 30° 209

30° - 40° 225

40° - 50° 180

50° - 60° 106

60° - 70° 54

70° - 80° 28

80° - 90° 8

ZONE UMENS % LUMINAIRE

0° - 20° 197 20%

0° - 30° 406 40%

0° - 40° 632 63%

0° - 60° 918 91%

0° - 80° 1000 99%

0° - 90° 1008 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 107 104 101 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 91 86 101 94 89 85 91 87 83 88 84 81 85 82 79 77

3 95 87 80 74 93 85 79 74 82 77 73 80 75 71 77 73 70 68

4 89 78 71 65 86 77 70 65 75 69 64 73 67 63 71 66 62 60

5 82 71 64 58 80 70 63 57 68 62 57 66 61 56 65 60 56 54

6 77 65 57 52 75 64 57 51 63 56 51 61 55 51 59 54 50 48

7 72 60 52 47 70 59 52 46 58 51 46 56 50 46 55 50 45 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 45 41 40

9 63 51 44 39 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 40 35 45 39 35 44 39 35 33

RPL537-800L-1000L-1200L-DIMTR-120-DIM10-MVOLT-27K-30K-35K-40K-50K-90-W-WH(1200L) TEST NO.: EL07062305

INPUT WATTS: 15.1 LUMENS: 1228 EFFICACY: 81 BEAM ANGLE: 85 SPACING CRITERIA: 1.12

CANDELA DISTRIBUTION

0° 10° 20°
30°

40°

50°

60°

70°

80°

90°

0°

50
100
150
200
250
300
350
400
450
500
550
600
650
700

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 658 660

10° 638 641

20° 586 592

30° 493 505

40° 349 362

50° 190 201

60° 87 92

70° 42 44

80° 18 19

90° 0 0

0.00° 90.00°

0.00° 56392 56502

45.00° 32323 33896

55.00° 19094 20374

65.00° 12183 12813

75.00° 9816 10475

85.00° 6152 7518

ZONE LUMENS

0° - 10° 66

10° - 20° 175

20° - 30° 255

30° - 40° 274

40° - 50° 219

50° - 60° 129

60° - 70° 66

70° - 80° 34

80° - 90° 10

ZONE UMENS % LUMINAIRE

0° - 20° 240 20%

0° - 30° 495 40%

0° - 40° 769 63%

0° - 60° 1118 91%

0° - 80° 1218 99%

0° - 90° 1227 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 107 104 101 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 91 86 101 94 89 85 91 87 83 88 84 81 85 82 79 77

3 95 87 80 74 93 85 79 74 82 77 73 80 75 71 77 73 70 68

4 89 78 71 65 86 77 70 65 75 69 64 73 67 63 71 66 62 60

5 82 71 64 58 80 70 63 57 68 62 57 66 61 56 65 60 56 54

6 77 65 57 52 75 64 57 51 63 56 51 61 55 51 59 54 50 48

7 72 60 52 47 70 59 52 46 58 51 46 56 50 46 55 50 45 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 45 41 40

9 63 51 44 39 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 40 35 45 39 35 44 39 35 33

RPL537-800L-1000L-1200L-DIMTR-120-DIM10-MVOLT-27K-30K-35K-40K-50K-90-W-WH(800L) TEST NO.: EL07062305

INPUT WATTS: 9.2 LUMENS: 819 EFFICACY: 89 BEAM ANGLE: 85 SPACING CRITERIA: 1.12

CANDELA DISTRIBUTION

0° 10° 20°
30°

40°

50°

60°

70°

80°

90°

0°

50
100
150
200
250
300
350
400
450

CANDELA TABLE LUMINANCE (cd/sq.m) LUMENS PER ZONE ZONAL LUMEN SUMMARY

0° 90°

0° 438 440

10° 424 429

20° 390 398

30° 328 341

40° 231 247

50° 126 139

60° 58 64

70° 28 30

80° 12 13

90° 0 0

0.00° 90.00°

0.00° 37499 37727

45.00° 21435 23269

55.00° 12715 14138

65.00° 8087 8873

75.00° 6516 7235

85.00° 3980 5602

ZONE LUMENS

0° - 10° 44

10° - 20° 116

20° - 30° 170

30° - 40° 183

40° - 50° 146

50° - 60° 86

60° - 70° 44

70° - 80° 23

80° - 90° 6

ZONE UMENS % LUMINAIRE

0° - 20° 160 20%

0° - 30° 330 40%

0° - 40° 513 63%

0° - 60° 745 91%

0° - 80° 812 99%

0° - 90° 819 100%

CONE OF LIGHT INDOOR COEFFICIENTS OF UTILIZATION

ρf 20% 0%

ρc 80% 70% 50% 30% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 0%

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 107 104 101 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 91 86 101 94 89 85 91 87 83 88 84 81 85 82 79 77

3 95 87 80 74 93 85 79 74 82 77 72 80 75 71 77 73 70 68

4 89 78 71 65 86 77 70 65 75 69 64 73 67 63 70 66 62 60

5 82 71 63 58 80 70 63 57 68 62 57 66 61 56 65 60 56 54

6 77 65 57 52 75 64 57 51 62 56 51 61 55 51 59 54 50 48

7 72 60 52 47 70 59 52 46 58 51 46 56 50 46 55 50 45 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 45 41 40

9 63 51 44 39 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 40 35 45 39 35 44 39 35 33

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 15.0 fc 11.0 ft 11.0 ft

8.0 ft 8.4 fc 14.6 ft 14.6 ft

10.0 ft 5.4 fc 18.3 ft 18.3 ft

12.0 ft 3.8 fc 21.9 ft 21.9 ft

14.0 ft 2.8 fc 25.6 ft 25.6 ft

16.0 ft 2.1 fc 29.2 ft 29.2 ft

18.0 ft 1.7 fc 32.9 ft 32.9 ft

20.0 ft 1.4 fc 36.5 ft 36.5 ft

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 18.3 fc 10.9 ft 11.0 ft

8.0 ft 10.3 fc 14.6 ft 14.6 ft

10.0 ft 6.6 fc 18.2 ft 18.3 ft

12.0 ft 4.6 fc 21.9 ft 21.9 ft

14.0 ft 3.4 fc 25.5 ft 25.6 ft

16.0 ft 2.6 fc 29.2 ft 29.2 ft

18.0 ft 2.0 fc 32.8 ft 32.9 ft

20.0 ft 1.6 fc 36.5 ft 36.5 ft

MOUNTING

HEIGHT

FC AT

BEAM

CENTER

BEAM

DIA.

0°-180°

BEAM DIA.

90°-270°

6.0 ft 12.2 fc 10.9 ft 11.0 ft

8.0 ft 6.8 fc 14.6 ft 14.6 ft

10.0 ft 4.4 fc 18.2 ft 18.3 ft

12.0 ft 3.0 fc 21.9 ft 21.9 ft

14.0 ft 2.2 fc 25.5 ft 25.6 ft

16.0 ft 1.7 fc 29.1 ft 29.3 ft

18.0 ft 1.4 fc 32.8 ft 32.9 ft

20.0 ft 1.1 fc 36.4 ft 36.6 ft




